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I will send youthe new APD for the Rig Skidon MondayMoming. The new well name

will be the West Point Federal4A-18-9-16.
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SUNDRYNOTICES AND REPORTS ONWELLS UTU-74390

Do notuse thisfemt for proposala to drli or todeepen or reerdry a difbrent reservoir, e,winen,Anone••rteeNune

Use "APPLICATIONFOR PERMIT-" for such proposals NA

1. IronitorcA,Agnementunip.ul..

SUBMITIN TRIPLICATE WEST POINT (GR RVR)
I. ofWell

Oli Gas 5. WeBNuneandNo.
X Wen Wei! Odict WESTFOINTFEDERAL4-18•9-16

9. APIwen14.

2. NameetOpenter 4M13-3ÊŸ$$
NEWFIELDPRODUCTIONCOMPANY 19.yleid spil Poet,er ExploratoryAm

3. Adkase andTeitplieneNo. MONUMENT BUTTE
Rt. 3 Box3630,Myton Up 84052 435··646,3721 II. Co-ly or Parish,Stile

4. Leandonof Wel1(Foolage,Sea.,T,14., m.,orSurveyDescripdon)

715 FNL 406FWL NWINW Seedon 18,TSS RI6E DUCHESNECOUNTY,UT.

n. CHECKAPPROPRIATE BOx(s¡ TOINDICATEMATUREOF NOTICE,REPORT, tR OTHERDATA
TYPE OF SUBMMÒÑ TYPE OF AC 'iÒÑ

Not¡ggofinting Ahandemnant ChanseefPims

a.... ... .
NaWM

SubsequentRaport PluggingBack Non.aminnam
c..insn.p.ir was.rsine.oft

PinalAbudommentNadas AlieringCasing Conversionto In|eoden

X os.r Rig Skid Di.p...weier
(ten.:a.pansessapersonipin===liesun•nWen

Coingegen erRosengegen Aspenandlag imm)

m.Osmine9toposedorOlilÑEasi opemium(Cleadyatmoabytids-It & muight puniBM dilii, intlUdÊNiGidunded d-Is af ady piegeledundl. If Will is 55000-

anyeiged,givennh..rhus is..dens ani.....mda.g nogvanlani dipd. Mirali...9... amisuaespenteent to adswmk.)•

During the process of spudding and settingsurfacecasing on the above mentionedwell. The drill bit twisted
off and was not able to be fishedoutof the hole.

NewfieldProductionrequeststo Skidthe Rig over 10' to the east. Thenewproposednarne of the well will be
the West Point Federal 4A-18.9-16.

14.r h...tlycenig,

A Title RegalstorySpecialist Date 12/8/2006

CC:UTAHDOGM
(Thisspass forFedemierStateofBoemo)

Approvedby Tine Date
Condidensof opprovel,if any·

CC.W DOGM

'llda la U.S.C.Section1001,mehesita crime forany pmannimowingly..d willitdlyto maketo anydeperbnenter agencyofthaUsAind$ndsemy illa. i

......-..,............,....*'"*'6" DEC0 8 2006
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NEWFIELD

December 11, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: West Point Federal 4-18-9-16 Rig Skid.

Dear Diana:

We received verbal approval from Dustin Dusette on 12/8/06 to Skid over and SPUD this
well after the drill bit twistedoff and was not able to be fished out of the hole. Enclosed
find a new 3160-3 Form reflecting the new footages along with new plats. The well will
now be named West Point Federal 4A-18-9-16. Everything else in the APD will remain
the same. Let me know if you have any questions. My direct number is 646-4825.

Sincerel

Mandie Crozier C/
Regulatory Specialist

enclosures

RECEIVED
DEC12 2006

DIV.0FOIL,GAS&MINING

Newfield Exploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)



Form 3160-3 FORMAPPROVED
(September 2001) OMB No, 1004-0136

ExpiresJanuary 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease SerialNo.

BUREAU OF LAND MANAGEMENT UTU-74390

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. Type of Work: | DRILL Ü REENTER

West Point
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Gas Well Ü Other O Single Zone Ü Multiple Zone West Point Federal 4A-18-9-16

2. Name of Operator 9. API Wel No.
Newfield Production Company jg g..gg ÿ
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Explorato
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) I 1. Sec., T., R., M., or Blk. and Survey or Area

At surface NWINW 714' FNL 416' FWL 7 nog 90, O 3 (o $
NWINW Sec. 18, T9S R16E

At proposed prod. zone - U • ÎÓ
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 14.6 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 416' flise, 416' flunit 2037.19 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, fl. Approx. 1329' 6050' UTB000192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
6033' GL 1st Quarter 2007 Approximately seven (7) days imm spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25. Signatup/') Name (Printed/Typed) Date

Title

" Mandie Crozier 12/11/06

Regu t rý p cialist
App ved by ur Name (Printed/T ped) ' Date

BRADËEYG. HILL ,
LL-NOG

Title OffENVIRONMENTALMANAGER

Application approval does nÃarrantor certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.
*(Instructions on reverse)

RECEIVED

RGi j AlderalApproval of no DECT2 2006i i AcNon is Necessary 4
DIV.0FOIL,GAS&



T9S, RiBE, S.L.B.&•M. NNHZD PRODUCTIONŒWPANY
SB9°56'E

- 78.00 (G.L.O.) WELL LOCATION, WEST POINT UNIT 4A-18,
SB9°5776T

- 250912' (Meas.) is LOCATEDAS SHOWN IN THE NW 1/4 NW
s em 1/4 (LOT 1) OF SECTION 18, T9S, R16E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.
I |416

LOT 1 -e

"** o O - ooowl

BAR SCALE

LOT2

N

MELLLOCA710W:
LOT 3 BT PC/NTUN/TM-18

ELEV GRADEDGROUND= 6033 THIS IS TO CERTIFYTHA A WAS
PREPARED FROM FIELD Q. O VEYS

I MADEBY ME OR UN W W THAT
THE SAME ARE TRU RECT T OF
MY KNOWLEDGE AN gl .No.189377 *

LOT 4 REGIS D LA
REGIS o. #
STATE OF

1910 GF
scuse c

SB9°55'E
- 78.31 (G.L.O.) TRI STATEJANDSURVEYlNG& CONSUI.TIE

180 NORTH VERNAL AVE. - VERNAL, UTAH 84078
(435) 781-2501

DATE SURVEYED:
= SECTION CORNERS LOCATED 09-23-04 SURVEYEDBY: C.M.

DATE DRAWN:
BASIS OF ELEV; 12-08-06 DRAWN BY: F.T.M

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REvisED: SCALE: 1" =



NEWFIELD PRODUCTION COMPANY
WEST POINT FEDERAL #4-18-9-16

NW/NW SECTION 18, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILL1NGPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTRIATED TOPS OF1HPORTANT GEOLOGIC MAREERS:

Uinta 0' - 2200'
Green River 2200'
Wasatch 6050'

3. ESTRIATED DEPTHS OF ANTICIPATED WATER,01L, GASOR M1NERALS:

Green River Formation 2200' - 6050' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. M1N1MUMSPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPEAND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXZLIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field



NEWFIELD PRODUCTION COMPANY
WEST POINT FEDERAL #4-18-9-16

NWINW SECTION 18, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EKISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site West Point Federal #4-18-9-16 located
in theNW 1/4 NW 1/4 Section 18, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly along Hwy 53 - 11.3 miles ± to it's
junctionwith an existing dirt road to the west; proceed in a northwesterly and then a
southwesterly direction - 4.0 miles ± to it's junctionwith an existing road to the northeast;
proceed northeasterly - 3.0 miles ± to it's junctionwith the beginning of the proposed access
road; proceed northeasterly along the proposed access road - 3,780'±to the proposed well
location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EUST1NG WELLS

Refer to Exhibit "B".

4. LOCATION OF EUSTING AND/OR PROPOSED FACILIT1ES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATERSUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTEDISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARYFACILITIES

Please refer to the Monument Butte Field SOP.



9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITION4L INFORMATION

The Archaeological Resource Surveyand Paleontological Resource Survey for this area are
attached. MOAC Report #04-328, 1/19/05. Paleontological Resource Surveyprepared by, Wade
E. Miller, 5/11/05. See attached report cover pages, Exhibit "D".

For the West Point Federal #4-18-9-16 Newfield Production Company requests a 80' ROW be
granted in Lease UTU-66184, a 1620' ROW be granted in Lease UTU-64379, and 2080' of
disturbed area be granted in Lease UTU-74390 to allow for constmetion of the proposed access
road. Refer to Topographic Map "B". The proposed access road will be an 18' crown road
(9' either side of the centerline) with drainage ditches along either side of the proposed road
whether it is deemed necessary in order to handle any run-off from normal meteorological
conditions that are prevalent to this area. The maximum grade will be less than 8%. There will
be no culverts required along this access road. There will be barrow ditches and turnouts as
needed along this road. There are no fences encountered along this proposed road. There will be
no new gates or cattle guards required. All constmetion material for this access road will be
borrowed material accumulated during construction of the access road.

Newfield Production Companyrequests a 80' ROW in Lease UTU-66184, a 1620' ROW in Lease
UTU-64379, and 2080' of disturbed area be granted in Lease UTU-74390 to allow for
construction of the proposed gas lines. It is proposed that the ROW and disturbed area will be
50' wide to allow for construction of a 6" gas gathering line, and a 4" poly fuel gas line. Both
lines will tie in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a
ROWplan of development,please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S R19E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
Sage Grouse: If new construction or surface disturbing activities are scheduled to occur between
March 1 and June 30, detailed surveysof the area within 0.5 mile of the proposed location must
be conducted to detect the presence of sage grouse. All surveys must be conducted in accordance
with the survey protocols outlined in the most recent USFWS SurveyProtocol. Surveysmust be
completed prior to initiating new construction or surface disturbing activities. In the event that
this well becomes a producing well, it must be equipped with a multi-cylinder engine or hospital
muffler to reduce noise levels.



Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoilstockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Shadscale Atriplex confertifolia 4 lbs/acre
Indian Ricegrass Oryzopsishymenoides 3 lbs/acre
Needle & Threadgrass Stipa comata 4 lbs/acre
Black Sage Artemisia nova 1 lbs/acre

Details of the On-Site Inspection
The proposed West Point Federal #4-18-9-16 was on-sited on 5/19/04. The following were
present; Brad Mecham (NewfieldProduction), David Gerbig(NewfieldProduction), and Byron
Tolman (Bureau of Land Management). Weather conditions were clear at 60 degrees.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANYis considered to be the
operator of well #4-18-9-16 NW/NW Section 18, Township 9S, Range 16E: Lease UTU-74390
Duchesne County, Utah: and is responsible under the termsand conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
tme and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Mandie Òrozier Û
Regulatory Specialist
Newfield Production Company



NEWRELD PRODUCTION COMPANY
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NETYFIELD PRODUCTION COMPANY
CROSS SECTIONS

WEST POINT UNIT 4A-18 -
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NEWÍIELD PRODUCTION ClÍMPANY
TYPICAL RIG LA YOUT
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CULTURAL RESOURCE INVENTORY OF
NEWFIELD EXPLORATION'S BLOCK PARCEL
IN TOWNSHIP 9S, RANGE 16E, SECTION 18,

DUCHESNE COUNTY, UTAH

By:

Kylie Lower-Eskelson
and

Keith R. Montgomery

Prepared For:

Bureau fo Land Management
Vernal Field Office

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 04-328

January 19, 2005

United States Department of Interior (FLPMA)
Permit No. 04-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

Section 3, T 9 S, R 17 E [NE 1/4 & NW 1/4, NE 1/4 and NE 1/4, NW 1/4
& SW 1/4, NW 1/4, and NE 1/4 & NW 1/4, SE 1/4]; Section 18, T 9 S, R 16 E

[excludingNE 1/4, NW 1/4, & SE 1/4, NE 1/4]; Section 15, T 9 S, R 17 E [SE 1/4/ NE 1/4]
Seç4on 18, T 9 S, R 17 E [western half of section plus SE 1/4 & SW 1/4, SE 1/4];

Section 33, T 8 S, R 16 E [NW 1/4, NW 1/4 and SW 1/4, NE 1/4]

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by:

Wade E. Miller
ConsultingPaleontologist

May 11,





WORKSHEET

APPLICATION FOR PERMIT TO DRKL

APD RECEIVED: 12/12/2006 API NO. ASSIGNED: 43-013-33463

WELL NAME : W POINT FED .

OPERATOR: ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNW 18 090S 160E -

I V a Tech Review Initials Date
SURFACE: 0714 FNL 0416 FWL

BOTTOM: 0714 FNL 0416 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.03629 LONGITUDE: -110.1689

UTM SURF EASTINGS:570908 NORTHINGS: 4431906 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-74390 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/' Plat R649-2-3.

/ Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: WEST POINT (GREEN RIVER)

NO. UTBOOOl92 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. MUNICIPAL )
/' Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No:

Eff Date:
Fee Surf Agreement (Y/N) Siting

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: ( Jp y
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OPERATOR: NEWFIELD PROD CO (N2695)

SEC:18 T.9S R.16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

CAUSE: 231-2 / 5-14-1998
Wells StatusO

LOCATION ABANDONED
NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED

ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL o SHUT-IN GASCOMBINED NF SECONDARY e SHUT-IN OIL W E
INRAOCTOSEED PENODISNG

)s( TEEMP AEBALNDONED

r R
NGAETED PP GEOTHERML A WATER INJECTION S

PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY g WATER DISPOSAL DATE: 14-DECEMBER-2006
TERMINATED .



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah December 14, 2006

Department of
Natural Resources

MICHAEL R. STYLER
accutivevinsc'°' Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052

JOHN R. BAZA
Division Director

Re: West Point Federal 4A-18-9-16 Well, 714' FNL, 416' FWL, NW NW, Sec. 18,
T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33463.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340•facsimile (801)359-3940•TTY (801)



Operator: Newfield Production Company
Well Name & Number West Point Federal 4A-18-9-16

API Number: 43-013-33463
Lease: UTU-74390

Location: NW NW Sec._18_ T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: W POINT FED 4A-18-9-16 (RIG SKID)

Api No: 43-013-33463 Lease Type: FEDERAL

Section 18 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 12/14/06

Time 10:30 AM

How DRY

Drilling will Commence:

Reported by TROY ZUFEIT

Telephone # (435) 823-6013

Date 12/21/2006 Signed
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FORM 3160-5 UNITED STATES FORM APPROVED
(September2001) DEPARTMENT OF THE INTERIOR gg"

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICESAND REPORTS ON WELLS USA UTU-74390

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian,Allotteeor Tribe Name.

7. If Unit or CA/Agreement,Name and/or

WEST POINT UNIT
lT pe of Well

a Oil Well O Gas Well Other 8. Well Name and No.
2. Name of Operator W POIN 4 -18-9-16 | Ú

NEWFIßLDPRODUCTIONCOMPANY 9 p¡ pg ty:.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 435.646 3721 10 Field and Pool or ExploratorvArea
4 Location of Well (Footage, Sec., T., R., M., or SurveyDescription) MONUMENTBUTTE

11. County or Parish, State

NWNW Section 18 T9S R16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposedor CompletedOperation(clearly state all peninent details, includingestimated starting date of any proposedwork and approximateduration thereof. If the
proposalis to deependirectionallyor recomplete horizontally,give subsurface locationsand measured and true vettical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days followingcompletion
ofthe involved operations. Ifthe operationresults in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
FinalAbandonment Noticesshall be filed only after all requirements,includingreclamation,have been completed,and the operator has determinedthat the site is ready for final
inspection.)

On 12/14/06 MIRUNDSINS#1.Spud well @10:30am. Drill320' of 12 1/4" hole with air mist. TlH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @322.07' On 12/18/06 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17 cf/
sk yeild. Returned 7 bbis cement to pit. WOC.

I herebycertify that the foregoing is true and Title
enrrect (Printed/ Typed)

DonBastin Drilling Foreman
Sign Dalœ2/20/2006

Approvedbv Titir Date
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or
celtify that the applicantholds legal or equitabic title to those rights in the subject lease Office
which would entide thea glicantto conduct operations thereon.
Tide 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any department or agency of the UniRECE IVED
Statesanv false. fictitiousand fraudulent statements or renresentations as to anv matter within its iurisdiction

(Instructionson reverse DEC2 2 2006

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING& CEMENT REPORT

8 5/8 CASING SET AT 322.07

LASTCASING 8 5/8" SET / 322.07' OPERATOR NewField Production Company
DATUM 12' KB WELL West Point Federal 4A-18-9-16

DATUMTO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR & RIG# NDS1NS #1
TD DRILLER 320' LOGGER
HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 44.33'

WHI -92 csg head 8rd A 0.95
7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 310.22

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 312.07

TOTALLENGTHOF STRING 312.07 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 322.07
TOTAL 310.22 7

TOTALCSG. DEL.(WlOTHRDS) 310.22 7 COMPARE
TIMING 1ST STAGE
BEGIN RUN CSG. Spud 12/14/2006 10:300AM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 12/14/2006 2:30PM Bbls CMT CIRC TO SURFACE 7 bbis
BEGIN CIRC 12/18/2006 12:10 PM RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 12/18/2006 12:24 PM N/A

BEGIN DSPL. CMT 12/18/2006 12:48 PM BUMPEDPLUG TO 73 PSI
PLUG DOWN 12/18/2006 12:59 PM
CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed g 15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING
Centralizers - Middle first, top second &thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



FORM 3160-5 UNITED STATES FORM APPROVED
(September200l) DEPARTMENTOF THE INTERIOR

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTSONWELLS USAUTU-74390Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD)for auch proposals. 6. If Indian,Allotteeor TribeName

7. If Unit or CA/Agreement, Name and/or

WEST POINTUNIT1.T pe of Well
B,a Oil Well O Gas Well Other 8. Well Name and No.

2. Name of Operator W POINT 4A-18-9-16
NEWFIELDPRODUCTIONCOMPANY 9 4PTWell N"3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 | 435646 3771 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T., R., M., or SurveyDescuption) MONUMENTBUTTE

11.Countyor Parish, State
NWNW Section 18T98 R16E

DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) O Water Shut-OffNotice of Intent
Alter Casing Q FractureTreat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon WeeklyStatus Report

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposed or CompletedOperation(clearly state all pertinent details, includingestimated startingdate of any proposed work and approximatedurationthereof. If the
proposal is to deependirectionallyor recomplete horizontally, give subsurfacelocationsand measumdand tme vertical depths ofall pertinentmarkersand zones. Attach the
Bondunder which the work will be performedor provide the Bond No. on file with BLM/BIA. Requimdsubsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a now interval, a Foun 3160-4 shall be filed once testing has been completed.
Final AbandonmentNoticesshall be filed only after all requirements, includingmetamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

On 1/6/07 MIRUNDSI Rig # 1. Set all equipment. Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHAand tag cement @270'. Drillout
cement &shoe. Drilla 7.875 hole withfresh water toa depth of6050'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIH with Guide shoe, shoe jt, float collar, 141 jt's of 5.5 J-55, 15.5# csgn. Set @6037' / KB. Cement
with 300 sks cement mixed@11.0 ppg & 3.43 yld. Then 450 sks cement mixed@ 14.4 ppg & 1.24 yld, Returned 35 bbls of
cement to reserve pit. Nipple down Bop's. Drop slips @90,000 #'s tension.Release rig@7:30 PM on 1/12/07

RECEIVED
JAN2 5 2007

DIV.0F01LGAS&MINING

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

Jygja('yg Drilling Foreman
Signatu Date

, tw J' e re, « 01/22/2007

Anorovedby........ Title SO9te
Conditions of approval,if any, are attached Approvalof this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitle the agglingntto conduct operations thereon.
Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of the United
States anv false. fictitiousand fraudulent statements or reoresentations as to anv matter within its iurisdiction
(Instructions on



· NEWFIELD PRODUCTION COMPANY - CASING& CEMENTREPORT

5 1/2" CASING SET AT 6037.85
Fit cifr@ 5980.09

LASTCASING 8 5/8" SET AT 322' OPERATOR Newfield Production Company
DATUM 12 WELL West Point Federal 4a-18-9-16

DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR& RIG# NDSI Rig # 1
TD DRILLER 6050' LOGGER 6039'
HOLESIZE 7 7/8"

LOGOF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH
Landing Jt 14
Short Jtg 3959' 20.27

140 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5980.09

0.6
1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 44.51

GUIDE shoe 8rd A 0.65
CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 6039.85
TOTALLENGTHOF STRING 6039.85 141 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG 12
PLUSFULLJTS. LEFTOUT 165.95 4 CASING SET DEPTH 6037.85

TOTAL 6190.55 145
TOTAL CSG. DEL. (W/O THRDS) 6190.55 145 COMPARE

TIMING 1ST STAÓE 2nd STAGE

BEGIN RUN CSG. 1/12/2007 10:00 AM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 1/12/2007 1:00 PM Bbis CMT CIRC TO SURFACE 35
BEGIN CIRC 1/12/2007 1:05 PM RECIPROCATED PIPE FOR THRUSTROKE

BEGINPUMP CMT 1/12/2007 3:04 PM DIDBACKPRES. VALVEHOLD7 Yes
BEGINDSPL. CMT 1/12/2007 4:07 PM BUMPEDPLUGTO 2347 PSI

PLUG DOWN 1/12/2007 4:29 PM

CEMENTUSED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel+ 3 % KCL,3#'s /sk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake
mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz WI2% Gei + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD
CENTRALIZER& SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middlefirst, top second &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep s ua
310,2

4
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

WEST POINT UNIT
1. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator W POINT 4A-18-9-16

NEWFIELD PRODUCTIONCOMPANY 9 Apyy ¡¡ y
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 435646 3771 10 Field and Poni nr FYploratont Area
4. LocationofWell (Footage, Sec., T, R., M, or Survey Description) MONUMENT BUTTE

11.County or Parish, State

NWNW Section 18 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date ofany proposed work and approximate duration thereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed,and the operator has determined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by theUtah Division ofOil, Gas and MiningFORRECORDONLY

I hereby certify that the foregoing is true and Title
enrrect (Printed/ Typed)

Miin<1\ec'rorief--? Regulatory Specialist
D

2/15/2007

Approved by Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
cettify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the aÿÿlicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false fictitious and fraudulent statements or renresentations as to anv matter within its inrisdiction

(Instructions on reverse)

FEB212007

DIV.0FOIL,GAS&



STATE OF UTAH
' DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLGITEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepenexisting wells below currentbottom-holedepth, menter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. WEST POINT UNIT

1 TYPE OF WELL:
8. WELL NAME and ER:

OIL WELL GAS WELL O OTHER W POIN K-C6
2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333463

3. ADDRESSOF OPERATOR PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: COUNTY: DUCHESNE

OTR/OTlt SECTION.TOWNSHIP. RANGE.MERIDIAN: NWNW, 18,T9S, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING 0 FRACTURETREAT O SIDETRACKTO REPAIR WELL

Approximate date work will O CASING REPAIR O NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING O PLUG AND ABANDON O VENT OR FLAIR

SUBSEOUENTREPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Weekly StatusReport

02/27/2007 0 CONVERTWELL TYPE O RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject well was completed on 02/14/07, attached is the daily completion status report.

NAME (PLEASEPRINT) Pak Tn1E OroductionClerk

(This space f )
RECEIVED
MAR0 12007

DIVOFOIL, &



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

W POINT 4A-18-9-16
12/1/2006To4/28/2007

1/26/2007 Day: 1 Completion

Rigless on 1/25/2007 - Install 5M frac head. NU Cameron BOP. RU H/O truck &
pressure test casing, frac head, blind rams & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5950' & cement
top @ 150'. Perforate stage #1 W/ 4" ported gun as follows: CP4 sds @ 5793-5800'

W/ 4 JSPF for total of 28 shots. RD WLT. SIFN W/ est 139 BWTR.

2/9/2007 Day: 2 Completion

Rigless on 2/8/2007 - RU BJ Services "Ram Head" frac flange. RU BJ & frac CP4 sds
stage #1 down casing w/ 20,017#'s of 20/40 sand in 307 bbis of Lightning 17 frac
fluid. Open well w/ 0 psi on casing. Perfs broke down @ 2596 psi. Treated @ ave
pressure of 2259 w/ ave rate of 23.7 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15%
HCL acid in flush for next stage. ISIP was 2240. bbis EWTR. Leave pressure on
well.RU Lone Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" (6K)
composite flow through frac plug & 9' perf gun. Set plug @ 5730'. Perforate CP1 sds
@ 5621-30' w/ 3-1/8" Slick Guns ( 23 gram, .43"HE, 90° ) w/ 4 spf for total of 36
shots. RU BJ & perfs won't break down. RIH w/ DB & spot 10 gals of 15% HCL acid
on perfs. RU BJ & frac stage #2 w/ 41,051#'s of 20/40 sand in 403 bbis of Lightning
17 frac fluid. Open well w/ 1777 psi on casing. Perfs broke down @ 4000 psi.
Treated @ ave pressure of 1939 w/ ave rate of 23.7 bpm w/ 8 ppg of sand. Spot 12
bbis of 15% HCL acid in flush for next stage. ISIP was 2600. 853 bbis EWTR. Leave
pressure on well. RU WLT. RIH w/ frac plug & 8' perf gun. Set plug @ 5240'.
Perforate A1 sds @ 5126-34' w/ 4 spf for total of 32 shots. RU BJ & frac stage #3 w/
40,299#'s of 20/40 sand in 387 bbis of Lightning 17 frac fluid. Open well w/ 1660
psi on casing. Perfs broke down @ 3657 psi. Treated @ ave pressure of 2104 w/ ave
rate of 24 bpm w/ 8 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next
stage. ISIP was 3240. 1240 bbis EWTR. Leave pressure on well. RU WLT. RIH w/
frac plug & 7' perf gun. Set plug @ 4870'. Perforate D2 sds @ 4758-65' w/ 4 spf for
total of 28 shots. RU BJ & frac stage #4 w/ 40,453#'s of 20/40 sand in 380 bbis of
Lightning 17 frac fluid. Open well w/ 1431 psi on casing. Perfs broke down @ 2011
psi. Treated @ ave pressure of 1065 w/ ave rate of 24.3 bpm w/ 8 ppg of sand. Spot
12 bbis of 15% HCL acid in flush for next stage. ISIP was 1944. 1620 bbis EWTR.
Leave pressure on well. RU WLT. RIH w/ frac plug & 15' perf gun. Set plug @ 4700'.
Perforate DS1 sds @ 4596-4611' w/ 4 spf for total of 60 shots. RU BJ & frac stage
#5 w/ 34,437#'s of 20/40 sand in 378 bbis of Lightning 17 frac fluid. Open well w/
1525 psi on casing. Perfs broke down @ 3687 psi. Treated @ ave pressure of 2000
w/ ave rate of 14.3 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush
for next stage. ISIP was 2200. 1998 bbis EWTR. Leave pressure on well. RIH w/ frac
plug & 9' perf gun. Set plug @ 4345'. Perforate GB6 sds @ 4230-39' w/ 4 spf for total
of 36 shots. SIFN.

2/10/2007 Day: 3 Completion

NC #1 on 2/9/2007 - Thaw well out. RU BJ & frac stage #6 w/ 50,386#'s of 20/40
sand in 416 bbis of Lightning 17 frac fluid. Open well w/ 969 psi on casing. Perfs
broke down @ 2475 psi. Treated @ ave pressure of 1773 w/ ave rate of 24.5 bpm w/
6.5 ppg of sand. ISIP was 2010. 2400 bbis EWTR. RD BJ & WLT. Flow well back. Well
flowed for 2.5 hours & died w/ 180 bbis rec'd. MIRUSU. SIFN.

http://www.inewfield.com/denver/SumActRpt.asp?RC=600179887&API=430133346300S...



Summary Rig Activity Page 2 of 2

2/13/2007 Day: 4 Completion

NC #1 on 2/12/2007 - 6:30AM OWU, N/D 10,000 BOP & Frac Finge, N/U 3,000 Finge
& 5,000 BOP, R/U FIr, P/U & RIH W/-4 3/4 Bit, Bit Sub, 134 Jts Tbg To Fill @ 4239',
R/U Nabors Pwr Swvl, R/U R/pmp, C/Out To Pig @ 4345' Drill Up PIg,Swvl I/HIe To
PIg @ 4700', Drill Up PIg, Swvl I/HIe To Fill @ 4775', C/Out To Pig @ 4870', Drill Up
PIg, Swvl I/HIe To Fill ® 5092', C/Out To Pig @ 5240', Drill Up PIg, Curc Well Clean,
EOB @ 5249', SWI, 6:00PM C/SDFN. 18 Bbls Wtr Lost For Day.

2/14/2007 Day: 5 Completion

NC #1 on 2/13/2007 - 6:30AM OWU, Swvl I/HIe To Fill @ 5624', Drill & C/Out To Pig
@ 5730', Drill Up Pig, Swvl I/HIe To Fill @ 5854', C/Out To PBTD @ 5990', Curc Well
Clean, POOH W/-5 Jts Tbg, EOB @ 5848', R/U Swab, RIH IFL @ Surf, Made 12 Swab
Runs, Recvred 138 Bbis Wtr, Lite Trce Sand, 1 /o Oil Cut, FFL @ 1700', RIH W/-Tbg

To Fill @ 5987', 3' Of Fill, C/Out To PBTD @ 5990', Curc Well Clean, POOH W/-190 Jts
Tbg, Bit SUB & Bit. P/U & RIH W/-N/C, 2 Jts Tbg, S/N, 1 Jt Tbg, 5 1/2 T/A, 182 Jts
Tbg, SWI, 6:30PM C/SDFN. Lost 35 Bbis Wtr On Drill Out To PBTD, Recovered 138
Bbis Wtr Swabbing, Lost 75 Bbis Wtr On C/Out To PBTD, Total Recovery For Day =

28 Bbis Wtr.

2/15/2007 Day: 6 Completion

NC #1 on 2/14/2007 - 8:30AM OWU,N/D BOP, Set 5 1/2 T/A In 15,000 Tension,
N/U W/-HD, Wt On Rod Production String, 11:00AM P/U Stroke & RIH W/-2 1/2X1
1/2X10X14' RHAC, 6-1 1/2X25' Wt Bars, 10-3/4x25' w/g, 115-3/4x25' Slick, 99-

3/4x25' Scrapered, 3/4x8'-6'-4'-2' Ponys,1 1/2x22' Polish Rod, R/U Unit, Hole
Standing Full, Stroke Unit & Tbg To 800 Psi, Good Test. R/D Rig. Rack Out Eq, 5:30
PM C/SDFN. POP © 4:OOPM,86" SL, 5 SPM, ( Final Report ).

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600179887&API=430133346300S...



FORM 3160- SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992f (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*l°"'°" Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-74390

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W LL
DRY Other West Point Federal

lb. TYPE OF WELL
8. FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF
WELL OVER DEEPEN BACK RESVR. Other West Point Federal 4A-18-9-16

2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33463
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 714' FNL &416' FWL (NWINW) Sec. 18, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 18, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 3. STATE

43-013-33463 06/07/06 Duchesne T
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

12/14/06 01/11/07 02/14/07 6033' GL 6045' KB
20. TOTAL DEPTH, MD & TVD 1. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6050' 5990' --> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4230'-5800'
SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Re sort all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-5/8" - J-bb 24# 322· 12-1/4" To surface with 160 sx Class "G" cmt
b-1/2"- J-bb ib.b# 6038' |-he" 300 sx Premlite Il and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-//8" L-0I @, IA

b8bu' b/6tÍ'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP4) 5793'-5800' .46" 4/28 5793'-5800' Frac w/ 20,017#20/40 sand in 307 bbis fluid

(CP1) 5621'-5630' .43" 4/36 5621'-5630' Frac w/ 41.051#20/40 sand in 403 bbis fluid

(A1) 5126'-5134' .43" 4/32 5126'-5134' Frac w/ 40,299#20/40 sand in 387 bbis fluid

(D2) 4758'-4765' .43" 4/28 4758'-4765' Frac w/ 40,453#20/40 sand in 380 bbis fluid

(DS1) 4596'-4611' .43" 4/60 4596'-4611' Frac w/ 34,437#20/40 sand in 378 bbis fluid

(GB6) 4230'-4239' .43" 4/36 4230'-4239' Frac w/ 50,386#20/40 sand in 416 bbis fluid

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

02/14/07 | 2-1/2" x 1-1/2" x 10' x 14'RHACSM Plunger Pump | PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL GAS-OIL RATIO

10 day ave
TEST PERK)D

21 22 6 1048
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST

Sold & Used for Fuel
35. LIST OF ATTACHMENTS

/ MAR2 82001
36. I hereby certify that e for ing attac d information is complete and correct as determined from all available records

SIGNED q TITLE Production Clerk DIV.OFGIL,GNS
n Park

JP
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S C. Section 1001,makes it a e for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries);
FORMATION TOP BOTFOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3675'
West Point Federal 4A-18-9-16 Garden Gulch 1 3899'

Garden Gulch 2 4006'
Point 3 Mkr 4261'
X Mkr 4530'
Y-Mkr 4563'
Douglas Creek Mkr 4677'
BiCarbonate Mkr 4916'
B Limestone Mkr 5019'
Castle Peak . 5572'
Basal Carbonate 6001'
Total Depth (LOGGERE



RECEIVED: Aug. 13, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 W POINT FED 4A-18-9-16 (RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0714 FNL 0416 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /9 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/07/2012. On 08/08/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/09/2012 the casing was pressured up to 1175
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /13 /2012

August 28, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well W POINT FED 4A-18-9-16 (RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0714 FNL 0416 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/9/2012
OPERATORCHANGE PLUGANDABANDON PLUGBACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/07/2012. On 08/08/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the oil, Gas and Mining

above listed well. On 08/09/2012 the casing was pressured up to 1175 Date: August 28, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the sy: e
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date M_/ 01 i g Time 00 pm

Test Conducted by: /Wichef anse
Others Present:

Well Location: 14.* fo¾ FvbralL/A10-/6 API No: Ll3-of 3-33463

Tinig Casinq Pressure

0 min //TT Psi9

5 fl¶ psig

10 fjyi psig

15 ¡¡
75~ psig

20 II7f 9 9

25 Igÿÿ psig

30 min Ji?T U 9

35 9 9

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 2-A psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000

NOo
6



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

W POINT 4A-18-9-16
6/1/2012To 10/30/2012

6/29/2012 Day: 2 Host Well Gyro

NC #3 on 6/29/2012 - TIH w/ rods, RDMOSU. - Road rig to location. MIRUSU. Pump 60 bbis
water down csg @ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH
w/99- 3/4 guided rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump.
RU MS services to run gyro survey. RD MS services. SDFD. - Road rig to location. MIRUSU.
Pump 60 bbls water down csg @ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @
250. TOH w/99- 3/4 guided rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars,
rod pump. RU MS services to run gyro survey. RD MS services. SDFD. - TIH w/ old rod pump,
6- wt bars, 10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods.
Place bull plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING - TIH
w/ old rod pump, 6- wt bars, 10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4
ponys. Soft seat rods. Place bull plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP
DUE TO DRILLING - Road rig to location. MIRUSU. Pump 60 bbls water down csg @ 250. RD
pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH w/99- 3/4 guided rods, 115- 3/4
plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. RU MS services to run gyro
survey. RD MS services. SDFD. - Road rig to location. MIRUSU. Pump 60 bbls water down csg
@ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH w/99- 3/4 guided
rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. RU MS services to
run gyro survey. RD MS services. SDFD. - TIH w/ old rod pump, 6- wt bars, 10- 3/4 guided,
115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods. Place bull plug on wellhead.
Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING - TIH w/ old rod pump, 6- wt bars,
10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods. Place bull
plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING Finalized
Daily Cost: $0
Cumulative Cost: $10,299

8/3/2012 Day: 1 Conversion

NC #3 on 8/3/2012 - MIRU NC#3, Hole In Tubing, L/D Rods. - MIRU NC3 @ 12:00PM, 1 Mile
Rig Move, OWU, P/U 3/4 Rod Off Rig, RIH Screw Into Rod String, L/D 2 Rods, Flush Tbg W/ 40
BW @ 250*, Soft Seat Pmp, Pmp 40 BW, Tbg Would Not Fill, Screw Into Rods & L/D, L/D Rod
String, 4',6',&8' 3/4 Pony, 99 3/4 4 Pers, 115 Slicks(10 Bad), 10 3/4 4 Pers, 6 Wt Bars, & 1
Rod Pmp, Flush 3 Times W/ 60 BW On Trip To Clean Rods, SWI. 7:00 PM CSDFN, 7:00PM-
7:30PM C/Tvl. - MIRU NC3 @ 12:00PM, 1 Mile Rig Move, OWU, P/U 3/4 Rod Off Rig, RIH
Screw Into Rod String, L/D 2 Rods, Flush Tbg W/ 40 BW @ 250*, Soft Seat Pmp, Pmp 40 BW,
Tbg Would Not Fill, Screw Into Rods & L/D, L/D Rod String, 4',6',&8' 3/4 Pony, 99 3/4 4 Pers,
115 Slicks(10 Bad), 10 3/4 4 Pers, 6 Wt Bars, & 1 Rod Pmp, Flush 3 Times W/ 60 BW On Trip
To Clean Rods, SWI. 7:00 PM CSDFN, 7:00PM-7:30PM C/Tvl.
Daily Cost: $0
Cumulative Cost: $4,839

8/6/2012 Day: 2 Conversion

NC #3 on 8/6/2012 - N/U BOPs, TOOH, Brake & Dope Each Conn W/ Lubon 404G, Psr Tst Tbg
To 3000psi, Good Tst, Change Oil In Rig. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, R/D Rod
Eqp, N/D W/H-D, N/U BOPs, R/U R/Flr, R/U Tbg Eqp, Work & Release T/A, Did Not Want To
Release, TOOH W/133 Tbg, Brake & Dope Each Conn W/ Lubon 404G, L/D 52]ts tbg, T/A, 1Jt,

http://www.inewfld.com/denver/SumActRpt.asp?RC=179887&API=4301333463&MinDa...



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000
Summary Rig Activity Page 2 of 2

S/N, 2]ts & N/C. Hole In Jt 34, P/U Guide Collar, XN Nipple, Tbg Sub, XO, Pkr, On/Off Tool,
S/N & TIH W/ 133 Jts Tbg, Tally Tbg, Pmp 15BW Pad, Drp S/Vive, Psr Tst Tbg To 3000psi. Tbg
Held 3000psi For One Hour(Good Test), SWI. Change Oil On Rig. 7:00PM CSDFN, 7:00PM-
7:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, R/D Rod Eqp, N/D W/H-D, N/U BOPs,
R/U R/Flr, R/U Tbg Eqp, Work & Release T/A, Did Not Want To Release, TOOH W/133 Tbg,
Brake & Dope Each Conn W/ Lubon 404G, L/D 52Jts tbg, T/A, 1Jt, S/N, 2Jts & N/C. Hole In Jt
34, P/U Guide Collar, XN Nipple, Tbg Sub, XO, Pkr, On/Off Tool, S/N & TIH W/ 133 Jts Tbg,
Tally Tbg, Pmp 15BW Pad, Drp S/Vlve, Psr Tst Tbg To 3000psi. Tbg Held 3000psi For One
Hour(Good Test), SWI. Change Oil On Rig. 7:00PM CSDFN, 7:00PM-7:30PM C/Tvl.
Daily Cost: $0
Cumulative Cost: $12,357

8/7/2012 Day: 3 Conversion

NC #3 on 8/7/2012 - Fish S/Vlve, Pmp Pkr Fluid, Tst Csg(Tst Good For One Hour), R/D & M/O
NC#3 @ 1:00PM. Final Report. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, L/D 1 Jt Tbg To Miss
Csg Collar, 132 Jts In Hole Total,R/U Snd Line W/ Fishing Tool, RIH & Fish S/Vlve, R/D Snd
Line, P/U 6' Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D, R/U Hot Oiler, Pmp
65BW W/ Pkr Fluid, N/D W/H-D, Lay Down W/H-D Flange W/ 6' Tbg Sub, P/U Injection Tree &
N/U, Fill Csg W/5 BW, Psr Tst Csg To1500psi, Held 1450psi For One Hour(Tst Good), 1:00PM
R/D & M/O NC#3. Well Ready For MIT, Final Report. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
L/D 1 Jt Tbg To Miss Csg Collar, 132 Jts In Hole Total,R/U Snd Line W/ Fishing Tool, RIH &
Fish S/Vlve, R/D Snd Line, P/U 6' Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D,
R/U Hot Oiler, Pmp 65BW W/ Pkr Fluid, N/D W/H-D, Lay Down W/H-D Flange W/ 6' Tbg Sub,
P/U Injection Tree & N/U, Fill Csg W/5 BW, Psr Tst Csg To1500psi, Held 1450psi For One Hour
(Tst Good), 1:00PM R/D & M/O NC#3. Well Ready For MIT, Final Report.
Daily Cost: $0
Cumulative Cost: $104,068

8/13/2012 Day: 4 Conversion

Rigless on 8/13/2012 - Conduct initial MIT - On 08/08/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/09/2012
the casing was pressured up to 1175 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 200 psig during the test.
There was not a State representative available to witness the test. - On 08/08/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 08/09/2012 the casing was pressured up to 1175 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 200 psig during the test. There was not a State representative available to witness the
test. Finalized
Daily Cost: $0
Cumulative Cost: $135,338

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=179887&API=4301333463&MinDa...



RECEIVED: Sep. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 W POINT FED 4A-18-9-16 (RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0714 FNL 0416 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /31 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 8:40 AM on
08/31/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /4 /2012

September 04, 2012

Sundry Number: 29474 API Well Number: 43013334630000Sundry Number: 29474 API Well Number: 43013334630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well W POINT FED 4A-18-9-16 (RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0714 FNL 0416 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/31/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 8:40 AM on Accepted by the
08/31/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,



FAXCOVERSHEET

NEWFIELD

Route#3 Box3630
Myton, Utah 84052

(435) 646-4825,FAX: (435)644-3031

DATE: December8, 2006

TO: Diana Whitney

COMPANY: StateofUtahDOGM

FAXNUMBER: 801-359-3940

FROM: MandieCrozier

NUMBER OF PAGES(INCLUDINGCOVERSHEET): 3

WestPointFederal4-18-9-16.

I will send youthe new APD for the Rig Skidon MondayMoming. The new well name

will be the West Point Federal4A-18-9-16.

RECEIVED
DECU8 2006

DIVOFOIL,GAS&MINING

g\dchaamircksencMxcvd





NEWFIELD

December 11, 2006

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: West Point Federal 4-18-9-16 Rig Skid.

Dear Diana:

We received verbal approval from Dustin Dusette on 12/8/06 to Skid over and SPUD this
well after the drill bit twistedoff and was not able to be fished out of the hole. Enclosed
find a new 3160-3 Form reflecting the new footages along with new plats. The well will
now be named West Point Federal 4A-18-9-16. Everything else in the APD will remain
the same. Let me know if you have any questions. My direct number is 646-4825.

Sincerel

Mandie Crozier C/
Regulatory Specialist

enclosures

RECEIVED
DEC12 2006

DIV.0FOIL,GAS&MINING

Newfield Exploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)



Form 3160-3 FORMAPPROVED
(September 2001) OMB No, 1004-0136

ExpiresJanuary 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease SerialNo.

BUREAU OF LAND MANAGEMENT UTU-74390

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. If Indian, Allottee or Tribe Name

N/A

7. If Unit or CA Agreement, Name and No.
la. Type of Work: | DRILL Ü REENTER

West Point
8. Lease Name and Well No.

Ib. Type of Well: Oil Well Gas Well Ü Other O Single Zone Ü Multiple Zone West Point Federal 4A-18-9-16

2. Name of Operator 9. API Wel No.
Newfield Production Company jg g..gg &ÿ
3a. Address 3b. PhoneNo. (include area code) 10. Field and Pool, or Expl
Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) I 1. Sec., T., R., M., or Blk. and Survey or Area

At surface NWINW 714' FNL 416' FWL 7 nog 90, O 3
NWINW Sec. 18, T9S R16E

At proposed prod. zone - U • ÎÛ
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 14.6 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 416' flise, 416' flunit 2037.19 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling, completed,
applied for, on this lease, 11. Approx. 1329' 6050' UTBOOO192

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration
6033' GL 1st Quarter 2007 Approximately seven (7) days imm spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the
authorized officer.

25. Signatup/') Name (Printed/Typed) Date

Title

" Mandie Crozier 12/11/06

Regu t rý p cialist
App ved by ur Name (Printed/T ped) ' Date

BRADËEYG. HILL ,
LL-NOG

Title OffENVIRONMENTALMANAGER

Application approval does nÃarrantor certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within itsjurisdiction.
*(Instructions on reverse)

RECEIVED

RGi j AlderalApproval of no DECT2 2006i i AcNon is Necessary 4
DIV.0FOIL,GAS&



T9S, Ri BE, S. L.B.&•M. NEN ZDPRODUCTIONŒWPANY
SB9°56'E

- 78.00 (G.L.O.) WELL LOCATION, WEST POINT UNIT 4A-18,SB9°5776T
- 250912'(Meas.) i, LOCATEDAS SHOWN IN THE NW 1/4 NW

s em 1/4 (LOT 1) OF SECTION 18, T9S, R16E,
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NEWFIELD PRODUCTION COMPANY
WEST POINT FEDERAL #4-18-9-16

NW/NW SECTION 18, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILL1NGPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTRIATED TOPS OF1HPORTANT GEOLOGIC MAREERS:

Uinta 0' - 2200'
Green River 2200'
Wasatch 6050'

3. ESTRIATED DEPTHS OF ANTICIPATED WATER,01L, GASOR M1NERALS:

Green River Formation 2200' - 6050' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. M1N1MUMSPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPEAND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXZLIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field



NEWFIELD PRODUCTION COMPANY
WEST POINT FEDERAL #4-18-9-16

NWINW SECTION 18, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EKISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site West Point Federal #4-18-9-16 located
in theNW 1/4 NW 1/4 Section 18, T9S, Rl6E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly along Hwy 53 - 11.3 miles ± to it's
junctionwith an existing dirt road to the west; proceed in a northwesterly and then a
southwesterly direction - 4.0 miles ± to it's junctionwith an existing road to the northeast;
proceed northeasterly - 3.0 miles ± to it's junctionwith the beginning of the proposed access
road; proceed northeasterly along the proposed access road - 3,780'±to the proposed well
location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EUST1NG WELLS

Refer to Exhibit "B".

4. LOCATION OF EUSTING AND/OR PROPOSED FACILIT1ES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATERSUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTEDISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARYFACILITIES

Please refer to the Monument Butte Field SOP.



9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFACE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITION4L INFORMATION

The Archaeological Resource Surveyand Paleontological Resource Survey for this area are
attached. MOAC Report #04-328, 1/19/05. Paleontological Resource Surveyprepared by, Wade
E. Miller, 5/11/05. See attached report cover pages, Exhibit "D".

For the West Point Federal #4-18-9-16 Newfield Production Company requests a 80' ROW be
granted in Lease UTU-66184, a 1620' ROW be granted in Lease UTU-64379, and 2080' of
disturbed area be granted in Lease UTU-74390 to allow for constmetion of the proposed access
road. Refer to Topographic Map "B". The proposed access road will be an 18' crown road
(9' either side of the centerline) with drainage ditches along either side of the proposed road
whether it is deemed necessary in order to handle any run-off from normal meteorological
conditions that are prevalent to this area. The maximum grade will be less than 8%. There will
be no culverts required along this access road. There will be barrow ditches and turnouts as
needed along this road. There are no fences encountered along this proposed road. There will be
no new gates or cattle guards required. All constmetion material for this access road will be
borrowed material accumulated during construction of the access road.

Newfield Production Companyrequests a 80' ROW in Lease UTU-66184, a 1620' ROW in Lease
UTU-64379, and 2080' of disturbed area be granted in Lease UTU-74390 to allow for
construction of the proposed gas lines. It is proposed that the ROW and disturbed area will be
50' wide to allow for construction of a 6" gas gathering line, and a 4" poly fuel gas line. Both
lines will tie in to the existing pipeline infrastructure. Refer to Topographic Map "C." For a
ROWplan of development,please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7,
T9S R19E) or at State of Utah approved surface disposal facilities.

Threatened, Endangered, And Other Sensitive Species
Sage Grouse: If new construction or surface disturbing activities are scheduled to occur between
March 1 and June 30, detailed surveysof the area within 0.5 mile of the proposed location must
be conducted to detect the presence of sage grouse. All surveys must be conducted in accordance
with the survey protocols outlined in the most recent USFWS SurveyProtocol. Surveysmust be
completed prior to initiating new construction or surface disturbing activities. In the event that
this well becomes a producing well, it must be equipped with a multi-cylinder engine or hospital
muffler to reduce noise levels.



Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoilstockpile, to the recontoured surface of the
reserve pit, and for final reclamation: (All poundages are in pure live seed)

Shadscale Atriplex confertifolia 4 lbs/acre
Indian Ricegrass Oryzopsishymenoides 3 lbs/acre
Needle & Threadgrass Stipa comata 4 lbs/acre
Black Sage Artemisia nova 1 lbs/acre

Details of the On-Site Inspection
The proposed West Point Federal #4-18-9-16 was on-sited on 5/19/04. The following were
present; Brad Mecham (NewfieldProduction), David Gerbig(NewfieldProduction), and Byron
Tolman (Bureau of Land Management). Weather conditions were clear at 60 degrees.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANYis considered to be the
operator of well #4-18-9-16 NW/NW Section 18, Township 9S, Range 16E: Lease UTU-74390
Duchesne County, Utah: and is responsible under the termsand conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are
tme and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved.This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Mandie Òrozier Û
Regulatory Specialist
Newfield Production



NEWRELD PRODUCTION COMPANY
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NETYFIELD PRODUCTION COMPANY
CROSS SECTIONS

WEST POINT UNIT 4A-18 -

1" = so S M. 2+90

I

r = so S M. 2+22 "
\¯

EX/STING
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NEWÍIELD PRODUCTION ClfMPANY
TYPICAL RIG LAYOUT

WEST POINT UNIT 4A-18
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CULTURAL RESOURCE INVENTORY OF
NEWFIELD EXPLORATION'S BLOCK PARCEL
IN TOWNSHIP 9S, RANGE 16E, SECTION 18,

DUCHESNE COUNTY, UTAH

By:

Kylie Lower-Eskelson
and

Keith R. Montgomery

Prepared For:

Bureau fo Land Management
Vernal Field Office

Prepared Under Contract With:

Newfield Exploration Company
Rt. 3 Box 3630

Myton, UT 84052

Prepared By:

Montgomery Archaeological Consultants, Inc.
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 04-328

January 19, 2005

United States Department of Interior (FLPMA)
Permit No. 04-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

Section 3, T 9 S, R 17 E [NE 1/4 & NW 1/4, NE 1/4 and NE 1/4, NW 1/4
& SW 1/4, NW 1/4, and NE 1/4 & NW 1/4, SE 1/4]; Section 18, T 9 S, R 16 E

[excludingNE 1/4, NW 1/4, & SE 1/4, NE 1/4]; Section 15, T 9 S, R 17 E [SE 1/4/ NE 1/4]
Seç4on 18, T 9 S, R 17 E [western half of section plus SE 1/4 & SW 1/4, SE 1/4];

Section 33, T 8 S, R 16 E [NW 1/4, NW 1/4 and SW 1/4, NE 1/4]

REPORT OF SURVEY

Prepared for:

Newfield Production Company

Prepared by:

Wade E. Miller
ConsultingPaleontologist

May 11,
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WORKSHEET

APPLICATION FOR PERMIT TO DRITL

APD RECEIVED: 12/12/2006 API NO. ASSIGNED: 43-013-33463

WELL NAME : W POINT FED .. g
OPERATOR: ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NWNW 18 090S 160E -

I V a Tech Review Initials Date
SURFACE: 0714 FNL 0416 FWL

BOTTOM: 0714 FNL 0416 FWL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.03629 LONGITUDE: -110.1689

UTM SURF EASTINGS:570908 NORTHINGS: 4431906 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-74390 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[1] Ind[] Sta[] Fee[]
Unit: WEST POINT (GREEN RIVER)

(NO. UTBOOOl92 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No. MUNICIPAL )
/' Drilling Unit

RDCC Review (Y/N)
(Date: ) Board Cause No:

Eff Date:
Fee Surf Agreement (Y/N) Siting

Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: ( Jp y

STIPULATIONS: 1
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OPERATOR: NEWFIELD PROD CO (N2695)

SEC:18 T.9S R.16E

FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE

CAUSE:231-2/5-14-1998
WellsStatu

Egy; Utah 00 Gas and Moog
x LOCATION ABANDONED
e NEW LOCATION NField Status Unit Status 4 PLUGGED & ABANDONED

ABANDONED EXPLORATORY y PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL o SHUT-IN GASCOMBINED NF SECONDARY e SHUT-IN OIL W E
INACTIVE NODING

p( TEMP. ABANDONED

N TED G THERML
ASTE NLJECTION

S
PP OIL WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 14-DECEMBER-2006
TERMINATED .



JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah December 14, 2006

Department of
Natural Resources

MICHAEL R. STYLER
accutivevinsc'°' Newfield Production Company
Division of Rt. #3, Box 3630

Oil, Gas & Mining Myton, UT 84052

JOHN R. BAZA
Division Director

Re: West Point Federal 4A-18-9-16 Well, 714' FNL, 416' FWL, NW NW, Sec. 18,
T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33463.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340•facsimile (801)359-3940•TTY (801)



Operator: Newfield Production Company
Well Name & Number West Point Federal 4A-18-9-16

API Number: 43-013-33463
Lease: UTU-74390

Location: NW NW Sec._18_ T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: W POINT FED 4A-18-9-16 (RIG SKID)

Api No: 43-013-33463 Lease Type: FEDERAL

Section 18 Township 09S Range 16E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 12/14/06

Time 10:30 AM

How DRY

Drilling will Commence:

Reported by TROY ZUFEIT

Telephone # (435) 823-6013

Date 12/21/2006 Signed
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FORM 3160-5 UNITED STATES FORM APPROVED
(September2001) DEPARTMENT OF THE INTERIOR gg"

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICESAND REPORTS ON WELLS USA UTU-74390

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian,Allotteeor Tribe Name.

7. If Unit or CA/Agreement,Name and/or

WEST POINT UNIT
lT pe of Well

a Oil Well O Gas Well Other 8. Well Name and No.
2. Name of Operator W POIN 4 -18-9-16 | Ú

NEWFIßLDPRODUCTIONCOMPANY 9 p¡ pg ty:.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 435.646 3721 10 Field and Pool or ExploratorvArea
4 Location of Well (Footage, Sec., T., R., M., or SurveyDescription) MONUMENTBUTTE

11. County or Parish, State

NWNW Section 18 T9S R16E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q TemporarilyAbandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13. DescribeProposedor CompletedOperation(clearly state all peninent details, includingestimatedstarting date of any proposedwork and approximateduration thereof. If the
proposalis to deependirectionallyor recomplete horizontally,give subsurface locationsand measuredand true vettical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days followingcompletion
ofthe involved operations. Ifthe operationresults in a multiple completionor recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
FinalAbandonment Noticesshall be filed only after all requirements,includingreclamation,have been completed,and the operator has determinedthat the site is ready for final
inspection.)

On 12/14/06 MIRUNDSINS#1.Spud well @10:30am. Drill320' of 12 1/4" hole with air mist. TlH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @322.07' On 12/18/06 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @15.8 ppg > 1.17 cf/
sk yeild. Returned 7 bbis cement to pit. WOC.

I herebycertify that the foregoing is true and Title
enrrect (Printed/ Typed)

DonBastin Drilling Foreman
Sign Dalœ2/20/2006

Approvedbv Titir Date
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or
celtify that the applicantholds legal or equitabic title to those rights in the subject lease Office
which would entide thea glicantto conduct operations thereon.
Tide 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of the UniRECE IVED
Statesanv false. fictitiousand fraudulent statements or renresentations as to anv matter within its iurisdiction

(Instructionson reverse DEC2 2 2006

DIV.0FOIL,GAS&



NEWFIELD PRODUCTION COMPANY - CASING& CEMENT REPORT

8 5/8 CASING SET AT 322.07

LASTCASING 8 5/8" SET / 322.07' OPERATOR NewField Production Company
DATUM 12' KB WELL West Point Federal 4A-18-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEADFLANGE CONTRACTOR & RIG# NDS1NS #1
TD DRILLER 320' LOGGER
HOLE SIZE 12 1/4

LOG OF CASINGSTRING:

PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 44.33'

WHI -92 csg head 8rd A 0.95
7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 310.22

GUIDE shoe 8rd A 0.9

CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 312.07
TOTALLENGTHOF STRING 312.07 7 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 1.85 PLUS DATUMTO T/CUT OFF CSG 12

PLUS FULLJTS. LEFTOUT 0 CASINGSET DEPTH 322.07
TOTAL 310.22 7

TOTALCSG. DEL.(WlOTHRDS) 310.22 7 COMPARE
TIMING 1ST STAGE
BEGIN RUN CSG. Spud 12/14/2006 10:300AM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 12/14/2006 2:30PM Bbls CMT CIRC TO SURFACE 7 bbis
BEGIN CIRC 12/18/2006 12:10 PM RECIPROCATEDPIPE FOR THRU FT STROKE

BEGIN PUMP CMT 12/18/2006 12:24 PM N/A

BEGIN DSPL. CMT 12/18/2006 12:48 PM BUMPEDPLUG TO 73 PSI
PLUG DOWN 12/18/2006 12:59 PM
CEMENT USED CEMENT COMPANY- 8. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#/sk Cello-Flake mixed g 15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING
Centralizers - Middle first, top second &thirdfor 3

COMPANY REPRESENTATIVE Don Bastian DATE



FORM 3160-5 UNITED STATES FORM APPROVED
(September2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

ExpiresJanuary 31,2004
BUREAU OF LAND MANAGEMENT

5. Lease Serial No.
SUNDRY NOTICES AND REPORTSONWELLS USAUTU-74390Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for auch proposals. 6. If Indian,Allotteeor TribeName.

7. If Unit or CA/Agreement, Name and/or

WEST POINTUNIT1.T pe of Well
B,a Oil Well O Gas Well Other 8. Well Name and No.

2. Name of Operator W POINT 4A-18-9-16
NEWFIELDPRODUCTIONCOMPANY p 4pgw•\l N"3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 | 435646 3771 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage, Sec., T., R., M., or SurveyDescuption) MONUMENTBUTTE

11.Countyor Parish, State
NWNW Section 18T98 R16E

DUCHESNE,UT
12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) O Water Shut-Off
Notice of Intent

Alter Casing Q FractureTreat Q Reclamation Q Well Integrity
SubsequentReport Casing Repair Q New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q Temporarily Abandon WeeklyStatus Report
Final Abandonment Convert to O Plug Back Q Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinent details, includingestimated startingdate of any proposed work and approximatedurationthereof. If the
proposal is to deependirectionallyor recomplete horizontally, give subsurfacelocationsand measumd and tme vertical depths ofall pertinentmarkers and zones. Attach the
Bondunder which the work will be performedor provide the Bond No. on file with BLM/BIA. Requimdsubsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a now interval, a Foun 3160-4 shall be filed once testing has been completed.
Final AbandomnentNoticesshall be filed only after all requirements, includingmelamation, have been completed,and the operator has detennined that the site is ready for final
inspection.)

On 1/6/07 MIRUNDSI Rig # 1. Set all equipment. Pressure test Kelly,TIW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLMfield, & Roosevelt DOGM office was notifed of test. PU BHAand tag cement @270'. Drillout
cement &shoe. Drilla 7.875 hole withfresh water toa depth of6050'. Lay down drill string & BHA. Open hole log w/ Dig/SP/GR
log's TD to surface. PU &TIH with Guide shoe, shoe jt, float collar, 141 jt's of 5.5 J-55, 15.5# csgn. Set @6037' / KB. Cement
with 300 sks cement mixed@11.0 ppg & 3.43 yld. Then 450 sks cement mixed@ 14.4 ppg & 1.24 yld, Retumed 35 bbls of
cement to reserve pit. Nipple down Bop's. Drop slips @90,000 #'s tension.Release rig@7:30 PM on 1/12/07

RECEIVED
JAN2 5 2007

DIV.0F01LGAS&MINING

I herebycertify that the foregoing is true and Title
correct (Printed/ Typed)

Jygjp('yg Drilling Foreman
Signatu Date

, ts 4' e re, « 01/22/2007

Anorovedby........ Title SDite
Conditions of approval,if any, are attached Approval of this notice does not warrant or
certify that the applicantholds legal or equitable title to those rights in the subject lease flice
which would entitle the agliegt to conduct oprations thereon.
Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency of the United
States anv false. fictitiousand fraudulent statements or reoresentations as to anv matter within its iurisdiction
(Instructions on



· NEWFIELD PRODUCTION COMPANY - CASING& CEMENTREPORT

5 1/2" CASING SET AT 6037.85
Fit cifr@ 5980.09

LASTCASING 8 5/8" SET AT 322' OPERATOR Newfield Production Company
DATUM 12 WELL West Point Federal 4a-18-9-16
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEADFLANGE CONTRACTOR& RIG# NDSI Rig # 1
TD DRILLER 6050' LOGGER 6039'
HOLESIZE 7 7/8"

LOGOF CASINGSTRING:
PIECES OD ITEM- MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14
Short Jtg 3959' 20.27

140 5 1/2" ETC LT&C casing 15.5# J-55 8rd A 5980.09

0.6
1 5 1/2" ETC LT&Ccsg 15.5# J-55 8rd A 44.51

GUIDE shoe 8rd A 0.65
CASING INVENTORYBAL. FEET JTS TOTALLENGTHOF STRING 6039.85
TOTALLENGTHOF STRING 6039.85 141 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULLJTS. LEFTOUT 165.95 4 CASINGSET DEPTH 6037.85

TOTAL 6190.55 145
TOTAL CSG. DEL. (W/O THRDS) 6190.55 145 COMPARE

TIMING 1ST STAÓE 2nd STAGE

BEGIN RUN CSG. 1/12/2007 10:00 AM GOOD CIRC THRU JOB Yes
CSG. IN HOLE 1/12/2007 1:00 PM Bbis CMT CIRC TO SURFACE 35
BEGIN CIRC 1/12/2007 1:05 PM RECIPROCATEDPIPE FOR THRUSTROKE

BEGINPUMP CMT 1/12/2007 3:04 PM DIDBACKPRES. VALVEHOLD7 Yes
BEGINDSPL. CMT 1/12/2007 4:07 PM BUMPEDPLUGTO 2347 PSI

PLUG DOWN 1/12/2007 4:29 PM

CEMENTUSED CEMENT COMPANY- B. J.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite IIw/ 10% gel+ 3 % KCL,3#'s /sk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake
mixed g 11.0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz WI2% Gei + 3% KCL,.5%EC1,1/4# sk C.F. 2% gel. 3% SM mixed g 14.4 ppg W/ 1.24 YLD
CENTRALIZER& SCRATCHER PLACEMENT SHOW MAKE & SPACING
Centralizers - Middlefirst, top second &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Ep s ua
310,2

4
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

WEST POINT UNIT
1. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator W POINT 4A-18-9-16

NEWFIELD PRODUCTIONCOMPANY 9 Apyy ¡¡ y
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 435646 3721 10 Field and Poni nr FYploratont Area
4. LocationofWell (Footage, Sec., T, R., M, or Survey Description) MONUMENT BUTTE

11.County or Parish, State

NWNW Section 18 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent

Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to O Plug Back Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details, includingestimated starting date ofany proposed work and approximate duration thereof. If the
proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed,and the operator has determined that the site is ready for final
inspection.)

Formation water is produced to a steel storage tank. Ifthe production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class IIwells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by theUtah Division ofOil, Gas and MiningFORRECORDONLY

I hereby certify that the foregoing is true and Title
enrrect (Printed/ Typed)

Miin<1\ec'rorief--? Regulatory Specialist
D

2/15/2007

Approved by Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
cettify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the aÿÿlicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false fictitious and fraudulent statements or renresentations as to anv matter within its inrisdiction

(Instructions on reverse)

FEB212007

DIV.0FOIL,GAS&



STATE OF UTAH
' DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATIONANDSERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLGITEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantlydeepenexisting wells below currentbottom-holedepth, menter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. WEST POINT UNIT

1 TYPE OF WELL:
8. WELL NAME and ER:

OIL WELL GAS WELL O OTHER W POIN K-C6
2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333463

3. ADDRESSOF OPERATOR PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crrY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: COUNTY: DUCHESNE

OTR/OTIL SECTION.TOWNSHIP.RANGE.MERIDIAN: NWNW, 18,T9S, R16E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING 0 FRACTURETREAT O SIDETRACKTO REPAIR WELL

Approximate date work will O CASING REPAIR O NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING O PLUGAND ABANDON O VENT OR FLAIR

SUBSEOUENTREPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only)
CHANGEWELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS O RECLAMATIONOF WELL SITE OTHER: - Weekly Status Report

02/27/2007 0 CONVERTWELL TYPE O RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBEPROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails includingdates, depths, volumes, etc.

The above subject well was completed on 02/14/07, attached is the daily completion status report.

NAME (PLEASEPRINT) Pak Tn1E Ÿ0roducti0onClerk

(This space f )
RECEIVED
MAR0 12007

DIVOFOIL, &



Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

W POINT 4A-18-9-16
12/1/2006To4/28/2007

1/26/2007 Day: 1 Completion

Rigless on 1/25/2007 - Install 5M frac head. NU Cameron BOP. RU H/O truck &
pressure test casing, frac head, blind rams & casing valves to 4500 psi. RU
Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5950' & cement
top @ 150'. Perforate stage #1 W/ 4" ported gun as follows: CP4 sds @ 5793-5800'

W/ 4 JSPF for total of 28 shots. RD WLT. SIFN W/ est 139 BWTR.

2/9/2007 Day: 2 Completion

Rigless on 2/8/2007 - RU BJ Services "Ram Head" frac flange. RU BJ & frac CP4 sds
stage #1 down casing w/ 20,017#'s of 20/40 sand in 307 bbis of Lightning 17 frac
fluid. Open well w/ 0 psi on casing. Perfs broke down @ 2596 psi. Treated @ ave
pressure of 2259 w/ ave rate of 23.7 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15%
HCL acid in flush for next stage. ISIP was 2240. bbis EWTR. Leave pressure on
well.RU Lone Wolf WLT, crane & Iubricator. RIH w/ Weatherford 5-1/2" (6K)
composite flow through frac plug & 9' perf gun. Set plug @ 5730'. Perforate CP1 sds
@ 5621-30' w/ 3-1/8" Slick Guns ( 23 gram, .43"HE, 90° ) w/ 4 spf for total of 36
shots. RU BJ & perfs won't break down. RIH w/ DB & spot 10 gals of 15 /o HCL acid
on perfs. RU BJ & frac stage #2 w/ 41,051#'s of 20/40 sand in 403 bbis of Lightning
17 frac fluid. Open well w/ 1777 psi on casing. Perfs broke down @ 4000 psi.
Treated @ ave pressure of 1939 w/ ave rate of 23.7 bpm w/ 8 ppg of sand. Spot 12
bbis of 15©/o HCL acid in flush for next stage. ISIP was 2600. 853 bbis EWTR. Leave
pressure on well. RU WLT. RIH w/ frac plug & 8' perf gun. Set plug @ 5240'.
Perforate A1 sds @ 5126-34' w/ 4 spf for total of 32 shots. RU BJ & frac stage #3 w/
40,299#'s of 20/40 sand in 387 bbis of Lightning 17 frac fluid. Open well w/ 1660
psi on casing. Perfs broke down @ 3657 psi. Treated @ ave pressure of 2104 w/ ave
rate of 24 bpm w/ 8 ppg of sand. Spot 12 bbis of 15 /o HCL acid in flush for next
stage. ISIP was 3240. 1240 bbis EWTR. Leave pressure on well. RU WLT. RIH w/
frac plug & 7' perf gun. Set plug @ 4870'. Perforate D2 sds @ 4758-65' w/ 4 spf for
total of 28 shots. RU BJ & frac stage #4 w/ 40,453#'s of 20/40 sand in 380 bbis of
Lightning 17 frac fluid. Open well w/ 1431 psi on casing. Perfs broke down @ 2011
psi. Treated @ ave pressure of 1065 w/ ave rate of 24.3 bpm w/ 8 ppg of sand. Spot
12 bbis of 15 /o HCL acid in flush for next stage. ISIP was 1944. 1620 bbis EWTR.
Leave pressure on well. RU WLT. RIH w/ frac plug & 15' perf gun. Set plug @ 4700'.
Perforate DS1 sds @ 4596-4611' w/ 4 spf for total of 60 shots. RU BJ & frac stage
#5 w/ 34,437#'s of 20/40 sand in 378 bbis of Lightning 17 frac fluid. Open well w/
1525 psi on casing. Perfs broke down @ 3687 psi. Treated @ ave pressure of 2000
w/ ave rate of 14.3 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15 /o HCL acid in flush
for next stage. ISIP was 2200. 1998 bbis EWTR. Leave pressure on well. RIH w/ frac
plug & 9' perf gun. Set plug @ 4345'. Perforate GB6 sds @ 4230-39' w/ 4 spf for total
of 36 shots. SIFN.

2/10/2007 Day: 3 Completion

NC #1 on 2/9/2007 - Thaw well out. RU BJ & frac stage #6 w/ 50,386#'s of 20/40
sand in 416 bbis of Lightning 17 frac fluid. Open well w/ 969 psi on casing. Perfs
broke down @ 2475 psi. Treated @ ave pressure of 1773 w/ ave rate of 24.5 bpm w/
6.5 ppg of sand. ISIP was 2010. 2400 bbis EWTR. RD BJ & WLT. Flow well back. Well
flowed for 2.5 hours & died w/ 180 bbis rec'd. MIRUSU. SIFN.

http://www.inewfield.com/denver/SumActRpt.asp?RC=600179887&API=430133346300S...



Summary Rig Activity Page 2 of 2

2/13/2007 Day: 4 Completion

NC #1 on 2/12/2007 - 6:30AM OWU, N/D 10,000 BOP & Frac Finge, N/U 3,000 Finge
& 5,000 BOP, R/U FIr, P/U & RIH W/-4 3/4 Bit, Bit Sub, 134 Jts Tbg To Fill @ 4239',
R/U Nabors Pwr Swvl, R/U R/pmp, C/Out To Pig @ 4345' Drill Up PIg,Swvl I/HIe To
PIg @ 4700', Drill Up PIg, Swvl I/HIe To Fill @ 4775', C/Out To Pig @ 4870', Drill Up
PIg, Swvl I/HIe To Fill ® 5092', C/Out To Pig @ 5240', Drill Up PIg, Curc Well Clean,
EOB @ 5249', SWI, 6:00PM C/SDFN. 18 Bbls Wtr Lost For Day.

2/14/2007 Day: 5 Completion

NC #1 on 2/13/2007 - 6:30AM OWU, Swvl I/HIe To Fill @ 5624', Drill & C/Out To Pig
@ 5730', Drill Up Pig, Swvl I/HIe To Fill @ 5854', C/Out To PBTD @ 5990', Curc Well
Clean, POOH W/-5 Jts Tbg, EOB @ 5848', R/U Swab, RIH IFL @ Surf, Made 12 Swab
Runs, Recvred 138 Bbis Wtr, Lite Trce Sand, 1 /o Oil Cut, FFL @ 1700', RIH W/-Tbg

To Fill @ 5987', 3' Of Fill, C/Out To PBTD @ 5990', Curc Well Clean, POOH W/-190 Jts
Tbg, Bit SUB & Bit. P/U & RIH W/-N/C, 2 Jts Tbg, S/N, 1 Jt Tbg, 5 1/2 T/A, 182 Jts
Tbg, SWI, 6:30PM C/SDFN. Lost 35 Bbis Wtr On Drill Out To PBTD, Recovered 138
Bbis Wtr Swabbing, Lost 75 Bbis Wtr On C/Out To PBTD, Total Recovery For Day =

28 Bbis Wtr.

2/15/2007 Day: 6 Completion

NC #1 on 2/14/2007 - 8:30AM OWU,N/D BOP, Set 5 1/2 T/A In 15,000 Tension,
N/U W/-HD, Wt On Rod Production String, 11:00AM P/U Stroke & RIH W/-2 1/2X1
1/2X10X14' RHAC, 6-1 1/2X25' Wt Bars, 10-3/4x25' w/g, 115-3/4x25' Slick, 99-

3/4x25' Scrapered, 3/4x8'-6'-4'-2' Ponys,1 1/2x22' Polish Rod, R/U Unit, Hole
Standing Full, Stroke Unit & Tbg To 800 Psi, Good Test. R/D Rig. Rack Out Eq, 5:30
PM C/SDFN. POP © 4:OOPM,86" SL, 5 SPM, ( Final Report ).

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600179887&API=430133346300S...



FORM 3160- SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992f (See other in- OMB NO. 1004-0137

UNITED STATES "'"°*l°"'°" Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-74390

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W LL
DRY Other West Point Federal

1b. TYPE OF WELL
8. FARM OR LEASE NAME, WELL NO.

NEW WORK PLUG DIFF
WELL OVER DEEPEN BACK RESVR. Other West Point Federal 4A-18-9-16

2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33463
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY

At Surface 714' FNL &416' FWL (NWINW) Sec. 18, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 18, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE

43-013-33463 06/07/06 Duchesne |UT
15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19.ELEV. CASINGHEAD

12/14/06 01/11/07 02/14/07 6033' GL 6045' KB
20. TOTAL DEPTH, MD & TVD 1. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6050' 5990' --> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4230'-5800'
SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Re sort all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

8-5/8" - J-bb 24# 322· 12-1/4" To surface with 160 sx Class "G" cmt
b-1/2"- J-bb ib.b# 6038' |-ha" 300 sx Premlite Il and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-//8" L-0I @, IA

b8bu' b/6tÍ'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPF/NUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP4) 5793'-5800' .46" 4/28 5793'-5800' Frac w/ 20,017#20/40 sand in 307 bbis fluid

(CP1) 5621'-5630' .43" 4/36 5621'-5630' Frac w/ 41.051#20/40 sand in 403 bbis fluid

(A1) 5126'-5134' .43" 4/32 5126'-5134' Frac w/ 40,299#20/40 sand in 387 bbis fluid

(D2) 4758'-4765' .43" 4/28 4758'-4765' Frac w/ 40,453#20/40 sand in 380 bbis fluid

(DS1) 4596'-4611' .43" 4/60 4596'-4611' Frac w/ 34,437#20/40 sand in 378 bbis fluid

(GB6) 4230'-4239' .43" 4/36 4230'-4239' Frac w/ 50,386#20/40 sand in 416 bbis fluid

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)

02/14/07 | 2-1/2" x 1-1/2" x 10' x 14'RHACSM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBLS. GAS--MCF. WATER--BBL. GAS-OIL RATIO

10 day ave
TEST PERK)D

21 22 6 1048
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)

24-HOUR RATE

34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST

Sold & Used for Fuel
35. LIST OF ATTACHMENTS

/ MAR2 82001
36. I hereby certify that e for ing attac d information is complete and correct as determined from all available records

SIGNED q TITLE Production Clerk

n Park
JP

*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S C. Section 1001,makes it a e for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all

drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS

recoveries);
FORMATION TOP BOTFOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3675'
West Point Federal 4A-18-9-16 Garden Gulch 1 3899'

Garden Gulch 2 4006'
Point 3 Mkr 4261'
X Mkr 4530'
Y-Mkr 4563'
Douglas Creek Mkr 4677'
BiCarbonate Mkr 4916'
B Limestone Mkr 5019'
Castle Peak . 5572'
Basal Carbonate 6001'
Total Depth (LOGGERE



NEWFIELD

ROCKY MOUNTAINS

FEB17 2012
DN OFOR.,GAS&gyg

February 9, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
West Point Federal #4A-18-9-16
Monument Butte Field, Lease #UTU-74390
Section 18-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the West Point Federal #4A-
18-9-16 from a producing oilwell to a water injection well in the Monument Butte (Green River)
Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sin

Eric Sundberg
Regulatory Lead

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WEST POINT FEDERAL #4A-18-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-74390

FEBRUARY 9,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: West Point Federal #4A-18-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-74390
Well Location: QQ NWNW section 18 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-33463

Proposed injection interval: from 4007 to 5990
Proposed maximum injection: rate 500 bpd pressure 1913 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

INcertifythat thisEr ort instrue and complete to the best of

S

gynkanowedg

Title Regulatory Lead Date Z t
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
I



West Point Federal 4A-18-9-16
Spud Date: 12-14-06 Initial Production: BOPD,Put on Production: 2-14-07 Proposed Injection MCFD, BWPD
GL: ' KB: • Wellbore Diagram
SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

Cement top @150. 02-08-07 5793-5800' Frac CP4 sands as foHows:
GRADE: J-55 -

20017#20/40 sand in 307 bbis Lightning 17

\ frac fluid Treated@ avg press of2259 psiWEIGHT: 24# Casing Shoe @322' w/avg rate of 23 7 BPM ISIP 2240 psi Calc
LENGTH: 7 jts (310 22') flush: 5791 gal Actual flush: 5334 gal
DEPTH LANDED: 322 07 KB 02-08-07 5621-5630' Frac CPI sands as foHows:

41051#20/40 sand in 403 bbis Lightning 17HOLE SIZE:12-l/4"
frac fluid Treated@ avg press of 1939psi

CEMENT DATA: 160 sxs Class "G" cmt, est 7 bbis cmt to surf wlavg5rate9of23 PM IIMP52 si Calc

02-08-07 5126-5134' Frac A 1 sands as foDows:
40299#20/40 sand in 387 bb1sLightning 17
frac fluid Treated @avg press of2104 psi
w/avg rate of 24 BPM. ISIP 3240 psi Calc
flush: 5124 gal Actual flush: 4662 gal.PRODUCTIONCASING

02-08-07 47584765' Frac D2 sands as feBows:CSO SIZE: 5-1/2"
40453# 20/40 sand in 380 bbis Lightning 17GRADE: J-55 frac fluid Treated@ avg press of 1065w/
avg rateof24 3 BPM ISIP 1944 psi CalcWEIGHT: 155#
flush: 4756 gal Actual flush: 4284 gal

LENGTH: 141jts (6024 60')
02-08-07 4596-4611' Frac DSI sandsas fonows:DEFTH LANDED: 6037 85' KB

34437# 20/40 sand in 378 bbis Lightning 17HOLE SIZE: 7-7/8" frac fluid Treated @avg press of2000 w/
CBMENTDATA: 300 sxs Prem Lite II mixed & 450 sus 50/50 POZ avg ra of 14 3 BPM I 2200 ps alc

CEMENT TOP AT: 150"
02-09-07 4230-4239' Frac GB6 sands as foDows:

50386#20/40 sand in 416 bbis Lightning 17
frac fluid Treated@ avg press of 1773w/

TUBIN avg rateof24 5 BPM ISIP 2010 psi Calc
flush: 4228 gal Actual flush: 4158 851SIZE/GRADE/WT:2-7/8"II-55/65#

NO OF JOINTS: 182jts (5747 75') 08/28/07 Pump Change Rod & Tubing detail updated

TUBINGANCHOR: 5759 75' KB

NO OF JOINTS: 1jts (31 60')
SEATINGNIPPLE: 2-7/8" (1 10')
SN LANDED AT: 5794 15' KB

NO OF JOINTS: 2 jts (63 19')
TOTAL STRING LENGTH: EOT @5858 89' KB

Packer@4180' PERFORATION RECORD
423&4239' 01-25-07 5793-5800' 4JSPF 28holes

02-08-07 5621-5630' 4 JSPF 36 holes4596-4611' 02-08-07 5126-5134' 4]SPF 32holes
4758-4765' 02AS-07 4758-4765' 4 JSPF 28 holes

02-08-07 4596-4611' 4 JSPF 60 holes5126-5134' 02-0847 4230-4239' 4 JSPF 36 holes

5793-5800'

NEWFIELD

PBTD @5990West point Federal 4A-18-9-16
TD @6050'

714' FNL & 416' FWL

NWINW Section 18-T9S-R16E

Duchesne Co, Utah

API # 43-013-33463; Lease # UTU-74390

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

West Point Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the West Point Federal #4A-18-9-16 from a producing
oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the West Point Federal #4A-18-
9-16 well, the proposed injection zone is from Garden Gulch to Basal Carbonate (4007' -

5990'). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3675' and the TD is at 6050'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the West Point Federal #4A-18-9-16 is on file with the Utah
Division of Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74390) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 322' KB, and 5-1/2", 15.5#
casing run from surface to 6038' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment





ATTACHMENTA
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ATTACHMENTA-I

T9S, Ri BE, S. L.B.&M. NIM ZOPRONICTIONM PANY
ss9'56'E - 78.00 (G.L.O.) WELL LOCATION, WEST POINT UNIT 4A-18,seP·57'16T

- 250912'(Meas.) i= LOCATEDAS SHOWN IN THE NW 1/4 NW
1/4 (LOT 1) OF SECTION 18, T9S, R16E,a o S.L.B.&M. DUCHESNE COUNTY, UTAH.

I
416' W

to I
LOT1

BAR SCALE

LOT 2 I

No .;

ELL LM NGV.•
LOT a T PŒHTUN/T M-18

HEV GRADEDGROUND= 60JJ THIS IS TO CERTIFY THA A WAS
PREPARED FROM FIELD Q, O g VEYS
MADEBY ME OR UN W W THAT

-¯¯¯ ·¯¯¯¯ THE SAME ARE TRU RECT T OF
MY KNOWLEDGEAN gl .No.189377 *

LOT 4 REGIS D LA
REGIS o. #
STATE OF

toro OF

SB9 55'E - 78.31 (G.L.O.) TRISTATEIANDSURVEY1NG& CONSULTING
180 NORTH VERNAL AVE. - VERNAL,UTAH 84078

(435) 781-2501
DATE SURVEYED:

= SECTION CORNERS LOCATED 09-23-04 SURVEYEDBY: C.M.

DATE DRAWN:
BASlS OF ELEV; 12-08-06 DRAWN BY: F.T,M

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REvisED: SCALE: 1" =



EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner
1 T9S-R16E SLM USA Newfield Production Company USA

Section 6: ALL UTU-74390 Newfield RMI LLC
Section 7: ALL HBP ABO Petroleum Corp

Section 8: W2 MYCOIndustries Inc
Section 17: NW OXY Y-1 Company
Section 18: NE, E2NW, LOTS1,2 Yates Petroleum Corp

2 T9S-R16E SLM USA Newfield Production Company USA
Section 8: SWNE, SE UTU-64379 Newfield RMI LLC
Section 9: SWSW HBP Yates Petroleum Corp
Section 17: NE
Section 18: E2SW, SE, LOTS3,4
Section 19: NE, E2NW, LOTS1,2
Section 21: N2
Section 22: W2NE, SENE, NW

3 T9S-R15E SLM USA Newfield Production Company USA
Section 13: N2, N2S2 UTU-66184 Newfield RMI LLC

Section 14: N2,N2S2 HBP
Section 15: E2, LOTS1,2,3

4 T9S-R15E SLM USA Newfield Production Company USA
Section 1: ALL UTU-74826 Newfield RMI LLC
Section 3: ALL HBP
Section 10: ALL
Section 11: ALL
Section 12: ALL

W Point 4A-18 Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
West Point Federal #4A-18-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
NewfieWroducti
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of
, 2012.

Notary Public in and for the State of Colorado:

MyCommissionExpires v
My Commission Expires:_



ATTACHMENTE
West Point Federal 4A-18-9-16

Spud Date: 12-14-06 Initial Production: BOPD,Put on Production: 2-14-07 Wellbore Diagrarn MCFD, BWPD
GL: ' KB: '
SURFACECASINÇ FRAC JOB
CSG SIZE: 8-5/8"

Cement top @150, 02-08-07 5793-5800' Frae CP4 sands as follows:
GRADE: J-55 - " 20017#20/40 sand in 307 bbis Lightning 17

\ frac fluid. Treated @avg press of2259 psiWEIGHT: 24# Casing Shoe @322' w/avg rateof23 7 BPM ISIP 2240 psi Calc
LENGTH: 7 jts (310 22') flush: 5791 gal Actual flush: 5334 gal
DEPTH LANDED: 322 OT KB 02-08-07 5621-5630' Frac CP1 sands as follows:

41051#20/40 send in 403 bbis Lightning 17HOLE SIZE:12-l/4"
frac fluid Treated @avg press of 1939psi

CEMENT DATA: 160 sxs Class "G" cmt, est 7 bbis cmt to surf wlavg rate of23 7 BPM ISIP 2600 psi Calc
flush: 5619 gal Actual flush: 5124 gal

02¾ 5126-5134' Frac A I sands as follows:
40299#20/40 sand in 387 bb1sLightning 17
frac fluid Treated @av8 press of 2104 psi
w/avg rate of 24 BPM ISIP 3240 psi Calc
flush: Sl24 gal Actual flush: 4662 galPRODUCTIONCASING

02-08-07 4758-4765' Frac D2 sands as foDows:CSG SIZE: 5-1/2"
40453#20/40 sand in 380 bbis Lightning 17GRADE: J-55 frac fluid. Treated @avg press of 1065w/
avg rate of24 3 BPM ISIP 1944 psi CalcWEIGHT: 15 5#
flush: 4756 gal Actual flush: 4284 galLENGTH: 141jts (6024 60')

02-08-07 4596-461l' I¾ac DS1 sands as follows:DEPTH LANDED: 6037 85' KB
34437#20/40 sand in 378 bb1sLightning 17HOLE SIZE: 7-7/8" frac fluid Treated @avg press of 2000 w/

CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ árat4eSof14 3 BPM ISIP 2200 ps Calc

CEMENT TOP AT: 150'
02-09-07 4230-4239' Frac GB6 sands as follows:

50386#20/40 sand in 4l6bbis Lightning 17
frac fluid Treated @avg press of 1773w/

TUBING avg rateof24 5 BPM ISIP 2010 psi Calc
flush: 4228 gal Actual flush: 4158 galSIZE/ORADE/WT : 2-7/8" / J-55 / 6 5#

NO OF JOINTS: 182jts (5747 75') 08/28/07 Pump Change. Rod & Tubin8 detail updated

TUBING ANCHOR: 5759 75' KB

NO OF JOINTS: 1jts (31 60')
SEATING NIPPLE: 2-7/8" (1 10')
SN LANDED AT: 5794 15' KB

NO OF JOINTS: 2 jts (63 19')
TOTAL STRING LENGTH: EOT @5858 89' KB

PERFORATION RECORDSUCKERRODS 423&4239' 01-25-07 5793-5800' 4 JSPF 28 holes
POLISHBD ROD: 1-1/2" x 22' SM 02-08-07 5621-5630' 4 ISPF 36 holes
SUCKER RODS: 2', 4', 6', 8' X ¾" pony tods, 99- ¾" scrapered rods, 115- ¾"

- 4596-4611'
02-08-07 5126-5134' 4 JSPF 32 holes

slick rods, 10-¾" scrapered rods, 6. 1 ½" weight bars : | 4758-4765• 02-08-07 4758-4765' 4 JSPF 28 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 14'X12' RHAC w/SM plunger 02-08-07 4596-461l' 4 JSPF 60 holes
STROKE LENGTH: 86"

- 5126-5134' 02-08-07 4230-4239' 4 JSPF 36 holes

PUMP SPEED, SPM: 5 SPM

5621-5630'

Anchor @5760'

SN 5794' 5793-5800'

Efr@5859'

NEWFIELD

PBTD @5990'West point Federal 4A-18-9-16
- - TD @6050'

714' FNL & 416' FWL

NW/NW Section 18-T9S-RI6E

Duchesne Co, Utah

API # 43-013-33463; Lease #UTU-74390

TW 9



ATTACHMENTE-)
WEST POINT FED. 6-18-9-16

Spud Date: 10/11/2007
Put on Production: 11/21/2007 Initial Production:ROPD.
GL: 6084' KB: 6096- Wellbore Diagram MCFD. BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8"

GRADE: J-SS Cement Top@ 85 -

WEIGHT: 24# I III3/07 5663-5692 Frac CPI sds w/ 130.809#'s of20/40 sand in
068 bbis of Lightning 17fluid Broke @1459 psi

LENGTH: 7 jts (307 26') Pumped 780 gals of fresh wtr mixed with 30 gals
DEVfH LANDED 319. Casing shoe @319 | \ of Techni-Hib 767W Treated w/ ave pressure of

1872 psi @ave rateof24 8 BPM Pumped 504
HOLE SIZE:12 ¼' gals of 15% HCL in flush for Slage#2 ISIP2168 psi
CEMENT DATA To Surface w/160 sx class G' cement ('alc Flush ? Actual Flush: 5153 gals

I 1/14/07 5272-5282 Frac A3 sds w/ 34,743#'s of 20/40 sand in 4 I7 bbis
of Lightning 17fluid Broke @3550 psi
Pumped 780 gals of fresh wir mixed with 30 gals
of Techni-Hib 767W Treated w/ ave pressure of
1937 psi @ave rate of 24 8 BPM Pumped 504
gals of 15% HCL in flush for Stage#3 ISIP 2347 psi
Calc Flush 9 Actual Flush: 4767 gals

PRODUCTION ÇASING
I 1/14/07 4974-4986 Frac B.5 sds w/ 80.129#'s of20/40 sand inCSG SIZE: 5-1/2"

625 bbis of Lightning 17fluid Broke@ 3658 psi
GRADE: J-55 Pumped 780 gals of fresh wtr mixed with 30 gals

of Techni-Hib 767W Treated w/ ave pressure ofWEIGHT: 15 5# 1721psi @averateof24 8 BPM Pumped 504
LENGTH gals of 15%HCL in flush for Stage#4 ISIP 1899 psi

Calc Flush:? Actual Flush: 4553 galsDEPTH LANDED: 6007°

HOLE SIZE: 7 7/8 11/14/07 4913-4924 Frac C sds w/40,I SO#'sof20/40 sand in 408 bbis
CEMENT DATA: 300 sx primlire il and 400 sx 50/50 poz

0 a
sn

fr h rm
ew

h 3 Ra
ofPumped

CEMENT TOP: 85 l echni-Hib 767W Treated w/ ave pressure of
2084 psi @ave rateof 24 7 BPM Pumped 504
gals of 15% HCL in flush for Stage #5 ISIP 2483 psi
Calc Flush ? Actual Flush 4368 gals

TUBING
SIZE/GRADE/WT : 2-7/8"IJ-55 I1/14/07 4226-4250 Frac GB4 sds w/ 124,267#'s of20/40 sand in

914 bbis of Lightning 17 fluid Broke@ 1250psi
NO OF JOINTS: 179jts (5633 16') Pumped 780 gals of fresh wir mixed with 30 gals of
TUBING ANCHOR 5645 16' KB Techni-Hib 767W Treated wl ave pressure of

1676 psi @ave rateof24 8 BPM ISIP 1895psi
NO OF JOINTS 2 jts (63 02') Calc Flush ? Actual Flush 4158 gals
SEATING NIPPLE: 2-7/8' (I 10')

SN LANDED AT 5710 98' KB

NO OF JOINTS 2 jts (62 98 )
TOTAL STRING LENGTH: EOT @5775 51 KB

SUCKER RODS 4226-4250'

POLISHED ROD: 1-1/2"x 26'

SUCKER RODS: 100-3/4" scrapered rods, 102-3/4" plain rods, 20-3/4
scrapered rods, 6-1 W weight rods

PUMP SIZE 2-1/2 x I-l/2 x 16 X 20 RHAC pump w/SM plunger 4913-4924 PERFÇRATION REÇQRD
STROKE LENGTH: 123" 4974-4986' 11/08/07 5663-5692 4 JSPF 116holes
PUMP SPEED, SPM: 5 I Ili3/07 5272-5282' 4 JSPF 40 holes

i 1/14/07 4974-4986' 4 JSPF 48 holes
5272-5282. I!/14/07 4913-4924' 4 JSPF 44 holes

i¯
I 1/14/07 4226-4250' 4 JSPF 96 holes

i Anchor @ 5645
I

5663-5692'

EOT @5776'

PBTD @5967'

WEST POINT FED. 6-18-9-16 \ TD@ 6060
197l'FNL & 1947' FWL

SE/NW Section 18-T9S-Rl6E

Duchesne Co, Utah

API #43-013-32997: Lease #



ATTACHMENTEt
West Point Federal 13-7-9-16

Spud Date: 1-23-06 Initial Production: BOPD,Put on Production: 3-14-06 Injection Wellbore MCFD, BWPD
GL: 5986 KB: 5974' Diagram

FRAC JOB
SURFACE CASING 03-07-06 5604-5614 Frac CP1 sands as foHows:

45541#20/40 sand in 422 bb1sLightning 17CSG SIZE: 8-5/8'
frac fluid Treated@ avg press of 1730 psi

GRADE: J-55 Cement top@ 210' - -

wlavg rateof25 7 BPM ISIP 1900 psi Calc
WElGHT 24# flush: 5602 gal Actual flush: 5586 gal

/ 03-07-06 5217-5225 Frac LODC sands as follows:LENGTH 7 jts (312 48 ) -

24523#20/40 sand in 341 bbis Lightning 17
DEPTH LANDED 323 38' KB frac fluid Treated @avg press of2168 psi

w/avg rate of25 3 BPM ISIP 2360 psi CalcHOLE SIZE 12-1/4
flush 5215 gal Actual flush: 5208 gal

CEMENT DATA: 160 sxs Class "G" cmi, est 6 bb1scmt to surf
03-07-06 4836-4988 Frac B2, BI, B.5, & c sands as follows:

109797#20/40 sand in 775 bbis Lightning 17
frac fluid Treated @avg press of 1760 psi
wlavg rate of25 6 BPM ISIP 2030 psi Calc
flush; 4834 gal Actual flush: 4830 gal

PRODUCTION CASING
,, 03-07-06 4575-4583 Frac DSI, sands as follows:CSG SIZE S-Il2

10605#20/40 sand in 21I bbis Lightning 17
GRADE: J-55 frac fluid Treated@ avg press of2685 w/

avgrateof256BPM lSIP2650psi CalcWElGHT; 15 5#
flush: 4573 gal Actual flush: 4620 gal

LENGTH: 143jts (5713')
03-07-06 4481-4489' Frac PB11 sands as follows:DEPTH LANDED: 6031 77' KB

99813#20/40 sand in 723 bbis Lightning 17
HOLE SIZE 7-7/8' frac fluid Treated @avg press of 1758w/

avg rate of25 3 BPM ISIP 2050 psi CalcCEMENT DATA 300 sxs Prem Lile 11mixed & 450 sxs 50/50 POZ
Hush 4479 gal Actual flush 3948 gal

CEMENTTOPAT 210
03-08-06 4162-4232 Frac GB6 & GB4 sands as follows:

62690#20/40 sand in 465 bbis Lightning 17
frac fluid Treated @avg press of 1820w/

TUBING avgrateof254BPM ISIPl920psi Calc

SIZE/GRADE/WT : 2-7/8" / 1-55 / 6 5# flush 4160 gal Actual flush: 4032 gal

NO OF JOINTS 126 jts (4093 12') 8/15/08 Well converted to an Injection Well.

SEATING NIPPLE: 2-7/8" (1 10') 8/28/08 MIT completed and submitted.
SN LANDED AT: 4105 12' KB Packer@ 4109'

CE@410932, - EOT@4114'

TOTALSTRINGLENGTH EOT@4Il372 KB
- 4162-4168

4481-4489

PERFORATION BFCORD

02-27-06 5604-5614' 4]SPF 40holes
03-07-06 5217-5225' 4 JSPF 32 holes

4836-4841 03-07-06 4979-4988 4 JSPF 36 holes
03-07-06 4932-4939 4 JSPF 28 holes
03-07-06 4912-4919 4 JSPF 28 holes4912-4919
03-07-06 4836-4841 4 JSPF 20 holes4932-4939
03-07-06 4575-4583 4 JSPF 32 holes4979-4988
03-07-06 4481-4489' 4 JSPF 32 holes
03-08-06 4224-4232' 4 JSPF 32 holes
03-08-06 4162-4168' 4 JSPF 24 holes

L I
5217-5225'

$604-5614'

Federal 13-7-9-16 PBTD @5988'
773' FSL & 367' FWL TD @6050'

SWISW Section 7-T9S-RI6E

Duchesne Co, Utah
API # 43-013-32744; Lease # UTU-74390

LCN 03-18-1



ATTACHMENTE 3
Spud Date: 8/20/08 West Point Fed #Q-7-9-16
Put on Production: 10/27/08

GL: 5971 KB: 5983- Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE 8-5/8" Cement Top @ 30 10/20/08 6094-6102' Frac CP5 sds as follows:
GRADE: J-55 Frac w/25,026#20/40 sand in 379 bbis of

WEIGHT:24# I.ightning 17 fluid Treated w/ ave pressure of
2369 psi @ave rate of23 2 BPM Pumped

LENGTH 7jts (324 65 ) 504 gals of 15%HCL in flush for Stage#2

DEPTH LANDED 334 65
ISIP 2269 psi Actual Ilush 5586 gals

HOl E SIZE 12-1/4
10/20/08 5796-5804' Frac CPI & CP2 sds as follows:

Frac w/35,537#20/40 sand in 401 bbis of
CEMENT DATA 160 ss/ Class "G cement I.ightning 17 fluid Treated wi ave pressure of

1718 psi @ave rate of 23 2 BPM Pumped
504 gals of 15% HCL in flush for Stage #3
ISIP 1922 psi Actual flush: 5292gals

10/20/08 5214-5220' Frac A.5 & Al sds as follows:
Frac w/48 .2 1 I# 20/40 sand in 466 bbis of
Lightning 17iluid Treated w/ ave pressure of
1824 psi @ave rate of 23 2 BPM Pumped

PRODUCTION CASING 504 gals of 15% HCL in flush for Stage#4
CSG SIZE: 5-1/2'- ISlP 2055 psi Actual flush: 4708 gals

GRADE J-55 10/20/08 5070-5080' Frac B.5 & B1 sds as follows:
Frac w/40,332#20/40 sand in 419 bbis of

WEIGHT 15 5# Lightning 17fluid Treated w/ ave pressure of
LENGTH 162 jts (6450 06') 1978 psi @ave rate of23 I BPM Pumped

504 gals of 15% HCL in flush for Stage#5
DEPTH LANDED: 6306' ISIP 1997 psi Actual flush 4565 gals
HOLE SIZE 7-7/8 10/20/08 4848-4860' Frac D1 & D2 sds as follows:
CEMENT DA FA 375 st of Piemlite & 450ss of 50/50 poz Flac w/39 103#20/40 sand in 409 bbis of

I ighining 17 fluid Treated w/ ate pressule of
CEMENT TOP AT 30' 1926 psi @ave rateof 23 3 BPM Pumped

504 gals of 15% HCL in flush for Stage#6
ISIP 2055 psi Actual Ilush 4343 gals

10/20/08 4746-4752' Frac DS2 sds as follows:
. I 40-4752 Frac w/26,838#20/40 sand in 373 bbis of

TUBING Lightning 17fluid Tmated w/ ave pressure of
2189 psi @ave rateof23 2 BPM ISIP 2164

51ZEIGRADE/WT 2 7/8" / J-55 / 6 5# 848-486ti psi Actual flush: 4704 gals
NO OF JOINTS 197 jts (6059 36')
TUBING ANCHOR 607] 36 KB -
NO OF JOINTS: 1 it (30 86')
SEATINGNIPPLE 27/8 (I 10) - 5070-5080
SN LANDED AT 6105 02 KB

NO OF JOINTS 1jts (31 02 ) 5100-5106
TOTAL STRING LENGTH EOT@ 6137 59

5214-5220'

SUCKER RODS 5262-5272'

POLISHED ROD I 1/2' x 26°
polished rod

SUCKER RODS 1-2', 1-6 x 7/8 pony subs, 239-7/8" guided rods (8 per) 4-1 5280-5286'
½'w1bais

PUMP 517.E 2 I/2 x I 3/4 x 24 5 RHA( (DI
5796-5804

STROKE LENGTH 122

PUMP SPEED. SPM 5
5830-5838' PERFORATION REÇQRD

Anchor @607\
10/20/08 4746-4752' 4 JSPF 24 holes
10/20/08 4848-4860' 4 JSPF 48 holes
10/20/08 4906-4912' 4 JSPF 24 holes2 ¯ 6094-6102'
10/20/08 5070-5080' 4 ]SPF 40 holes

SN @ 6105
10/20/08 5100-5106 4 JSPF 24 holes

EOT @6138'
10/20/08 5214-5220' 4 JSPF 24 holes
10/20/08 5262-5272' 4 JSPF 40 holes

PBTD @6281, 10/20/08 5280-5286' 4 JSPF 24 holes

)gg ggggg, 10/20/08 5796-5804' 4JSPF 32holes
'

,
nee 10/20/08 5830-5838' 4]SPF 32holes

- 10/20/08 6094-6102' 4 ]SPF 32 holes

West Point Fed #Q-7-9-16 |
780' FSL & 403' FWL

TD @6307'

SW/SW Section 7-T9S-Rl6E
Duchesne Co. Utah

API #43-013-33983: Lease #UTU- 74390

1L



ASHLEY FEDERAL 7-13-9-15
Spud Date: 01/31/05 Initial Production: 38BOPD,
Put on Production: 03/10/2005 Injection Wellbore 11MCFD, 91BWPD
GL: 6100' KB: 6112, Diagram

. FRAC JOB

SURFACE CASING 3/7/05 5724-5772' Frac CP3 sands as foHows:
CSG SIZE B5/8" 48,681#'s of20/40sand in 438 bbis lightning
GRADE: 1-55 17frac fluid Treated @avg press of 1475,

w/avg rateof24 8 bpm ISIP 2050 psi CalcWEIGHT 24# flush: 5724 gal Actual flush 5720 gal
LENGTH 7 jts (305 25') Cement Top 160' -

-

3/7M5 5366-537T Frac IA)DC sands as foDows:DEVfH LANDED 315 25' KB
28.621#'s of20/40 sand in 322 bbis lightning

HOLE SIZE 12 1/4" 17frac fluid Treated @avg press of2385,
CEMENT DATA 160 sks Class G Mix 3 bbis cement to surface me of24 8Abpma IP 25800psi Cale

3/745 4950-4968' Frac B2 sands as foHows:
39.077#'s of20/40 sand in 369 bbis

PRODUCTION CASING n 7a

g a f24 m ICSG SIZE: 5 1/2" psi Calc flush: 4950 gal Actual flush: 4998
GRADE J-55 gal

WEIGHT 155#

LENGTH: 144 jts (6044 91') 3flAS 4774-4780' Frac D3 sands as follows:

DEPTH LANDED 6042 91' KB 8
HOLE SfZE: 7 7/8" wlavg rate of 24 7 bpm ISIP 2200 psi Calc
CEMENT DATA: 350 sxs Prem Lite II mixed & 558 sxs 50/50 POZ mix

Bush; 4774 gal Actual flush 4788 gal

CEMENT TOP AT 160

Packer @4091 3rl/05 4133-4194' Frac GB4 & 6 sands as follows:
EOT @4095. 48,627# s of 20/40 sand in 386 bbis lightning

17 frac fluid Treated@ avg press of 1752
wlavgrateof247bpm ISIPl980psi CaleTUBING 4133-4140 flush 4133 gal Actual flush 4032 gal

SIZE/GRADE/WT 2 7/8" / J-55 / 6 5# 4188-4194 2/7/06 Well converted to an injection well.
NO OF JOINTS 122 jts (4074 63 ) 3/13106 Initial MIT completed and submitted.
SEATING NIPPLE 2 7/8" (1 10') 10-17-07 Tubing Leak. Updated sed & tubing
SN LANDED AT: 4086 63, details.

PACKER @4090 83' 09/29/2011 Tubing Leak. Update rod and tubing
TOTAL STRING LENGTH: 4095 13, details.

PERFORATION RECORD

2/25/05 5766'-5772' 4 JSPF 24 holes5766-5772
2/25/05 5724'-5748' 4 JSPF 96 holes
371/05 5366'-5377' 4 JSPF 44 holes
3/7/05 4950'-4868' 4 JSPF 72 holes
37//05 4774'-4780' 4 JSPF 24 holes
371/05 4188'-4l94' 4 JSPF 24 holes
3/7/05 4133'-4I40' 4 JSPF 28 holes

NEWFIELD PBTD(àl5986'

SHOE @6043
Ashley Federal 7-13-9-15
1998' FNL & 1856' FEL TD @6055'

SWINE Section 13-T9S-Rl5E
Duchesne Co, Utah

API #43-013-32461; Lease #UTU-66184
cB



ATTACHMENTE
Federal 12-18-9-16

Spud Date: 10-1I-07
Put on Production: 11-9-07
GL: 6120' KB: 6132 Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" I1-1-07 5320-5400' Frac LODC sands as follows:
GRADE:1-55 218,841#20/40sand in 1483 bbis

Lightning 17 fluid Treat at 2227 psi @WEIGHT: 24# 24 8 BPM ISIP 2451/psi Cale flush
LENGTH: 7 jts (300')

Cement Top@ 133 -

5318 gal Actual flush 4813 gal

HOLE SIZE 12-1/4

CEMENT DATA 160 sxs Class G cm! I I-6-07 5084-5096' Frac Al sands as follows:
45 166#20/40sand in 448 bbis Lightning
I 7 11uid Treat al 2 I 74 psi @24 8

/ \ BPM ISIP 2509 psi Calc nush 5082
gal Actual flush: 4578 gal

I1-6-07 4895-4902' Frac B.5 sands as follows:
Frac with 25.406 # 20/40 sand in 352
bbis Lightning 17 fluid Treat at 2034 psi

PRODUCTION CASING @248BPM ISIPI836psi Calc
CSG SIZE: 5-1/2', flush: 4893 gal Actual t1ush:4989 gal

GRADE: J-55

WEIGHT: 15 5# 11-6-07 4682-4688' Frac Di sand as follows:
Frac with 15,5400# 20/40 sand in 264

LENGTH; 155jts (6015') bbis Lightning l7 tluid Treatat 2207 psi
HOLE SlZE: 7-7/8.. @24 8 BPM ISIP 2\97 psi Calc

flush: 4680 gal ACtLlal AUSh 4175 gal
DEPTH LANDED: 6029'

CEMENT DAT A 300 sk Prem 1ile Il mixed & 400 sxs 50/50 POZ 11-6-07 4128-4136 Frac GB-2 sands as follows:
CEMENT TOP AT: 133 Frac with 28.328 # 20/40 sand in 368

bbis Lightning 17 11uid Treal at 1986 psi
@24 9 BPM ISIP 2058 psi Calc
ilush 4126 gal Actual flush 4032 gal

TUBING
SIZE/GRADE/WT 2-7/8¯/J-55/65# - 4128-4136'

NO OF JOINTS: 172jis (5341 36')
TUBING ANCHOR 5353 36

NO OF JOINTS: 2 jts (61 70 ) 4682-4688
SEATINGNIPPLE:2-7/8 (I 10)

SN LANDED AT: 5417 88 KB

NO OF JOINTS: 2 jts (62 17')

TOTAL STRING LENGTH EOT@ 5481 60
- 4895-4902'

- 5084-5096

SUCKER RODS
POLISHED ROD: 1-1/2° x 26'

SUCKER RODS: 1-2'x 3/4" pony rod 100-3/4" scrapered rods, 90-3/4" plain
lods, 20-3/4 scrapered rods, 6-1 ½ weight rods 5320-5340

PUMP SIZE 2-1/2 x 1-l/2 x 16 N 20 RIIA( pump n/SM plungel
Anchor @5353

STROKE LENGTH: 102"

PUMP SPEED, SPM S

57-Nil(I

PERFÇRATIQNRECÇRD
4128-4136 4 JSPF 32 holes
4682-4688 4 JSPF 24 holes

SN @5418 4895-4902 4 JSPF 28 holes
5084-5006 4 JSPF 48 holes
5320-5340 4 JSPF 80 holes

EOT @5482 5387-5400' 4 JSPF 52 holes

NEWFIELD PBTD@S980'

SHOE @6029
Federal 12-18-9-16

TD @60501980' FSL & 560 FWL
NWSW Section 18-T9S-RI6E

Duchesne Co, Utah
API #43-013-32998: Lease #UTU-64379

KC



ATTACHMENTE4
Spud Date: 12-15-06 West Point 3-18-9-16
Put on Production: 2/8/07
GL: 6054' KB: 6066 Injection Wellbore

Diagram
SURFACE CASING FRAC JOB
CSG SlZE 8-5/8"

02-01-07 5745-584 l' Frac CP4, & CP3 sands as follows:
GRADE J-55 39231#20/40 sand in 396 bbis Lightning 17
WEIGHT: 24# Cement top @I 10' - -

frac fluid Treated @avg pn:ss of2354 psi
wlavg rate of24 7 BPM ISIP 1986 psi Calc

LENGTH: 7 jts (310 06 ) flush: 5743 gal Actual flush: 5250 gal
DEPTH LANDED: 321 91 KB 02-01-07 5131-5146 Frar Al sands as follows:
HOLE SIZE 12-1/4.. 87269#20/40 sand in 666 bbis Lightning 17

frac Huid Treated@ avg piess of2631 psi
CEMENT DATA 160 sxs Class G cmi, est 6 bbis cmt to surf w/avg rate of24 8 BPM ISIP 2192 psi Calc

Hush 5129 gal Actual flush 4662 gal

02-01-07 4976-5015 Frac BI, & B2 sands as follows:
4937 I# 20/40 sand in 4 I9 bbis Lightning I 7
frac fluid Treated@ avg press of2122 psiPRODUÇTION CASING
w/avg rateof24 7 BPM ISIP 2068 psi Calc

CSG SIZE: 5-1/2,. flush 4974 gal Actual flush 4452 gal

GRADE: J-55 02-01-07 4470-4503° Frac PBIO, & PB11 sands as follows:
WEIGHT: 15 5# 79312#20/40 sand in 586bbis Lightning 17

frac fluid Treated @avg press of2401 w/LENGTH: 137jts (6053 90') avg rate of24 8 BPM ISIP 2342 psi Calc
DEPTH LANDED: 6067 24' KB flush: 4468 gal Actual flush; 3948 gal
HOLE SIZE: 7-7/8" 02-01-07 4220-4230' Frac GB4 sands as follows:
CEMENT DATA: 300 sxs Prem Lite II mixed & 450 sxs 50/50 POZ 50606#20/40 sand in 418 bbis Lightning 17

frac fluid Titaled @avg press of 1930 w/CEMENT TOP AT 110 avg rateof24 7 BPM ISIP 2342 psi Calc
flush 4218 gal Actual flush 4 I 16 gal

8/8/07 Parted rods. Updated rod & tubing details

TUBING 2/29/08 Tubing Leak. Updated rod & Iubing details

SIZEIGRADElWT : 2-7/8" / J-55 / 6 5# Packer @4 I57 2/2/09 Well converted to an injection Well.
- EOT @4161' 2/4/09 Conversion MIT finalized - update tbdNO OF JOINTS 131 jts (4140 45 )

detail.
SEATlNGNIPPLE 2-7/8'(I 10')

SN LANDED AT: 4152 45' KB

CE@41567S'

TOTAL STRlNG LENGTH: EOT@ 4160 82' KB

PERFORATION RECORDsnin-Sais

01-19-07 5832-5841' 4]SPF 36holes

5 f 3 I 512 01-19-07 5812-5820' 4 JSPF 32 holes
01-19-07 5745-5752 4 JSPF 28 holes
02-01-07 5131-5146 4 JSPF 60 holes
02-01-07 5010-5015 4JSPF 20holes
02-01-07 4976-4984' 4JSPF 32holes
02-01-07 4492-4503' 4JSPF 44holes
02-01-07 4470-4474' 4 JSPF 16 holes

Bl. 5820 02-01-07 4220-4230' 4JSPF 40holes

PBTD@601T

West Point 3-18-9-16
TD @6070

888' FNL & l 562' FWL

NE/NW Section 18-T9S-Rl6E

Duchesne Co, Utah

API #43-013-32794: Lease # UTU-74390



ATTACHMENTE
West Point 14-7-9-16

Spud Date: 02/09/06 Initial Production:
Put on Production: 03/24/06 Injection Wellbore BOPD, MCFD, BWPD
K.B : 6000, GL : 5988 Diagram
SURFACE CASING FRAC JOB
CSG SIZE 8-5/8" 03-14-06 5641-5654' Frac CPI, sands as follows:

40008#20/40 sand in 460 bbis Lightning 17GRADE: J-55
frac fluid Treated@ avg press of 1935 psiWEIGHT 24# Cement Top@ \ 10' - - w/avg rate of25 3 BPM ISIP 1970 psi Calc

LENGTH: 7 jts (306 55') flush 5652 gal Actual flush: 5670 gal
03-15-06 5422-5442' Frac LODC, sands as follows:DEPTH LANDED 317 45' KB

4994]#20/40 sand in 509 bbis Lightning17HOLE SIZE 12-1/4"
frac fluid Treated @avgpress of2174 psi

CEMENT DATA 160 sxs Class "G cmt est 6 bbis cmt to surf te o SABPMISIsh2 08ps Cale

/ \ 03-15-06 5126-5144' Frac Al sands as follows:
54325#20/40 sand 471 bbis Lightning 17
frac fluid Treated@ avgpress of2142 psi
w/avg rate of 25 3 BPM lSIP 2200 psi Calc
flush Sl42gal Actualflush: 5166gal

03-15-06 5004-5022' Frac B2 sands as follows:
90495#20/40 sand in 65 I bb1sLightning 17PRODUCTION CASING
frac fluid Treated @avg press of 1763psi

CSG SIZE: 5-1/2" w/avg rate of25 5 BPM ISIP 1900 psi Cale
flush: 5020 gal Actual flush: 4998 galGRADE: 1-55

03 15-06 4621-4724' Frac DSI, D1 sands as follows:
WEIGHT; 15 5# 25539#20/40 sand in 320 bols Lightningl7

frac fluid Treated @avg press 2017 psiLENGTH: 144 jts (6077 36')
w/avg rate of25 4 BPM ISIP 2300 psi Calc

DEPTH LANDED: 6090 61' KB flush 4722 gal Actual flush: 4620 gal
03-15-06 4228-4288' Frac GB4, GB6 sands as follows:HOLE SIZE 7-7/8

123611#20/40 sand in 812 bbis Lightningl7
CEMENT DATA 300 sxs Prem Lite 11mixed & 450 sxs 50/50 POZ frac fluid Treated @avg press 1796psi

w/avgrateof254BPM ISIP2180psi CalcCEMENT TOP (iò i 10'
flush 4286 gal Actual flush: 4116 gal

08-25416 Pump Change-Tubing & Rod detail updated
TUBING 08.iM7 Workover. Updated rod details
SIZE/GRADElWT 2-7/8" /1-55 / 6 5# 05-28-08 Tbg. Leak. Updated rod and tubing details
NO OF JOINTS 130jts (4192 9') 02-27-10 Convert to Injection well
SEATING NIPPLE: 2-7/8" (I 10') 03-09-10 MIT completed - update Ibg detail
SN LA4ND9ED7AT4204 9' KB

Packer @4209

TOTAL STRING LENGTH: EOT @4213'w/ 12' KB EOT @4213

- 4228-4236

4249-4259

427M288

4621-4632
PERFORATION RECORD

4720-4724'
03/10/06 5641-5654' 4]SPF 52holes

5004-5022' 03/14/06 5422-5442' 4 JSPF 80 holes
03/15/06 5126-5144' 4 ]SPF 72 holes
03/15/06 5004-5022' 4 JSPF 72 holes

a | 03/15/06 4720-4724' 4 JSPF 16 holes
03/15/06 4621-4632' 4 JSPF 44 holes
03/15/06 4276-4288 4 JSPF 48 holes

03/15/06 4249-4259' 4 JSPF 40 holes
03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654

SHOE @6090

West Point 14-7-9-16
y ..

493' FSL & 1919' FR TD @6100

SE/SW Section 7-T95-Rl6E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

LCNII322



Spud Date: 02/13/97 Monument Federal 3 1-18-9-16
Put on Production: 3/17/97

Initial Production: 50 BOPD,
58 MCFPD, OBWPDGL: 5884' KB: 5895' Wellbore Diagram

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" Top of Cement @Surfilce 343/97 475T-4894" Frac as follows:
GRADE: J-55 116,740# 16/30 sand in 839 bbl 2% KCL frac

fluid Average treating press 2300 psi @41
WEIGHT:24# bpm ISIP 2250 psi
LENGTH: 6 jts (249 75') 3/06/97 4056'-4108' Frac as follows:
DEPTH LANDED: 260' KB

Casing Shoe @260' I10,110# 16/30sand in 730 bbi 2% KCI frac
fluid Average treating press 1950psi @26 7

HOLE SIZE: 12-1/4" bpm ISIP 2100 psi
CEMENT DATA: 185 sxs Class "G" Circulate4 bbis cement to surface 8/28/00 Pump change Update rod and tubing details

11/9/05 Pump change Update red and tubing details
8/17/07 Pump change Update rod & tubing detail

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WEIGHT: 15 5#

LENGTH: 133 jts (5664 68')
DEPTH LANDED: 5675 KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus Tail w/ 570 sxs 50/50 por
Circulate15bbis cement to surface

TUBING
SIZE/GRADE/WP : 2-7/8" / M-50

NO OF JOINTS: I 59 jts (4947 47')
TUBING ANCHOR: 4957 4T

SN LANDED AT: 4960 2T

NO OF JOINTS: I jt (29 35')

TOTAL STRING LENGTH: EOT @4991 IT

SUCKER RODS 4056'4064' PERFORATION RECORD
4080'-4086' 3/01196 4873'-4894' 2 JSPF 22 holesPOLISHED ROD: 1-1/2" x 22' Polished Rod 4088'-4096' 3M1196 4824'-4833· 2 JSPF 18 holes

SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¼" guided rods, 83-3/4" plain C 4098'-4108' 3/01/96 476l'-476T 2 JSPF 12holesrods, 18-¾"guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾"
3/01196 475T-4759' 2 JSPF 06 holes
3/05/96 4098'-4108' 4 JSPF 40 holesPUMP SIZE:2-1/2" x I-l/2" x 12'x15' RHAC 2 475T-4759'
3/05/96 4088'-4096' 4 JSPF 32 holes

STROKELENGTH54" O 4761'-4767' 3/05/96 4080'-4086' 4JSPF 24holes
STROKES/MINUTE: 4 SPM 4824'-4833' 3/05/96 4056'-4064' 4 JSPF 32 holes

: 4873'-4894'

Anchor @4957'

SN @4960'

EOT@ 4991'

NEWFIELD

Monument Federal 31-18-9-16 \
648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #UTU-74390

DF



Ashley Federal Unit 16-12-9-15
Spud Date: 1/24/2001 Initial Production: 56.4 BOPD,Put on Production: 3/20/2001

. 25.0 MCFD, 34.3 BWPDGL: 6066' KB: 6076' In¡ection Wellbore
Diagrant

SURFACE CASIhjG FRACJOB
CSGSIZE: 8-518"

3/12/01 5664'-5669' Frac CP-0.5 sandsas follows:
GRADE: J-55 25,000#20/40 sand in 287 bbis Viking I-

Top of Cement 180. 25 fluid Treat at 2100 psi @23 BPMWEIGHT: 24# -

ISIP 2375 psi
LENGTH: 7 jts (305 24') Casing Shoe @305' 3/13/01 4948'-5086' Frac B-2 & C sands as foliews:
HOLE SIZE:12-l/4,,

ll2,000#20/40 sand in 752 bbis Viking
I-25 fluid Treat at 1575 psi @29 5CEMENT DATA: 145 sxsClass "G" cml
BPM ISIP 1850 psi

3/14/01 4838'-4873' Frac D-2 sands as follows:
Frac with 46,000#20/40 send in 412
bbis Viking I-25 fluid Treat at 1900 psi
@30 BPM ISIP 2040 psi

3/15/01 4546'-4556' Frac PB-10 sand as follows:
Frac with 48,000#20/40 sand in 401PRODUCTIONCASING
bb1sVikingI-25fluid Treatat2300psiCSG SIZE: 5-1/2"
@25 4 BPM ISIP 2230 psi

GRADE: J-55
3/16/01 4308'-4338' Frae GB-6 sands as follows:

Frac with 32,400#20/40 sand in 583WEIGHT: 15 5#
bbis Viking I-25 fluid Treat at 2000 psiLENGTH: 136jts (5949 71')
@31 BPM ISIP 2060 psi

HOLE SIZE: 7-7/8"
10/14/02 Pu-p Change Update rod and tubing

DEPTH LANDED: 5949 T detail
CEMENT DATA: 275 sk Prem Lite II mixed & 450 sus 50/50 POZ 8/16/03 Pump Change.
CEMENT TOP AT: 180= 5·545 Pump Change.

12/01/10 5075-5080' Frac B2 sandsas follows: 13435#20/40
sand in 84 bble Lighting 17fluid

12/03/10 Re·Completion - updated rod and tbg
detail

II/07/I1 Convert to Injection

11/11/11 Conversion MIT Finalized - update tbgTUBING
g¡SIZEIGRADE/WT : 2-7/8" / J-55 I 6 5#

NO OF JOINTS: 132 jts (4238 9')
SEATINGNIPPLE:2-7/8"(I 10')
SNLANDEDAT:42489'KB

CE @4253 14'

TOTAL STRING LENGTH EOT @4258. Packer @4253'
EOT@4258'

4308'-43l6
433l'-4338'

PERFORATION RECORD
4308'-4316' 4 JSPF 32 holes

5664'-5669' 4331'-4338' 4 JSPF 28 holes
4546'-4556' 4 JSPF 40 holes
4838'-4844' 4 JSPF 24 holes
4868'-4873' 4 JSPF 20 holes
4948'-4956' 4JSPF 32 holes
5074'-5086' 4 JSPF 48 holes

Top of Fill: 5860' 5664'-5669' 4JSPF 20 holes
PBTD @5899' 5075-5080' 3 JSPF 15holesNEWFIELD
SHOE@5950'

TD @5969'

Ashley Federal 16-12-9-15
915' FSL & 646' FEL

SESE Section 12-T9S-R15E
Duchesne Co, Utah

API #43-013-32178, Lease #UTU-74826

LCN



ATTACHMENTE-10
Ashley Federal 2-13-9-15

Spud Date: 02/15/05 Initial Production: BOPD.
Put on Production: 03/24/05 Wellbore Diagram MCFD, BWPD
GL:6106' KB.6118

FRAC JOB

SURFACE CASING 03/21/05 5939 -5951 Frac CP5 sands as follows:
CSG SIZE 8 5/8" | 35,014# s of 20/40sand in 367 bbis lightning
GRADE J-55 Casing shoe @315' | 17 frac fluid Treated @avg press of 1729,

wlavg rate of24 8 bpm ISIP 1950 psi Calc
WEIGHT 24# Hush: 5937 gal Actual flush: 5964 gal
LENGTH 7 its (304 56 ) Cement lop @465 -

DEPTH LANDED 314 56 KB 03/21/05 5780 -583I Frac CP3 and CP2 sands as follows:
90,444# s of20/40 sand in 676 bbis lightning

HOLE SIZE 12 1/4' 17 frac fluid Treated @avg press of l556,
CEMENT DAT A 160 sks Class G Mix est 3 bbis cement to pit rateo 4 8 bpm ISSIP1970504

I
Calc

03/21/05 5564 -5570 Frac LODC sands as follows:
20,050#'s of20/40 sand in 262 bbis

PRODUCTION CASING Iightning 17 frac fluid Tmaled @avg press
of2625, wlavg rateof24 8 bpm ISIP 3250CSG SIZE 5 1/2" psi Calc flush: 5562 gal Actual flush; 5628

GRADE: J-55 gal

WEIGHT: 15 5#

LENGTH 142 jts (6110 67') 03/21/05 5420'-5452 Frac LODC sands as follows:
109.531#'s of20/40 sand in 779 bbisDEPTH LANDED 6108 67' KB lightning 17 frac fluid Treated @avg press

HOLESIZE 77/8 of2314,wlavgrateof246bpm ISIP2500
psi Caleflush 5418gal Actualflush 5460CEMENT DAl A 300 s\s Prem Lite Il mixed & 450 sxs 50/50 POZ mi pg

CEMENTTOPAT 465

03/21/05 5204 -5236 Frac A3 sands as follows:
40 042# s of20/40 sand in 374 bbis

TUBING Iightning 17 frac fluid Treated @avg press
of2129, wlavg rateof24 8 bpm ISlP 3550

SIZE/GRADE/WT 2 7/8' I J-55 psi Calc flush: 5202 gal Actual flush 5208
NO OF JOINTS 188 jts (5858 18') gal

TUBlNG ANCHOR 5870 18 KB 03/21/05 4784'-4798 Frac D2 sands as follows:
NO OF JOINTS: I jts (31 40') 39.71l#'s of20/40 sand in 364 bbls

lightning 17 frac fluid Treated @avg pressSEATING NIPPLE 2 7/8" (I 10') of l756, wlavg rateof24 8 bpm ISIP 2100
SN LANDED AT 5904 38' KB psi Calc flush 4782 gal Actual flush 4788

mal
NO OF JOINTS 2jts (62 38')

TOTAL STRlNG LENGTH 5968 31 w/ 12 KB 4487'-4498• 03/21/05 4487 -4540 Frac PBil and PBIO sands as follows:
27,341#'s of 20/40 sand in 285 bbis

4534'-4540 lightning 17 frac fluid Treated @avg press
of 1882, wlavg rate of 14 3 bpm lSIP 2400
psi Cale flush; 4485 gal Actual flush: 4410

4784'-4798 gal
9-23-08 Pump Change Updated rod & tubing detailsSUCKER RODS

POLISHED ROD: 1 1/2" x 22' 5/13/09 Tubing Leak Updated r & t details

SUCKER RODS: 1-8', 1-6' & I-2' x 3/4' pony rods, 99-3/4"guided rods, I 10- 5204'-5212'
3/4 slicIslods 20-3/4 guided rods 6-1 1/2 weighted rods 5230 -5236

PUMPSlZE 2 I/2 x I I/2 x 10 14 RilAC

STROKE LENGTH 86" 5420 -5452

PUMP SPEED. SPM 5 SPM 5564 -5570

PERFORATION RECORD5780 -5799

5822-5831
03/14/05 5939'-595\ 4]SPF 48holes

Anchor @5870- 03/21/05 5822'-5831 4 JSPF 36 holes
03/2 I/05 5780'-5799 4 JSPF 76 holesSN @5904 03/21/05 5564'-5570 4 JSPF 24 holes- 5939'-5951' 03/21/05 5420'-5452 2]SPF 64holes

EOT @5968, 03/21/05 5230'-5236 4 JSPF 24 holes
03/21/05 5204'-5212 4]SPF 32holes
03/21/05 4784'-4798 4]SPF 56holes
03/21/05 4534'-4540 4]SPF 24holes
03/21/05 448T-4498 4]SPF 44holes

PBTD @6096
SHOE @6109'
TD@6125'

Ashley Federal 2-13-9-15
717' FNL & 1889' FEL

NWINE Section 13-T9S-RI5E
Duchesne Co, Utah

API #43-013-32462: Lease #UTU-66184 DF



ATTACHMENTE ) I
Ashley Federal 1-13-9-15

Spud Date: 6/9/05 Initial Production: 17 BOPD, 7
Put on Production: 8/8/05 Injection Wellbore MCFD, l 10 BWPD
GL: 6033' KB: 6045. Diagram

FRAC JOB

SURFACE CASING 8/l/05 5760 -5888' Frac CPS and CP4 sands as follows:
CSG SlZE 8 5/8" 70.609# s of20/40sand in 559 bbis lightning
GRADE J-55 17 frac fluid Treated @avg press of2153.

wlavg rate of24 8 bpm ISIP 2250 psi CaleWEIGHT 24# flush 5758 gal Actual flush 5565 gal
LENGTH 7 jts (303 5 I )

Cement Top @230 8/1/05 5576-5690 Frac CP3 and CPI sands as follows:DEPTH LANDED 315 36 KB
· -

40.712#'s of20/40 sand in 388 bbis lightning
HOLE SIZE 12 1/4 17 frac fluid Treated@ avg press of 1695,
CEMENT DATA 160 sks Class G Mix Est 3 bbis cement to pit 5rat7eoba247 bpm ISSihP 00 psal Calc

8/1/05 5296 -5322' Frne LODC sands as follows:
60,602# s of20/40 sand in 489 bbis

PRODUCTION CASING
8 l'av a

odf2
I

0e0
CSG SIZE: 5 1/2" psi Calc flush: 5294 gal Actual flush: 5027
GRADE: J-55 gal

WEIGHT: 15 5#

LENGTH: 143jts (6057 57') 8/1/05 4927 -4933 Frac BI sands as follows:
20,544#'s of20/40 sand in 283 bbisDEPTH LANDED: 6055 57" KB lightning 17frac fluid Treated @avg press

HOLE SIZE 7 7/8 ' of 1769, wlavg rateof25 bpm ISIP 1890
psi Calc flush 4925 gal Actual flush; 4675CEMENT DATA 325 sxs Prem Lite il mixed & 450 sxs 50/50 POZ mix Packer tò 4149 mal

CEMENT TOP AT 230
- EOT @4153 8/1/05 4214 -4220' Frac GB6 sands as follows:

24,232#'s of20/40 sand in 269 bbis
ligluning 17 frac fluid Treated @avg press
of 1626. wlavg rateof25 bpm ISIP 1850TUBING
psi Cale flush 4212 gal Actual flush: 4108

SIZE/GRADE/WT : 2 7/8" / J-55 / 6 5# gal

NO OF JOINTS 132 jts (4132 93') 4214 -4220

Frac PB10 & PBil sands as follows:
SEATING NIPPLE: 2 7/8" (1 10') 19.190#'s of20/40 sand in 207 bbis of
SN LANDED AT 4144 93' KB 4406 -4413- Lightning 17 frac fluid Perfs broke@

1980 psi Treated @ave pressure of 2615
TOTAL STRING LENGTH: 4153 48 w/ 12 KB

-- 4466 4474' wl ave rateof 144 bpm w/6 ppg of sand
ISIP was 1625

492T-4933 Ilo Well converted to au Injection well. (New
perfs.)

If, MITcompletedandsubmitted.

5296'-5322'

of Nii4 PERFORATION RECORD

7/20/05 5882'-5888 6 JSPF 24 holes
7/20/05 5822'-5824 4 JSPF 8 holes
7/20/05 5802'-5804 4 JSPF 8 holes- 5882'-5888 7/20/05 5760'-5766' 4 JSPF 24 holes
8/01/05 5682'-5690' 4 JSPF 32 holes
8/01/05 5576'-5582' 4 JSPF 24 holes
8/01/05 5296'-5322' 4 JSPF 104 holes
8/01/05 4927'-4933' 4 JSPF 24 holes
8/01/05 4214'-4220' 4 JSPF 24 holes
6/06/06 4466'-4474' 4 JSPF 32 holes

I AMY¶$5liilAK -
PBTD@6012, 6/06/06 4406'-4413' 4]SPF 28holes

SHOE @6056'
Ashley Federal 1-13-9-15

865' FNL & 375' FEL
TD @6065NEINE Section 13-T9S-Rl5E

Duchesne Co, Utah
API #43-013-32463; Lesse #UTU-66184 CD



ATTACHMENTEg
Ashley Federal 8-13-9-15

Spud Date: 6-2-05 Initial Production: BOPD.Put on Production: 7-29-05 Wellbore Diagram MCFD, BWPD
GL: 6070' KB: 6082'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

7-25-05 5680-5880' Frac CP3, CP4 &CPS sands as follows:
GRADE 1-55 78974#20/40 sand in 609 bbis Lightning 17

frac fluid Treated@ avg press of 1453 psiWEIGHT:24# ¯ ¯

w/avgrateof247BPM ISIP2IO0 psi Calc
LENGTH 7 jts (301 93') .. Bush 5677 gal Actual flush 5712 gal
DEPTH LANDED 313 78' KB 7-25-05 5503-5578 Frac CP1 & LODCsands ns follows:

58898#20/40 sand in 493 bols Lightning 17HOLE SIZE 12-1/4"
frac fluid Treated @avg press of 1474psi

CEMENT DATA 160 sxs < lass "G cmt, est 4 bbis cmt to surf a _t rate of24A7ctua
O

SIPS25100psi Calc

7-25-05 5196-5206 Frac LODC sands as follows:
38665#20/40 sand in 387 bbis lightning 17
frac fluid Treated @avg press of2606 psi
wlavgrateof245BPM ISIP2700psi Calc
flush 5194 gal Actual flush 5250 gal

7-25-05 5072-5086 Frac Al sands as follows:PRODUCTION CASING
58776#20/40 sand in 485 bbis Lightning 17CSGSIZE: 5-l/2" frac fluid Treated @avg press of 173 I psi
w/avg rate of24 7 BPM ISIP 2200 psi CaleGRADE: J-55
Bush 5069 gal Actual flush 5124 gal

WEIGHT: 155#
7-25-05 4694-4925 Frac B.5, D3 & DI sands as follows:

LENGTH 142 jts (6032 98') 68044#20/40 sand in 540 bbis Lightning 17
frac fluid Treated @avg press of 1890 psiDEPTH LANDED: 6032 23' KB
wlavg raieof24 7 BPM ISIP 2400 psi Calc

HOLE SIZE: 7-7/8" Bush 4692 gal Actual flush: 4620 gal
CEMENT DATA: 300 sxs Prem Lite 11mixed & 400 sxs 50/50 POZ 8/2/07 Pump change Updated rod & tubing details
CEMENT TOP AT 260' I I-8-07 Tubing Leak Updated rod & tubing deiails

08/20/08 Major Workover Rod & Iubing updated

1/27/09 Tubing Leak Updated r & I detail
TUBING 8/20/09 Tubing Leak Updated md & Iubing details
SIZE/GRADElWT : 2-7/8" /1-55 3/06/2010 Parted mds Updated rod and rubing details
NO OF JOINTS: 185 jts (5792 4 ) 05/14/2010 Paried rods Updated rod and lubing details
TUBING ANCHOR: 5804 ·

1/26/201I Parted mds Updale md and tubing details
NO OF JOINTS I jts (31 4') 05/02/11 Parted Rods Rod & lubing updated
SEATING NIPPLE 2-7/8 (1 10') I

SN LANDED AT: 5838 6

NO OF JOINTS 2jts (62 5')
TOTAL STRlNG LENGTH: EOT @5903

4694-4700'

SUCKER RODS 4760-4768' PERFORATION RECORD
4922-4925'

7-20-05 5875-5880' 4 JSPF 20 holes
POLISHED ROD: 1-1/2" x 22' SM - 5072-5086

7-20-05 5760-5767' 4 JSPF 28 holes
SUCKER RODS 1-4', 1-6'. 1-8' x ¾"pony rods 226-3/4" guided rods 6-1 ½" - 5196-5206 7-20-05 5680-5693' 4 JSPF 52 holes
wt bars 7-25-05 5574-5578 4 ISPF 16 holes
PUMP SIZE 2-1/2 x 1-1/2" x 12 x 16 REIA( 7-25-05 5503-5514 4 ISPF 44 holes

7-25-05 5196-5206' 4JSPF 40holesSTROKE LENGTH: 86" 5503-5514'
7-25-05 5072-5086 4 JSPF 64 holes5574-5578'
7-25-05 4922-4925 4 JSPF 12 holes

PUMP SPEED. SPM: 5 SPM
5680-5693' 7-25-05 4760-4768 4 JSPF 32 holes

7-25-05 4694-4700 4 JSPF 24 holes5760-5767'

Anchor @5804'

5875-5880

EOT @5903'

NEWFIELD PBTD@S988'

Ashley Federal 8-13-9-15 y TD@6035'

2107' FNL & 338' FEL

SE/NE Section 13-T9S-RI5E

Duchesne Co, Utah

API #43-013-32460: Lease #UTU-66184



ATTACHMENTE;3
Ashley Federal 9-13-9-15

Spud Date: 5/30/05 Initial Production: 72 BOPD, 4
Put on Production: 7/15/05 Injection Wellbore MCFD, 75 BWPD
GL: 6113' KB: 6125. Diagram

FRAC JOB

SURFACE CASING 7/8/05 5673'-5755 Frac CP3 and CP4 sands as foHows:
CSG SlZE: 8 5/8" 63.817#'s of20/40sand in 528 bbis lightning
GRADE: J-55 17 frac fluid Treated @avg press of I142,

wlavgrateof246bpm ISIPI800psi Calc
WElGHT 24# flush: 5671 gal Actual flush; 5460 gal
LENGTH: 7 Jts (304 59')
DEPTH LANDED: 314 59' KB

Cement Top @234 7/8/05 557T-5590 Frac CPI sands as follows:
34,856# s of20/40 sand in 360 bbis lightning

HOLE SIZE: 12 1/4" 17 frac fluid Treated@ avg press of1533,
CEMENT DATA 160 sks Class G Mix Est 4 bbis cement to pit mt7e5o 4 4Abpm ISSIP15 ps Calc

7/8/05 5488'-5493 Frac LODC sands as follows:
15,991#'s of 20/40 sand in 264 bb1s

PRODUCTION CASING n 7a
g a

odf2
b lCSG SlZE: 5 1/2" psi Calc flush; 5486 gal Actual flush: 5380

GRADE: J-55 gal

WElGHT: 15 5#

LENGTH: 144 jts (60269T) 7/8/05 5361'-5379' Frac LODC sands as follows:
44,731#'s of20/40 sandin 405 bb1sDEPTH LANDED: 6024 97' KB lightning 17 frac fluid Treated @avg press

HOLE SlZE: 7 7/8,- of 1927, w/avg rateof24 5 bpm ISIP 3800
psi Calcflush: 5359gal Actualflush: 4801CEMENT DATA: 300 sxs Prem Lite Il mixed & 400 sxs 50/50 POZ mi Packer (à 5025 gal

CEMENT TOP AT: 234'
EOT @5029 7/13/05 5057'-5061 Frac Al sands as follows:

12,743#'s of 20/40 sand in 139bbis
lightning 17 frac fluid Treated @avg press

TUBING of335 I, w/avg rate of 14 4 bpm ISlP 2100
psi Calc flush: ?gal Actual flush: 1176

SIZE/GRADE/WT : 2 7/8" /1-55 / 6 5# gal

NO OF JOINTS 182 jts (5008 38') 6/5/06 We!I converted to an Injection welL
SEATING NIPPLE: 2 7/8" (i 10')

6/22/06 MIT completed and submitted.SN LANDED AT: 5020 38' KB

TOTAL STRING LENGTH: 5028 93°
w/ 12' KB

5057 -5061

5370 -5379

PERFORATION RECORD
- 5673 -5382

7/05/05 5744'-5755' 4 JSPF 44 holes
7/05/05 5673'-5682' 4 JSPF 36 holes
7/08/05 5577'-5590' 4 JSPF 52 holes

5744'-5755 7/08/05 5488'-5493' 4 JSPF 20 holes
7/08/05 5370'-5379' 4 JSPF 36 holes
7/08/05 536l'-5366' 4]SPF 20holes
7/08/05 5057°-5061' 4 JSPF 16 holes

PBTD @5980'

SHOE @6025'
Ashley Federal 9-13-9-15
2068' FSL & 489' FEL

TD @6030°
NE/SE Section 13-T9S-RI5E

Duchesne Co, Utah
API #43-013-32459; Lease #UTU-66184 CD



Spud Date: 1/23/2001
Ashley Unit #9-12-9-15

Initial Production: 123.3 BOPD,
Put on Production: 3/22/2001

. 67.4 MCFD, 34.6 BWPDGL: 6042' KB: 6052' Injection Wellbore
Diagram

SI IR¶ACE CASING FRACJOB
CSG SIZE: 8-5/8" 3/1241 5710'-5716' Frac CP-I sandsas follows:
GRADE: J-55

Frac with 27,000#20/40 sand in 293
WEIGHT: 24# bb1sViking I-25 fluid Perfs broke down

@4200 psi Treat at 1840 psi @29LENGTH: 7 jts (300 93') BPM ISIP 2045 psi Begin flowback on
HOLE SIZE:12-l/4" 12/46" choke @l BPM, flowed for I 5

hrs then died
CEMENT DATA: 145 sxs Class "G" cmt

3/13m! 5516'-5538' Frac LDC sands as follows:

Set plug at 5625'

Frac with 106 000# 20/40 sand in 751
- - bbisViking I-25 fluid Perfs broke down

@3500 psi Treat at 2250 psi @30 5
BPM ISIP2545 psi Begin flowback on
12/46" choke@l BPM, flowed for 3 5
hr then died

PRODUCTION CASING 3/14mi 5302'-5326' Frac A-3 sands as follows:
CSG SIZE: 5-1/2"

Set plug at 5420'
GRADE: J-55

Frac with 105,500#20/40 sand in 724
WEIGHT: 15 5# bbisViking I-25 fluid Perfs broke down

@2229 psi Treat at 2250 psi @30LENGTH: 140 jts - landed at 5990 66'
BPM ISIP 2270 psi Begin flowback on

HOLE SIZE: 7-7/8- SN @4481
- - -- 12/46" choke @1 BPM, flowed for 3 5

Packer at 4482' hrs then diedDEPTH LANDED: 5990 66'

CEMENT DATA: 275 sk Prem Lite II mixed &450 sus 50/50 POZ
EOT @4489' 3/15/01 5082'-5089' Frac B-2 sands as follows:

CEMENT TOP AT: ? per CBL
4543'-4552· Set plu8 at 5420'

Frac with 36,400#20/40 sand in 319
bbisViking I-25 fluid Perfs broke down
@4100 psi Treatat 2250 psi @30
BPM ISIP 2100 psi Begin flowback on
12/46" choke @1 BPM, tiowedfor 2 5TUBING - 4782'-4795= hrs then died

SIZEIGRADE/WT : 2-7/8" / J-55 / 6 5# 3/16/01 4952'-4960'
NO OF JOINTS: 139 jts (4470 63') 4880'-4895' Frac C/IM sands as follows:
SEATING NIPPLE: 2-7/8" (I 10') Set plug at 4993'
SN LANDED AT 4480 63' KB 4880'-4895 Frac with 104,000#20/40 sand in 715
PACKER 4481 73, bbisViking I-25 fluid Perfs broke down

@1002 psi Treat at 17205 psi @31
TOTAL STRING LENGTH EOT @4489 04' BPM ISIP 2420 psi Begin flowback on

12/46" choke @l BPM, flowed for 2
4952'-4960, hrs then died

3/19/01 4782'-4795' Frac D-! sandsas follows:

Sei plug at 4826'

Frac with 64,040#20/40 sand in 297
bbisViking I-25 fluid Perfs broke down

5082'-5089' @4068 psi Treat at 2360 psi @30
BPM ISIP 2595 psi Begin flowback on
12/46"choke @I BPM, flowed for 2
hrs then died

12/19/02 Converted to Injector
5KI2 -92"

01/04107 Workover

5516'-553s PERFORATION RECORD
4782'-4795' 4 JSPF 20 holes
4880'-4895' 4 JSPF 28 holes
4952'-4960' 4 JSPF 32 holes
5082'-5089' 4 ISPF 56 hoics
5302'-5326' 4 ISPF 80 holes
$516'-5538' 4JSPF 88 holes

-
5710'-5716• 5710'-5716' 4]SPF 88 holes

12/17/02 4543'-4552' 4]SPF 36 holes

NEWFIELD - yo,,,,,,, y s,4s.

PBTD @5950'

Ashley Unit #9-12-9-15 / \ SHOE @5991'
1790' FSL & 470' FEL

,

NESE Section 12-T9S-Rl5E
Duchesne Co, Utah

API #43-013-32171: Lease #UTU-74826

CB



Spud Date: 3-16-98 Nine Mile #12-7-9-16
Put on Production: 4/24/98 Initial Production: 123 BOPD,

GL: 6013' KB: 6025' Wellbore Diagram 169 MCFPD, 4 BWPD

SI I FACECASING FRACJOB
CSG SIZE: 8-5/8" 4/15/98 5696'-5703' Frac CP sandas foHows:
GRADE: J-55 Cement Top@ 190 120,300#of20/40 ad in 598 bbls

Delta Gel Treated@ avg press 2140 psiWEIGHT:24# & avg rate28 bpm,ISIP 2542 psi
LENGTH: 7 jts Flowback for 4 5 hrs & died

DEPTH LANDED: 304' 4/16/98 4914'-5006' Frac C/B sands as foDows:

HOLE SIZE:12-l/4,, 92,400#of20/40 sd in 468 bbis
Delta Gel Treated@ av8press 1350psi

CEMENT DATA: 120 sus Premium cmt. est 6 bbis to surf. & avg rate28 I bpm, ISIP 2564 psi
Flowback for 2 5 hrs & died

4/20/95 4770'-4846' Frac D sand as Iollows:
- - 115,300#of20/40sdin534bbis

Delta Gel Treated @avgpress 2400 psi
& avg rate 32 bpm, ISIP 3233 psi
Flowback for 2 5 hrs &died

PRODUCTION CASING 1/31/02 Pump changeUpdate red and tubing details

CSG SIZE: 5-l/2" 4/05/02 Pump changeUpdate red and tubing details

GRADE: J-55 7/31/03 Pump change Update rod detail

WEIGHT: 15 5# 03/01/06 Pump Change Update rod andtubing details

LENGTH: 140jts (5930')

DEPTH LANDED: 5942 18'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Hibond mixed & 320 sks thixotropic

CEMENT TOP AT: 190'

TUBING
SIZEIGRADE/WT : 2-7/8" I M-50 / 6 5#

NO OF JOINTS: 183jts (5680 73')

TUBING ANCHOR: 5692 73' 4770'-4785'

NO OF JOINTS: I jts (30 22')

SEATING NIPPLE: 2-7/8" (I 10')
SN LANDED AT: 5725 75' KB 4836'-4846'
NO OF JOINTS: 2 jts Gas anchor (61 70')
TOTAL STRING LENGTH: EOT @5789 00'

4914'-4920'

4928'-4934' PERFORATION RECORD

SUCKERRODS
4942'-4955, 4/15/98 5696'-5703' 4 JSPF 28 holes

POLISHED ROD: 1-1 1/2"x 22' SM
4/16/98 5002'-5006' 4 ISPF 16 holes

4/16/98 4942'-4955' 4 JSPF 52 holes
SUCKER RODS: 6-1 1/2"weight bars; 23-3/4" scrapered rods; 106-3/4" plain 5002'-5006'
rods, 93-3/4" scrapered rods, 4',4',4', 2',2', x 3/4" pony rods

4/16/98 4928'-4934' 4 JSPF 24 holes

PUMP SIZE: 2 1/2"x i 1/2"x 12'x 14 5 RHAC Anchor @5692, 4/16/98 4914'-4920' 4 JSPF 24 holes

STROKE LENGTH: 74"
4/18/98 4836'-4346' 4 JSPF 90 holes

PUMP SPEED. SPM: 5 SPM
•

5696°-5703'
4/18/98 4770'-4785' 4 ISPF 60 holes

SN @5725'

EOT @5789'

NEWFIELD
TopofFill@5800'

PBTD @5940'

Nine Mile #12-7-9-16 SHOE @5942'

1980 FSL & 594 FWL To g seso
NWSW Section 7-T9S-R16E

Duchesne Co, Utah
APl #43-013-32014; Lease #UTU-74390

CB



ATTACHMENT4
West Point 5-18-9-16

Spud Date 12-6-06 Initial Production: BOPD,
Put on Production 2-22-07 Injection Wellbore MCFD, BWPD
GL: 6162' KB: 6114 Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE 8-5/8" 02-15-07 5934-5941 Frac CPS sands as follows:
GRADE 1-55 19805#20/40 sandin 314 bbis Lightning 17

WEIGHT 24#
Cement top@ 70' frac iluid Treated@ avg press of2564 psi

¯ ¯ m/avg rate of23 4 BPM ISIP 2257 psi Calc
LENGTH 7 jts (301 45') flush 5932 gal Actual flush 5447 gal

DEFTH LANDED 312 35 KB 02-15-07 5653-5659 Frac CPI sands as follows:
25347# 20/40 sand in 349 bbis Lightning 17

HOI.E SlZE 12-1/4' frac Iluid Treated @avg press of2060 psi
CEMENT DATA 160 sxs Class "G" cmt, est 4 bbis cmt to surf w/avg late of25 2 BPM ISIP 1953 psi Calc

flush 565Igal ActualBush 5124gal

- - 02-15-07 5145-5155 Frac A I5 sands as follows:
92086#20/40 sand in 671 bbis Lightning 17
frac fluid Treated@ avg press of2010 psi
w/avgrateof2]3BPM ISIP2009psi Calc
Hush 5143 gal Actual flush 4641 gal

PRODUCTION CASING
02-16-07 4960-4970 Frac B.5 sands as follows:CSG SIZE 5-l/2 '

70364#20/40 sand in 549 bbis Lightning 17
GRADE J-55 frac Huid Treated@ avg pmss of2030 w/

avg rate of 25 BPM ISIP 2270 psi CalcWEIGHT IS 5#
flush 4958 gal Actual Hush 4452 gal

LENGTH 137 jts (6049 43') Packer @4404
02-16-07 4821-482T Frac D2 sands as follows:DEPTH LANDED 6062 68' KB EOT(iò 4408 15IO6#20/40 sand in 257bbis Lightning 17

HOLE SIZE 7-7/8' frac fluid Treated @avg press of2662 w/
avgrateof246BPM ISIP2660psi CalcCEMENT DATA 350 s\s Prem Lite 11mixed & 425 sss 50/50 POZ
lhish 4819 gal Actual flush 4307 gal

CEMENT TOP AT 70
02-16-07 4612-4662 Frac DI, & D2 sands as follows:

6055 If 20/40 sand in 476 bbis Lightning 17- fiac Huid l iented @avg press of 1910 w/

TUBING
¯ avgrateof247BPM ISIP2084psi Calc

Hush 4610 gal Actual Bush 4108 gal
51ZE/GRADE/WT 2-7/8"/J-55/65#

02-16-07 4462-4481' Frac PBIO sands as follows:NO OF JOINTS 139 jts (4387 65') -

52
82, 90772#20/40 sand in 678 bols Lighining 17

TUBING ANCHOR 4404 05 KB frac fluid Treated @avg press of2025 w/

SEATINGNIPPLE 2-7/8"(! 10') h
4e4 027a

t alfl h 4 6
aCalc

SN LANDED AT 4399 65 KB 4960-4970 Recompletion

TO TAL STRING LENGTH EOT @4408 07' KB
8-30-07 58 19-5826

6 20/4
dsn

i bis Lightning 17
I t a frac fluid Treated@ avg press of3747 w/

avg raicof 14 3BPM ISIP 1946psiAcutal
flush 1593

10/9/08 Well converted to an injection Well.
10/23/08 MIT completed and submitted.

PERFORATION RECORD
02-02-07 5934-5941' 4]SPF 28holes
02-15-07 5819-5826' 4]SPF 28holes

5653-5659' 02-15-07 5653-5659' 4 JSPF 24 holes
02-14-07 5144-5155 4ISPF 40holes

- 5738 -5748 new
02-15-07 4000-4970 4 ISPF 40 holes
02-16-07 4821-4827' 4JSPF 24holes
02-16-07 4652-4662 4 JSPF 40 holes
02-16-07 4612-46IT 4]SPF 20holes
02-16-07 4462-448 1' 4 ]SPF 76 holes

5819-5826 8-29-07 5738-5748' 4]SPF 28holes

- 5934-5941'

PBTD @602T

SHOE @6063'
West Point 5-18-9-16

TD @6075
1973' FNL & 466' FWL

SW/NW Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-32996. Lease # UTU-74390

CR



Ashley Federal S-12-9-15
Spud Date: 12/04/2009
Put on Production:01/18/2010 Wellbore Diagram

GL:6069' KB:6081' FRACJOB
01-19-10 6087-6172' Frac CPS & BSL unds es ibliews:

SURFACE CASING Fracwith 50956820/40 sendin 308bbis
Cement Top@ 110' IJghining 17fluid.

cse sizE: &SW 01-19-10 5763,589T Frac CPI & CP2 sands .m faHaws:
GRADE J-55 Frac widi 38759#20f40 sand in 252bble

WEEGHT:24f
Lightnins 17 Enid

01-19-10 5367-5505' hac LODC sands as ibBows:
LENGTK 7 jts (308') Frac with 1655890 2Di40sand in 989
DEPTH LANDED: 3l9 85' bols Ligianing 17Buid

HOLE SIZE: 12-1/4" 01-19-10 4890-4975" Frac D2 & D3unds as follows:
Prac with 10431#20/40 sandin 430 bbb

CEMENTDATA: 160 m Class"G" con Lightning 17 Buid
01-19-19 4725.4734' Frac DS1 sands as foRows: Frac with

405198 2&d0 sand in 247 bbis Lightning
17fluid

PRODUCTION CASING
CSO SIzB 5-1/2"

GRAÐE 1-55

WEIGHT: 155#

LEMGIH: 149jts (6230 12)

HOLE SIZE: 7-7/8"

DEFIH LANDED: 6285 39'

CEMEWTDATA: 300 susPrem LiteII ruixed& 400 sus SW50POz 4725-472T

CEMENT TOP AT: 110' 4731-4734'

48904895'

492&4930'

TUBING 4,4,49,,.

SIZEKIRADEIWT:2-7Æ"IJ-55/65#

NO OF JOIbTIS: 182jis (5934 T)

TUBING ANCHOR: 5946 2=

NO. OF JOINTS: 1jts (32 6') 5367-5369'
SEATINGNIPPLE 2-7/B'(1 l')
5N LANDED AT: 5981d' KB 5427-5429'

NO OF JOINTS: jts ($2.6') 5450-3453'

TOTAL STRINGLENGTH: EOT @6120'
- 5482-5485'

5500-5505"
SUCKER RODS

POLISHED ROD: 1-lf2" x 26'

SUCKERRODS: 235 -7/8" 8perguidedrods, 4 - 1 ½" weight bars

PUMP SIZE:2 ½ r 1 ¾x Wx 24' RHAC $763-5765 PERFORATION RECORD

STROKELENGTH: 144 | $778-5780' 6144-6172' 3 JSPF 24 holes

PUMP SPEED: SPM 4
6087-6092' 3 JSPF 15 holes

5876-5879, 5895-589T 3 JSPF 6 holes
5886-5888' 3 3SPF 6 holas

5886.5888' 5876-5879' 3]SPF Sholes
5895-5897. 5778-5780' 3 JSPF 6 holes

5763-5765' 3 JSPF 6 holes
A.char o sees' sseo-ssos' a IsrF is ani..

SN 5982. 5482-5485' 3 ISPF 9 holes
6087-6097 5450-5453' 3 JSPF 9 holes

5427-5429' 3 JSPF 6 holes
EOT@617 5367-5369' 3 JSPF 6 holes

4969-4975' 3]SPF Isholes
6164-6172' 4928-4930' 3 JSPF 6 holes

PBTD@6242= 4890-4895' 3 JSPF 15holes

5HOE @6285, 4731-4734' 3 ISPP 9 boles

TD @630T
4725-472T 3 JSPF 4 holes

AshleyFederal S-12-9-15
911' FSL & 650' FEL (SE/SE)

Section12,T9S,RISE
DuchesneCo, Utah

API # 43-013-33762; Lease # UTU-74826



Spud Date:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB:6003- WeHboreDiagtam

SURFACß CASinjG FRAC JOB
CSG SIZE: 8-5 8 Cemem Top 'ä W 10/23/08 5858-5864' Frue CPI sds as follows:
GRADE 1-55 25.074#20/40sand in 374 bbis of Lightning17fluid Treated we ave

WEIGHT 24& prcssure of2210 psi (à ave rateof234 BPM IS1P2192psi Actual Gush
5351 gals

LENGTH: 7jls (320 79') 10/23/08 5556-5570' Frac LODCl sds as follows:
DEPTH LANDED:330 79 60.708#20'40 sandin 526 bbisof Lightning17 fluid Treatedw ave

HOLE SIZE:12-lld, | p urchof2417psifeaveraic of23.5 BPM ISIP2435psi Actual ilush

CEMENT DATA: To surfacewith 160 9x Class 0 cement 10/23/08 5430-5436' Frac LODC2 sds as follows:
29.466#20/40 sand in 403 bbis of Lighming17fluid.Treatedw are
pressure of 2235psi g ave rateof23 5 BPM ISIP 2278psi Actual flush
4922 gals

10/23408 5294-5314' Frac Al sds as follows:
40,610# 20/40sand in 418 bbis of Lightning17fluid Treatedw ave
pressure of 2417 psi (à ave rate of 23 4 BPM lSIP 2464psi Actual Bush

PRODUCTION CASING 478sgats

CSG SIZE 5-1 2.. 10/23/08 5164-5182 Frac B2sds as foRows:
40.370#20/40 sand in 408 bbis ofLi8htning 17Huid.Trcaled wt arc

GRADE: 1-55 Chs GB pressure of 2157psi (ã ave rate of23 5 BPM lSIP 2272psi Actual Rush:
WEIGHT 1558 4658 µls

LENGTH jts 43704336 10/23/08 4950·4958" FracD2sdsasfoDews:
24,846¥ 20/40sand in 350 bbis ofI.ightning 17Ouid Treated wi are

DEPTHIANDED 6332 pressureof2339psigaverateof234BPM ISIP2136psi Actualilush
HOLE SIZE: 7-7/8 agar .i 4& 4444 gals

CEMENT DATA: 350 s Premliic!! and 475 sx 50r50Por
4

#220/40
an 368

bbisF úl
d cated wt ave

CEMEN f TOP AT:60 496 4No pressure of 2456psi @averateof 234 BPM ISIP 2$04psi Actual Gush
4280 gals

10/24/08 10/24/08 Frac GB2,GB4, GB6 sds as Mions:
101.148#20 40 sand in 718 bbis of Lightning17fluid Trcatedsi ave
pressureof 183I psi il ave rateof23 5 BPM ISIP 2253 psi Actual Hush

TUBINß ils 4200gals

SIZEIGRADE WT: 2 7 8" J-SS 6 So

NO OF JOINTS 188jrs (58272'l y 5 28 09 PartedRods Updatedrod & tubingdclails

TUBING ANCHOR:5829 10' KB 11 19:09 TubingLeak Updatedred & tubmgdetads

NO OF JOINTS 1jt (32 9') 354 I 1 19 10 Tubing Leak Updatedrod & tubingdetaib

SEAflNGNIPPLE 278 (i10)

SNLANDEDAT:5863 KB gy

NO OF JOINTS: 2 jts (61 80')
TOTALSTRING LENGTII: EOTé 5926 5 = 1-4

SUCKER RODS

PO1.ISHEDROD: I l'2" x 26 polishedrod .5456

SUCKER RODS: 230-7'8"guidedrods(S per). 4- I ½" sinker bars
PUMPSIZE:2 I 2'x I34 xIT'x 20x 17RHAC "CDI ag
STROKE LENGTH: 122

PUMP SPEED. SPM:5
5626.5636

PERFORATION RECORD

Amber a Ses 10123 08 4288-4298' 4 JSPF 40 boles
1023 08 4330.4336° 4 JSPF 24 hoics

SS58,5RC4 1023 08 4340-4348' 4 JSPF 32holes
10 23 08 4356 4360 4 JSPF 16hoics

10 23 OR 4372-4378 4 JSPF 24 holes
voT y= 5 26 102305 4412-4418 4JSPF 24holes

10 23 08 4784-4792' 4 JSPF 32 hoics

to Tu a 52:; i
. 1023 08 4950-4955' 4 JSPF 32 holes

NEWFIELD 102308 St64-5182 4JSPF 72holes
1023 08 $294-5314 4 JSPF 80 holes
1023 08 5430-5436 4 JSPF 24 hoics
10 23 08 5444-5456' 4 ISPF 48 holes

West Point Fed #R-7-9-16 10 23 08 5556·5570 4 JSPF 56 holes

484' FSL & 194l' FWL 1023 08 5626-5636 4 JSPF 40 holes

SE/SW Section7-T9S-R16E lo 23 es 5858-5864 4 JSPF 24 holes

Duchesne Co, Utah
API #43-0 13-33974: lose #UTU-74390

TWOI II



West Point Federal 4-18-9-16
Spud Date 12-8-06
Put en : P&A Wellbare
GL: 6035' KB: 6047' Diagrazil

NEWFIELD

West Point Federal 4-18-9-16
KC4-9-07

715' FNL & 406' FWL

NWNW Section18-19S-Rl6E

Duchesne Co, Utah

API #43-013-32793; Lease



GMBU U-12-9-15
Spud Date: 11/07/20I1

PWOP: 12/17/2011 Wellbore Diagram
GL: 6037" KB: 6047'

FRAC JOB

12/08/20\ \ 5942-6058 5' Frac CP4 & CP5, sands as follows:SURFACE CASING
Frac with 44004# 20/40 white sand in 605

CSG SIZE 8-5/8" bb1s hghtning 17 fluid; 802 bbls total fluid to
GRADE J-55 recover

12/12/20] 1 5758-5794' Frac CPI & CP2, sands as follows:WEIGHT 24#
Frac with 54599# 20/40 white sandin 731 bb1s

LENGTH 7 jts (306') hghtning 17 fluid; 867 bb1s total fluid to
DEPTH LANDED 316 32' KB recover

HOLE SIZE 12-1/4,, 12/12/2011 5254-5355' Frac LODC& Al, sands as follows:
Frac with 36388# 20/40 white sand andm 304

CEMENT DATA 160 sxs Class "G" cmt bblshghtning 17 fluid, 427 bbls total fluid to¯ 4301-4302, recover

4311-4313, 12/12/20\ l 5054-5132 5' Frac B2 & B.5, sands as follows:
Frac with 84509# 20/40 white sand in 1038
bb1slightning 17 fluid; 811 bb1s total fluid to4338-4339' recoverPRODUCTION CASING 4344-4347'

12/12/201I 4879-4982' Frac C, D2 & D3,sands as follows:CSG SIZE 5-1/2"
Frac with 49854# 20/40 white sand in 637 bbIs

GRADE J-55 hghtning 17 fluid. 518 bb1s total fluid to
WEIGHT 155# 4879-4881· 12/12/2011 4301-4347'

rFrac
B4&GB6,sandsasfollows:

LENGTH 147jts (6276 54') -Includmg Shoe Joint (42 66') Frac with 74640# 20/40 white sand in 767 bbis
hghtning 17 fluid; 730 bbis total fluid toHOLE SIZE 7-7/8

- 4920-4922 recover
DEPTH LANDED 6295 15' KB

CEMENT DATA 250 sxs Prem Lite II rnixed & 425 sxs 50/50 POZ

CEMENT TOP AT 120' 4977 5-4978 5'
4980-4982'

SIZE/GRADE/WT 2-7/8" / J-55 / 6 5#

NO OFJOINTS 192jts (5991 I')

TUBINGANCHOR 6001 l'KB 5116-5117 PERFORATION RECORD

NO OF JOINTS 2 jt (62 6')
5122-5124 6057 5-6058 5' 3 JSPF 3 holes
5128-5129' 6051-6052 3 JSPF 3 holes

SEATINGNIPPLE 2-7/8"(1l') 51315-51325 6041-6042 3]SPF 3holes
SN LANDED AT 6066 5' KB 6036-6037 3 JSPF 3 holes

6030-6031 3 JSPF 3 holes
NO OF JOINTS 2 jts (62 6') 5942-5944 3 JSPF 6 holes
NOTCHED COLLAR 6130 2' KB 5792-5704 3 JSPF 6 holes

5254-5255 5766-5768' 3JSPF 6holes
TOTAL STRINGLENGTH EOT @6131' 5760 5-5761 S' 3 JSPF 3 holes

5758-5759' 3 JSPF 3 holes
5354-5355' 3 JSPF 3 holes
5350-5352' 3 JSPF 6 holes

5350-5352 5260-5261' 3]SPF 3holes
$354-5355 5257-5259' 3 JSPF 6 holesSUCKER RODS 5254-5255' 3 JSPF 3 holes

51315-5132-5' 3]SPF 3holesPOLlSHED ROD 1-1/2" x 30' Spray Metal Polished Rod 5758-5759 5128-5120' 3 JSPF 3 holes
SUCKER RODS 1 -7/8" x 2 Pony Rod. 1 -7/8" x 4' Pony Rod, 1 - 7/8" x 6' 5760 5-5761 5' 5122-5124' 3 JSPF 6 holes
Pony Rod, 1 -7/8" x 8' Pony Rod, 71 -7/8" 8per Guided Rods (1775'), 54 -¾ 5766-5768 5116-5117' 3 JSPF 3 holes
Spei GuidedRods (1350'), 109 -¾"4pei Guided Rods (2725'), 5 - I ½" Smker 5792-5704 5057-5058' 3 JSPF 3 holes
Bars (125'), 5 - \" x 4' Stabilizer Bars (20') 5054-5055' 3 JSPF 3 holes

4980-4982' 3]SPF 6holesPUMP SIZE 2 ½" xl ¾" x 20 x 24' RHAC 5942-5944
4977 5-4978 5' 3 JSPF 3 holes

STROKE LENGTH 144,, Anchor @6001 4920-4922' 3 JSPF 6 holes
4879-4881 3 JSPF 6 holesPUMP SPEED 5 SPM 6030-6031
4344-4347' 3 JSPF 9 holes6036-6037' 4338-4339' 3 JSPF 3 holes6041-6042' 4311-4313 3JSPF 6holes

6051-6052' 4301-4302' 3 JSPF 3 holes
2 6057 5-6058 S'

EOT@6131'

NEWFIELD
PBTD @6250'

GMBU U-12-9-15 TD@6306'

864'FNL & 347" FEL (NE/NE)
Section 13, T9S, R15E
Duchesne County, Utah

API #43-013-50693: Lease # UTU-66184

CS



GMBU W-7-9-16
Spud Date: 11/16/2011

Put on Production: 01/04/2012 WellboæDiagram
GL: 6050' KB: 6060'

FRACJOB
12/07/201 I 5850-6047' Frac CPl. CP2 & CP5, sands as follows:SURFACE CASING

Frac with39946# of20/40 white sandmCSGSIZE: 8-5/8"
495 hghtning 17 frac fluid. 692 bb1s total

GRADE: J-55 fluid to recover

12/21/201 I 5206-5486' Frac A3 & B2, sands as follows:WEIGHT 24#
Frac with 59938# of20/40 white sandLENGTH 7)ts (317 51') in 480 hghtning 17 frac fluid, 605 bbIs total

DEPTH LANDED 327 83' KB fluid torecover

HOLE SIZE 12-1/4,, 12/21/2011 4783-4931' Frac DI & DS1,sands as follows:
Frac with 35050# in 20/40 white sand in 298

CEMENT DATA 160 sxs Class"G" cmt bbis lightning 17 frac fluid 441 bbls total fluid
- to recover

12/21/2011 4320-4392' Frac GB2 S GB4, sands as follows:
Frac with 29941# 20/40 white sand in 248 bbis
hghtning 17 frac fluid, 351 bb1s totalfluid to

PRODUCTIONCASING recover

CSG SIZE 5-1/2

GRADE 1-55

WEIGHT: 15 5#

LENGTH 151 Jts (6393 00') - Including Shoe Jomt (44 31')
HOLE SIZE 7-7/8"

DEPTH LANDED 6410 85' KB

CEMENT DATA 230 sxs Prem Lite Il mixed & 460 sxs 50/50 POZ

CEMENT TOP @ 22
4320-4322'

4389-4392
4783-4784

TUBING 4792-4794'
SlZE/GRADE/WT 2-7/8" / J-55 / 6 5#

NO OF JOINTS 193 jts (6008 2') 4905-4906'
PERFORATION RECORDTUBINGANCHOR 6018 2' KB

4929-4931' 6045-6047' 3 JSPF 6 holesNO OF JOINTS 1Jt (31 2')
5899-5900' 3 JSPF 3 holes

SEATINGNIPPLE 2-7/8"(I I ) 5868-5869' 3JSPF 3holes
SN LANDED AT 6052 2' KB 5863-5864 3 JSPF 3 holes

5850-5850' 3 JSPF 3 holesNO OF JOINTS 2 Jts (62 6') 5206-5208 5483-5486' 3 JSPF 9 holes
5217-5218' 3 JSPF 3 holesNOTCHED COLLAR 61 15 9' KB 5217-5218' 5206-5208' 3 JSPF 6 holes

TOTALSTRlNGLENGTH EOT@,6116' 4929-4931' 3]SPF 6holes
4905-4906' 3 JSPF 3 holes
4792-4794' 3 JSPF 6 holes
4783-4784' 3 JSPF 3 holes5483-5486'
4389-4392' 3JSPF 9holes
4320-4622' 3 JSPF 6 holesSUCKER RODS

POLISHED ROD 1-1/2" x 30' Spiay Metal Pohshed Rod

SUCKER RODS 1 - 7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod.78 -7/8'
5850-5850'

SperGuidedRods(1950') 156-¾"4per GuidedRods(3900') 5--!"Stabihzer
5863-5864'subs (20'), 5 - I ½" Sinkel Bars (125')
5868-5869'PUMPSIZE 2-l/2"xi-3/4 x20 x21 x24 RHAC

STROKE LENGTH 144 5899-5000'

PUMP SPEED 5 SPM

Anchor @60 I 8

.- 6045-6047'

EOT@6116'

NEWFIELD
PBTD @6364'

GMBU W-7-9-16 - TD@6425'

891' FNL & 1589' FWL (NE/NW)
Section 18, T9S, R16E
Duchesne County, Utah

API #43-013-50698, Lease # UTU-74390

CS



Mult<hemAnalyticalubmy ATTACHMENTF multi-chem
1553 East Highway 40 i

i A HALLIBURTONSERVICEVemal, UT84078
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betis
Well Name: SWDIF Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/16/2012 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA-205549 Brine Chemistry Consortium (Rice University)

H2S in Water (mg/L): 30.00 Manganese (Mn): 0.10 Silica (SîO2)
Notes:
P=.6

(PTB = Pounds per Thousand Barrels)
Calciurn Barium Sulfate Iron Iron Gypsuril Celestite Halite ZincCarbonate Sulfide Carbonate CaSO4 2HŽO SrSO4 NaCI Sulfide

70 14 0.00 0.00 1.61 5.33 1.38 0.90 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.04 0.21
95 157 0.00 0.00 1.38 5.23 1.22 0.88 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 8.58 0.21

121 300 0.00 0.00 1.20 5.10 1.23 0.88 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 8.30 0.21
146 443 0.00 0.00 1.07 4.97 1.29 0.89 0.12 0.30 0.00 0.00 0.00 0.00 0.00 0.00 8.08 0.21
172 585 0.00 0.00 0.98 4.85 1.39 0.90 0.32 0.64 0.00 0.00 0.00 0.00 0.00 0.00 7.92 0.21
197 728 0.00 0.00 0.92 4.76 1.52 0.91 0.51 0.85 0.00 0.00 0.00 0.00 0.00 0.00 7.80 0.21
223 871 0.00 0.00 0.89 4.70 1.68 0.92 0.70 0.99 0.00 0.00 0.00 0.00 0.00 0.00 7.71 0.21
248 1014 0.00 0.00 0.88 4.69 1.87 0.93 0.89 1.08 0.00 0.00 0.00 0.00 0.00 0.00 7.65 0.21
274 1157 0.22 6.88 0.88 4.70 2.07 0.93 1.07 1.13 0.00 0.00 0.00 0.00 0.00 0.00 7.63 0.21
300 1300 0.46 11.97 0.91 4.74 2.30 0.93 1.25 1.17 0.00 0.00 0.00 0.00 0.00 0.00 7.62 0.21

Hernihydrate Anhydrate Calcium Zinc Lead Mg Ce Mg
CBSO4 0.5H2 CaSO4 Fluoside Carbonate Sulfide Silicate Silicate

------------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.32 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 10.53 0.12 0.00 0.00 0.00 0.00 0.00 0.00

121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.97 0.12 0.00 0.00 0.00 0.00 0.00 0.00
146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.51 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 9.13 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 8.82 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 0.18 0.09 8.56 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 0.43 0.17 8.36 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 0.64 0.21 8.19 0.12 0.00 0.00 0.00 0.00 0.00 0.00
300 1300 0.00 0.00 0.00 0.00 0.00 0.00 0.84 0.23 8.07 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positivescaling potential under initial temperatureand pressure: Barium Sulfate IronSulfide Zinc Sulfide Lead Sulfide

Multi-Chem- A HalliburtonService Friday, January 20, 2012
es Carnmirnent Page 1 of 3 Excellence



MAChen ce bon*" ATTACHMENTP multi-chenT
Vernal,UT84078 A HALLIBURTONSERVICE
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate ZincSulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
0.5 12 2 6
0.4 10

1.5
4

4 2 m
0.1 2

1 0.5 3

0 0 0 0
20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300

Temperature Temperature

Iron Sulfide Iron Carbonate

0.4 0 6
0 4

0 5 0.2 0 2

20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300
Temperature Temperature

Lead Sulfide Zinc Sulfide
0 10 025

0.08 e 6 0.15o 6
0.06 4 0.14

2 0 2 0.05
0 0 0 0

20 60 100 140 180 220 2BD 300 20 60 100 140 180 220 260 300
Temperature Temperature

Zinc Carbonate
1 025

0.8 02

e 0.6 0.15

0.4 0.1

0.2 -0.05

0 0
20 60 100 140 180 220 260 300

Temperature

Multi-Chem- A Halliburton Service Friday, January 20, 2012
es Commirnent Page2 of 3 :vc a



Mul&ChemAnalydcelLaboralory
1553 East Highway40 ATTACHMENTF multi-chem
Vernal, UT84078 A HALLIBURTONSERVICE

Multi-Chem - A HalliburtonService Friday, January 20, 2012
Em/cs communent Page 3 of 3 Excedenca



M Ommh...-- ATTACHMENTF multi-chenT
1553 East Highway 40
Vemal, UT84078 A HALLIBURTON SERVICE

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Detron Betts
WellName: WPOINT4A-18·G-16 Lab Tech: GaryPelemon
Sample Point: Trealer
Sample Date: 12/14/2011 scalingpotential predicted using ScaleSottPitzer from
Sample ID: W 204721 Brine Chemistry Consortium (Rice University)

Calcu Degsg ( I): 1 01 ontiu r : c Aci H

ssolved C (niggy 0 00 gg_( p 0.00 Flyggde (
4i.".Geel?!=..................? Antrnon 0 00 Bro_ging(gr}

H2S in Water (mg/L): 10.00 Manganese (Mn): 1.70 Silica (SiO2): 0.00
Noles:

(PTB = Pounds per Thousand Barrels)
Calcium Barium Sulfate Iron Iron Gypsum Celestite Halite Zinc

Carbonate Sulfide Carbonate CaSO4-2H2O SrŠO4 NaCI Sulfide

El-----------------
70 14 1.90 92.98 2.46 14.84 5.15 9.05 3.36 50.08 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 1.93 93.35 2.22 14.80 4.93 9.05 3.48 50.10 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 1.97 97.85 2.03 14.75 4.78 9.05 3.60 50.13 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 2.04 102.73 1.89 14.69 4.70 9.05 3.71 50.14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 2.11 107.64 1.79 14.63 4.66 9.05 3.82 50.15 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 2.20 112.22 1.71 14.58 4.66 9.05 3.92 50.16 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 2.29 116.19 1.67 14.55 4.69 9.05 4.00 50.16 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 2.39 119.39 1.64 14.53 4.74 9.05 4.07 50.17 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 2.49 121.80 1.64 14.52 4.81 9.05 4.11 50.17 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 2.58 123.48 1.65 14.54 4.88 9.05 4.14 50.17 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Antiydrate Calcîum Zinc Lead Mg Ca MgCaSO4~0.5H2 CaSO4 Fluoride Carbonate Sullide Silicate Silicate

MI-----------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate

Multi-Chem-A HallibuttonService Wednesday, January 04, 2012
Commitment Page 1 of2 Excel/ence



Muli·ChemAnalylcalb, ATTACHMENTF .

1553EastHighway40
multi-chem

Vemal,UT84078 A HALLIBURTON SERVICE
These scales have positive scaling potential under final temperatureand pressure: CalciumCarbonate Barium Sulfate Iron Sulfide IronCarbonate

Calcium Carbonate Barium Sulfate

2.
1 2.5

e 80 - e 1.5
60 g 1 640 'il 4 90.5 20 0.5

2 Ë
0 0 0 0

20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300
Temperature Temperature

Iron Sulfide iron Carbonate
6 10 45 60

e 6 c 3

0 0 0
20 60 100 140 180 220 260 300 20 60 100 140 180 220 260 300

Temperature Temperature

Multi-Chem- A Halliburton Service Wednesday, January 04, 2012
Commítme t Page 2 of 2 Excel/ence



Attachment "G"

West Point Federal #4A-18-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5793 5800 5797 2240 0.82 2202
5621 5630 5626 2600 0.90 2563
5126 5134 5130 3240 1.07 3207
4758 4765 4762 1944 0.84 1913
4596 4611 4604 2200 0.91 2170
4230 4239 4235 2010 0.91 1983

Minimum 1913

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



DAILYCOMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 01/26/07 Day:

_

1
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CP4 sds 5793-5800' 4/28

CHRONOLOGICAL OPERATIONS
Date Work Performed: 01/25/07 SITP: SICP:

Install 5M frac head. NU Cameron BOP. RU HIO truck & pressure test casing, frac head, blind rams & casing valves
to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @ 5950' & cement top @ 150'
Perforate stage #1 W/ 4" ported gun as follows: CP4 sds @ 5793-5800' W/ 4 JSPF for total of 28 shots. RD WLT
SIFN W/ est 139 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date:
Fluid lost/recovered today: 143 Oil lost/recovered today:
Ending fluid to be recovered: 143 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIIVIULATIONDETAIL COSTS
Base Fluid used: Job Type: Weatherford BOP $1,140
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $800

Perforators LLC

Drillingcost $314,912
Action Hot Oil $735

Location preparation $300
NPC wellhead $1,500

Benco - anchors $1,200
Admin. Overhead $3,000

Max TP: Max Rate: Total fluid pmpd: NPC supervision $300
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: 15 min: DAILY COST: $329,589
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD ATTACHMENTG-/

DAILY COMPLETIONREPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/09/07 Day: 2a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD:

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

CP4 sds 5793-5800' 4/28

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/08/07 SITP: SICP: 0
Day2a.

RU BJ Services "Ram Head" frac flange. RU BJ & frac CP4 sds stage #1 down casing w/ 20,017#'s of 20/40 sand ir307 bbis of Lightning 17 frac fluid. Open well w/ 0 psi on casing. Perfs broke down @ 2596 psi. Treated @ ave
pressure of 2259 w/ ave rate of 23.7 bpm wl 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next stageISIP was 2240. bbis EWTR. Leave pressure on well. See day2b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 307 Oil lost/recovered today:
Ending fluid to be recovered: 450 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac Weatherford Services $1,000
Company: BJ Services C-D trkgfrac water $560
Procedure or Equipment detail: CP4 sds down casing NPC fuel gas $105

336 gals to cross link BJ Services CP4 sds
1974 gals of pad NPC Supervisor $60
1511 gals w/ 1-4 ppg of 20/40 sand
3235 gals w/ 4-6.5 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 5334 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2669 Max Rate: 24.7 Total fluid pmpd: 307 bbis
Avg TP: 2259 Avg Rate: 23.7 Total Prop pmpd: 20,017#'s

ISIP: 2240 5 min: 10 min: FG: .82 DAILYCOST: $38,270
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTI
DAILYCOMPLETION REPORT

WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/09/07 Day: 2b
Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5730'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

CP4 sds 5793-5800' 4/28

CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/08/07 SITP: SICP: 1777
Day2b.

RU Lone Wolf WLT, crane & lubricator. RIH w/ Weatherford 5-1/2" (6K) composite flow through frac plug & 9' pergun. Set plug @5730'. Perforate CP1 sds @5621-30' w/ 3-1/8" Slick Guns ( 23 gram, .43"HE, 90 ) w/ 4 spf for totaof 36 shots. RU BJ & perfs won't break down. RIH wl DB & spot 10 gals of 15% HCL acid on perfs. RU BJ & fracstage #2 w/ 41,051#'s of 20/40 sand in 403 bbis of Lightning 17 frac fluid. Open well w/ 1777 psi on casing. Perfsbroke down @ 4000 psi. Treated @ave pressure of 1939 w/ ave rate of 23.7 bpm wl 8 ppg of sand. Spot 12 bbls o
15% HCL acid in flush for ne×t stage. ISIP was 2600. 853 bbis EWTR, Leave pressure on well. See day2c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 450 Starting oil rec to date:
Fluid los_t/recovered today: 403 Oil lost/recovered today:
Ending fluid to be recovered: 853 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac Weatherford Services $2,200
Company: BJ Services C-D trkg frac water $1,008
Procedure or Equipment detail: CP1 sds down casing NPC fuel gas

546 gals to cross link BJ Services CP1 sds
3192 gals of pad NPC Supervisor $60
2500 gals w/ 1-5 ppg of 20/40 sand Lone Wolf CP1 sds $5,000
5463 gals wl 5-8 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 5124 gals of slick water

**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2257 Max Rate: 24.7 Total fluid pmpd: 403 bbis
Avg TP: 1939 Avg Rate: 23.7 Total Prop pmpd: 41,051#'s

ISIP: 2600 5 min: 10 min: FG: .90 DAILY COST: $18,854
Completion Supervisor: Ron Shuck TOTAL WELL COST:



DAILY COMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/09/07 Day: 2c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5240'

Plug 5730'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPFl#shots
CP4 sds 5793-5800' 4/28

A1 sds 5126-5134' 4/32
CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/08/07 SITP: SICP: 1660
Day2c.

RU WLT. RIH w/ frac plug & 8' perf gun. Set plug @ 5240'. Perforate A1 sds @ 5126-34' wl 4 spf for total of 32
shots. RU BJ & frac stage #3 w/ 40,299#'s of 20/40 sand in 387 bbis of Lightning 17 frac fluid. Open well wl 1660 pson casing. Perfs broke down @ 3657 psi. Treated @ave pressure of 2104 w/ ave rate of 24 bprn w/ 8 ppg of sandSpot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 3240. 1240 bbls EWTR. Leave pressure on well. Seeday2d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 853 Starting oil rec to date:
Fluid_lost/recovered today: 387 Oil lost/recovered today:
Ending fluid to be recovered: 1240 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac Weatherford Services $2,200
Company: BJ Services C-D trkgfrac water $1,008
Procedure or Equipment detail: A1 sds down casing NPC fuel gas

588 gals to cross link BJ Services A1 sds
3192 gals of pad NPC Supervisor
2500 gals wl 1-5 ppg of 20/40 sand Lone Wolf A1 sds $4,200
4808 gals wl 5-8 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 4662 gals of slick water

**Flush called @blender to include 2 bbis pumpIline volume**

Max TP: 2400 Max Rate: 24.5 Total fluid pmpd: 387 bbis
Avg TP: 2104 Avg Rate: 24 Total Prop pmpd: 40,299#'s

ISIP: 3240 5 min: 10 min: FG: 1.07 DAILY COST: $12,765
Completion Supervisor: Ron Shuck

.
TOTAL WELL COST:



NEWFIELD U ACHMENTG-7

DAILY COMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/09/07 Day: 2d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4870'

Plug 5730' 5240'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
CP4 sds 5793-5800' 4/28

D2 sds 4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/08/07 SITP: SICP: 1431
Day2d.

RU WLT. RIH w/ frac plug & 7' perf gun. Set plug @4870'. Perforate D2 sds @ 4758-65' w/ 4 spf for total of 2E
shots. RU BJ & frac stage #4 w/ 40,453#'s of 20/40 sand in 380 bbis of Lightning 17 frac fluid. Open well w/ 1431 ps
on casing. Perfs broke down @ 2011 psi. Treated @ ave pressure of 1065 w/ ave rate of 24.3 bpm wl 8 ppg of sand
Spot 12 bbis of 15% HCL acid in flush for ne×t stage. ISIP was 1944. 1620 bbls EWTR. Leave pressure on well. See
day2e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered:

_

1240 Starting oil rec to date:
Fluid I_ost/recovered today: 380 Oil lost/recovered today:
Ending fluid to be recovered: 1620 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac Weatherford Services $2,200
Company: BJ Services C-D trkg frac water $1,008
Procedure or Equipment detail: D2 sds down casing NPC fuel gas $189

462 gals to cross link BJ Services D2 sds
3192 gals of pad NPC Supervisor $60
2500 gals w/ 1-5 ppg of 20/40 sand Lone Wolf D2 sds $4,200
5018 gals w/ 5 8 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 4284 gals of slick water

**Flush called @ blender to include 2 bbis pump/line volume**

Max TP: 2114 Max Rate: 24 Total fluid pmpd: 380 bbis
Avg TP: 1065 Avg Rate: 24 Total Prop pmpd: 40,453#'s

ISIP: 1944 5 min: 10 min: FG: .84 DAILY COST: $31,194
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NWFIELD ATTACHNIENTG (

UfLY CONIPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/09/07 Day: 2e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8 5/8" @ 322' Prod Csg: 5 1/2" @ Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4345'

Plug 5730' 5240'4870'4700'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFI#shots
GB6 sds 4230-4239' 4/36 CP4 sds 5793-5800' 4/28
DS1 sds 4596-4611' 4/60

4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/08/07 SITP: SICP: 1525
Day2e.

RU WLT. RIH w/ frac plug & 15' perf gun. Set plug @4700'. Perforate DS1 sds @4596-4611' w/ 4 spf for total of 6(shots. RU BJ & frac stage #5 w/ 34,437#'s of 20/40 sand in 378 bbls of Lightning 17 frac fluid. Open well wl 1525 pson casin . Perfs broke down @ 3687 psi. Treated @ ave pressure of 2000 w/ ave rate of 14.3 bpm w/ 6.5 ppg osand. S ot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 2200. 1998 bbls EWTR. Leave pressure orwell. RI w/ frac plug & 9' perf gun. Set plug @4345'. Perforate GB6 sds @ 4230-39' w/ 4 spf for totalof 36 shots
SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1620 Starting oil rec to date:
Fluid_I_ost/recovered today: 378 Oil lost/recovered today:
Ending fluid to be recovered: 1998 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac Weatherford Services $2,200
Company: BJ Services C-D trkgfrac water $896
Procedure or Equipment detail: DS1 sds down casing NPC fuel gas $168

336 gals to cross link BJ Services DS1 sds
3276 gals of pad NPC Supervisor $60
2431 gals w/ 1-4 ppg of 20/40 sand Lone Wolf DS1 sds $1,200
4890 gals w/ 5-6.5 ppg of 20/40 sand
320 gals w/ 6.5 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush w/ 4116 gals of slick water
**Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2273 Max Rate: 14.3 Total fluid pmpd: 378 bbis
Avg TP: 2000 Avg Rate: 14.3 Total Prop pmpd: 34,437#'s

ISIP: 2200 5 min: 10 min: FG: .91 DAILY COST: $12,138
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD

WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/10/07 Day: 3
Operation: Completion Rig: NC #1

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 4345'

Plug 5730' 5240'4870'4700'
PERFORATION RECORD

Zone Perfs SPF/#shots Zone Perfs SPF/#shots
GB6 sds 4230-4239' 4/36 CP4 sds 5793-5800' 4/28
DS1 sds 4596-4611' 4/60
D2 sds 4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/09/07 SITP: SICP: 969

Thaw well out. RU BJ & frac stage #6 w/ 50,386#'s of 20/40 sand in 416 bbis of Lightning 17 frac fluid. Open well w
969 psi on casing. Perfs broke down @ 2475 psi. Treated @ave pressure of 1773 w/ ave rate of 24.5 bpm wl 6.5 pp;of sand. ISIP was 2010. 2400 bbis EWTR. RD BJ & WLT. Flow well back. Well flowed for 2.5 hours & died w/ 18(
bbls rec'd. MIRUSU. SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2400 Starting oil rec to date:
Fluid lost/recovered today: 180 Oil lost/recovered today:
Ending fluid to be recovered: 2220 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lighnting 17 Job Type: Sand frac NC #1 rig $1,409
Company: BJ Services C-D trkg frac water $1,200
Procedure or Equipment detail: GB6 sds down casing NPC fuel gas $210

462 gals to cross link BJ Services GB6 sds $20,000
3570 gals of pad NPC Supervisor $300
2819 gals w/ 1-4 ppg of 20/40 sand Lone Wolf GB6 sds $2,000
6463 gals wl 4-6.5 ppg of 20/40 sand Zubiate Hot Oil (Thaw) $385
Flush w/ 4158 gals of slick water C-D trkgwtr transfer $500

Weatherford Services $2,200

Max TP: 1962 Max Rate: 24.6 Total fluid pmpd: 416 bbis
Avg TP: 1773 Avg Rate: 24.5 Total Prop pmpd: 50,386#'s

ISIP: 2010 5 min: 10 min: FG: .91 DAILY COST: $28,204
Complet upervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD ATTACHMENTG-/

DAILY COMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/13/07 Day: 4

Operation: Completion Rig: NC #1

WELL STATUS
Surf Csg: 8 5/8" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5950' WL
Tbg: Size: Wt: 6.5# Grd: J-55 Pkr/EOT @: 5249' BPISand PBTD:

Plug 5730'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB6 sds 4230-4239' 4/36 CP4 sds 5793-5800' 4/28
DS1 sds 4596-4611'
D2 sds 4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630'

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/12/07 SITP: SICP: 969

6:30AM OWU, NID 10,000 BOP & Frac Flnge, NIU 3,000 Finge & 5,000 BOP, R/U Flr, P/U & RIH Wl-4 3/4 Bit, Bit Sub
134 Jts Tbg To Fill @4239', RIU Nabors Pwr Swvl, RIU R/pmp, C/Out To Plg @4345' Drill Up Plg,Swvl llHle To Plg Ca
4700', Drill Up Plg, Swvl l/Hie To Fill @4775', C/Out To Pig @4870', Drill Up Pig, Swvl l/Hie To Fill @5092', C/Out Tc
Plg @5240', Drill Up Plg, Curc Well Clean, EOB @ 5249', SWI, 6:00PM CISDFN. 18 Bbls Wt]
Lost For Day.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2220 Starting oil rec to date:
Fluid_losgrecovered today: 18 Oil lost/recovered today:
Ending fluid to be recovered: 2238 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
NC #1 rig $4,739

Weatherford BOP $225
NPC Supervision $300

NDSI Wtr Truck
ZHO $210

NDSI Trucking $450
Nabors Pwr Swvl $850

Monks Pit Reclaim $1,800
NPC Sfc Eq $130,000

Boren Welding $19,500
NDSI Wtr Disposal $3,000

Unichern $400
B&LNew J-55 Tbg $29,011

DAILY COST: $190,885
Completion Supervisor: Duane Freston. TOTAL WELL COST:



NEWFIELD ATTACHMENTG-l

DAILY COMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/14/07 Day: __5

Operation: Completion Rig: NC #1

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5990'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: 5851' BPISand PBTD: 5990'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFl#shots

GB6 sds 4230-4239' 4/36 CP4 sds 5793-5800' 4/28
DS1 sds 4596-4611' 4/60
D2 sds 4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/13/07 SITP: SICP: 969
6:30AM OWU, Swvl \/Hie To Fill @ 5624', Drill & C/Out To Plg 5730', Drill Up Pig, Swvl I/Hie To Fill @ 5854', ClOuTo PBTD @5990', Curc Well Clean, POOH Wl-5 Jts Tbg, EO 5848', R/U Swab, RIH IFL @ Surf, Made 12 SwatRuns, Recvred 138 Bb1s Wtr, Lite Trce Sand, 1% Oil Cut, FFL 1700', RIH Wl-Tbg To Fill @ 5987', 3' Of Fill, C/OuTo PBTD @ 5990', Curc Well Clean, POOH W/-190 Jts Tbg, B SUB & Bit. P/U & RIH W/-N/C, 2 Jts Tbg, S/N, 1 JTbg, 5 1/2 T/A, 182 Jts Tbg, SWI, 6:30PM CISDFN. Lost 35 Bb\s Wtr On DrillOut To PBTD, Recovered 138 Bbis WtSwabbing, Lost 75 Bb\s Wtr On C/Out To PBTD, Total Recovery For Day = 28 Bb\s Wtr.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered:

_

2238 Starting oil rec to date:
Fluid lost/recovered today: 28 Oil lost/recovered today:
Ending fluid to be recovered: 2210 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
NC #1 rig $5,752

Weatherford BOP $225
NPC Supervision

CDI-pmp-T/A-S/N $2,055
ZHO $210

NPC Location Clean Up $300
Nabors Pwr Swvl $850

Mt West Sanitation $650

DAILY COST: $10,342
Completion Supervisor: Duane Freston. TOTAL WELL COST:



NEWFIELD ATTACHMENTG-/

DAILY COMPLETION REPORT
WELL NAME: West Point Federal 4A-18-9-16 Report Date: 02/15/07 Day: 6

Operation: Completion Rig: NC #1

WELL STATUS
Surf Csg: 8 Sis" @ 322' Prod Csg: 5 1/2" @ 6038' Csg PBTD: 5990'
Tbg: Size: Wt: 6.5# Grd: J-55 Pkrl_EOT@: 5859' BPISand PBTD: 5990'

PERFORATION RECORD
Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4230-4239' 4/36 CP4 sds 5793-5800' 4/28
DS1 sds 4596-4611' 4/60
D2 sds 4758-4765' 4/28
A1 sds 5126-5134' 4/32
CP1 sds 5621-5630' 4/36

CHRONOLOGICAL OPERATIONS
Date Work Performed: 02/14/07 SITP: SICP:

8:30AM OWU,NID BOP, Set 5 1/2 T/A In 15,000 Tension, NIU Wl-HD, Wt On Rod Production String, 11:00AM P/L
Stroke & RIH Wl-2 1/2X1 1/2X10X14' RHAC, 6-1 1/2X25' Wt Bars, 10-3/4x25' wlg, 115-3/4x25' Slick, 99-3/4x25
Scrapered, 3/4×8'-6'-4'-2' Ponys,1 1/2x22' Polish Rod, RIU Unit, Hole Standing Full, Stroke Unit & Tbg To 800 Psi
Good Test. R/D Rig. Rack Out Eq, 5:30 PM CISDFN. POP @4:00PM,86" SL, 5 SPM, ( Final Report ).

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
KB = 12.0 1 1/2x22' Polish Rod NC #1 rig $4,106
182 Jts Tbg = 5747.75 3/4x2'-4'-6'-8' Ponys Weatherford BOP $225
T/A = 2.80 @5759.75 KB 99-3/4×25' Scrapered NPC Supervision $300

1 Jt Tbg = 31.60 115-3/4x25' Slick NPC Trucking $600
S/N = 1.10 2 5794.15 KB 10-3/4×25' Scrapered AIGrade Rod String $14,437

2 Jts Tbg = 63.19 6-1 1/2×25' Wt Bars Frac Tnks 7x8 Days $2,240
N/C =

.45 @ 5858.89 KB CDI-2 1/2x1 1/2x10×14' Swab Tnk 1x4 Days $160
RHAC NPC Frac Head $500

NDSI HIOiler Sfc Eq $350

DAILY COST: $22,918
Completion Supervisor: Duane Freston. TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @4180'

2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 176' balance plug using 21 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 43 sx Class "G" cement down 5 ½" casing to 372'

The approximate cost to plug and abandon this well is $42,000.

West Point Federal



ATTACHMENTM
West Point Federal 4A-18-9-16

Spud Date: 12-14-06 Initial Production: BOPD,
Put on Production: 2-14-07 Proposed P&A MCFD, BWPD
GL: ' KB: . Wellbore Diagram
SURFACECASING

. -

CSGSIZE: 8-5/8"
Cement top @150'

GRADE: 1-55
Pump 43 sz Class"G" Cement down 5-1/2" casing to 372

WEIGHT: 24# Casin8 Shoe @322'
LENGTH: 7 jts (310 22')
DEFFHLANDED: 322 OT KB

HOLB SlZE:12-1/4"

CEMENT DATA: 160 sxs Class "G" cmt. est 7 bbis cmt to surf

- 120' balanceplug using 14 ex Class "G" cement 60'
above Uinta/Green River and extending 60' below

PRODUCTION CASING (1516'-1636')

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 141jts (6024 60')
DEPTH LANDED: 6037 85' KB

HOLE SIzB:7-7/8"

CBMENT DATA: 300 sus Prem Lite II mixed & 450 sus 50/50 POZ
CEMENT TOP AT: 150'

- 176' balance plug using 21 sK Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2858'-3034')

100' (12 sx) Class GCement plug on top of CIBP

CIBP @4180'
4230-4239'

4596-4611'

4758-4765'

5126-5134'

5621-5630'

5793-5800'

NEWFIELD

PBTD @5990'West point Federa14A-18-9-16
TD @6050'

714' FNL & 416' FWL

NW/NW Section 18-T98-Rl6E

Duchesne Co, Utah

API #434)13-33463; Lease #UTU-74390

JL



FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR pi°

BUREAUOF LAND MANAGEMENT 5. Lease SerialNo.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPUl. Type of Well
Oil Well Gas Well Ü Other 8. Well Name and No.

2. NameofOperator WPOINT4A-18-9-16
NEWFIELD PRODUCTION COMPANY 9. APl Woll No.3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333463

Myton, UT 84052 | 435 646 3721 10. Field and Pool, or ExploratoryArea
4. Locationof Well . (Footage, Sec , T., R.. M., or SurveyDescription) GRE ATERMB UNIT

l1. County or Parish, State
NWNW Section 18 T9S Rl6E

DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Acidize Q Deepen Q Production (Start/Resume) Q Water Shut-OffNotice of Intent
Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity

O SubsequentReport Casing Repair Q New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to lnjector Q Plug Back Water Disposal

13. Describe Proposed or Completed Operation:(Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones. Attach the
Bond under which the work will.be perfonned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandomnent Notices shall be filed only after all requirements, including reclamation, have been completed, andthe operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Jill I,ovle Regulatory Technician
Signatu Date

02/09/2012

IS SPACE FOR FEDERAL OR STATE OFFICE USE

Anorovesihv Title Date
Conditionsof approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the avolicant to conduct overations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfally to make to any departmentor agency ofthe United
States anv false, fictitiousand fraudulentstatements or reoresentations as to any matter witlun its iurisdictiony
(Instructions on page
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CUSTOMERNAME AND ADDRES e g¶Ñ,2 ACCOUNT NUMBER DATE
DIV OF OIL-GAS & MINING, 9001402352 2/28/2012

1594 W NORTH TEMP #l210
P.O. BOX 145801
SALT LAKE CITY, UT 84114 PUBLICNOTICE

BEFORETHEDIVISIONOF OIL, GASANDMINING
DEPARTMENTOFNATURALRESOURCES

STATEOF UTAHACCOUNT NAME NOTl(EOF AGENCYACHON
CAUSENO.UIC-387
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Notice k liereby given that lite DIvision of 011.Ges and min-
InG(the Division ) is conunencingon informal od Icotivo

8015385340 0000770992 / *=

flats II In acilanwells

SCHEDUl£ GC r na n
li iomted in NE/4 SE/4, Section

1A Townditp 9 Sonih Range 16 East
API 43-013-30594
West Point Fedemi dA-18.9-16 well located in NW/4

Start 02/27/2012 End 02/27/2012 li'alons,'48¿gTowndip 9 South,Roge 16 East

Federal 13-18-9-16 well located in SW/4 SW/4, Section

CUST. REF. NO. I s n.,manuels u
Feri mi 7-20-9-16 well lomted in SW/4 NE/4, SecHon 20,
I : 35 ange 16 East

UIC 387 Fedemi i 1-20-9-16 well located in NEf4 5W/4, Section20,
TM

0
S Range16East

CAPTION r ange 16 East

Federal 15-22-9-16 well located in SW/4 5E/4, Section22,
PUBLIC NOTICE BEFORE THE DIVISION OF OIL, GAS AND MININGDEPARTME 9 4 1 I led In NE/4 SEf4, 5ecHon 24,

T 5 mge 16 East
SIZE Fedem! 13-24-9-16 well locoled in SW/4 5W/4, Section

i T" T•fir 4 inuih Pnnge 16 Fm!
API 43-013-33342

73 Lines 2.00 COLUMN N,'i'sš"Fo,'" n'°"".
accordance with Utah

Selected zones in the Green River Formonen win be used for
wofer Injeclian. The maxinun requested ti|action pressuresTIMES RATE M rates win be determined based on fradure gradient In-
fear.n..un...uhminant hv Newfleid ProducNan Co-p-y.
Anyperien dedring to obleurto sie opplication or otherwise

lowing publicaNon of IMsnoHce. TheDivision'sPredding Olfl.
... y.. ca. Is Ernd Hin Permininn Manager, of

MISC.CHARGES ADCHARGES Miso a'-ssaoir$4froËÊifi
o whh I ci inis to i ro i
rules. Protestmis and/or Interveners shouldbe prepared to
demonstrate at the lisaring how IMs moNer offeclL their in-
tereds.
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DIVISIONOFOK, GAS&MINING

WadHIII
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AFFIDAVITOF PUBLICATION

AS NEWSPAPERAGENCYCOMPANY.LLCdba MEDIAONE OF UTAHLEGALBOOKER.1CERTlFYTHATTHE ATTACHEDADVERTISEMENT OFPUBLIC NOTICE BEFORE THE DIVISlON OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOtlRCES STATE OF UTAH NOTlCE OF
AGENCY ACTION CAUSE NO.UIC-387 IN THE MATTER FOR DIV OF OIL-GAS & MINING, WAS PUBLISHEDBY THE NEWSPAPER AGENCYCOMPANY.LLC dba MEDIAONEOF UTAH, AGENT FOR THE SALTLAKETRlBUNE AND DESERET NEWS, DAILYNEWSPAPERSPRINTEDIN TilEENGLISHLANGUAGEWlTH GENERAL CIRCULATION IN UTAH.ANDPUBLISHEDlN SALT LAKEClTY, SALT LAKECOUNTYIN THE STATEOF UTAHNOTlCE IS ALSO POSTED ON UTAHLEGAl.S COM ON THE SAME DAY AS THE FIRST NEWSPAPERPUBLICATION DATEAND REMAINSON
UTAHLEGALS COM 1NDEFlNATELY

Start 02/27/20 12 End 02/27/20 12 '¯

91RÇylNIACRAFTPUBLISHEDON
.

Nm- v½olic 5 a a L a

My Commisslan Excires
SIGNATURE .- am.q 2 2 ?N

2/28/2012

THIS IS NOT A STATEMENTBUTA "PROOF OF PUBLICATION"
PLEASEPAY FROM BILLING



AFFIDAVIT OF PUBLICATION

NOgCE OF
County of Duchesne, AGENCY
STATE OF UTAH

UIC-387
BEFORETHE DIVI-
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20 f> , and that said notice was published on Ut l egals.
com on the same day as the first newspaper publication and a a
the notice remained on Utahlegals.com until the end of the THEST, ateurop

scheduled run. $RESL I
p 8 n

ABOVE IPlea tpra
MATTERlHA sula¡qux! aiemmpwoucevoismapsaladex,at he i NP Afunus
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Publisher applicati opongen MI (d
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day of , 20

Notary Pubhe We PRoosa
4A-1 *WW liggano
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471NNILLCRESTDR415-5 sy opengddeugg
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-387

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FORADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 16, 18, 20, 22,AND 24, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS IIINJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing aninformal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion toClass II injection wells:

Greater Monument Butte Unit:
Castle Peak State 43-16 well located in NE/4 SE/4, Section 16, Township 9 South, Range 16 EastAPI 43-013-30594

West Point Federal 4A-18-9-16 well located in NW/4 NW/4, Section 18, Township 9 South, Range 16 EastAPI 43-013-33463

Federal 13-18-9-16 well located in SW/4 SW/4, Section 18, Township 9 South, Range 16 EastAPI 43-013-32999

Federal 7-20-9-16 well located in SW/4 NE/4, Section 20, Township 9 South, Range 16 EastAPI 43-013-33106

Federal 11-20-9-16 well located in NE/4 SW/4, Section 20, Township 9 South, Range 16 East
API 43-013-32598

Federal 15-20-9-16 well located in SW/4 SE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33105

Federal 15-22-9-16 well located in SW/4 SE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33167

Federal 9-24-9-16 well located in NE/4 SE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33338

Federal 13-24-9-16 well located in SW/4 SWl4, Section 24, Township 9 South, Range 16 East
API



The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 21st day of February, 2012.

STATE OF UTAH
IL, GAS & MINING

Brad Hill
Permitting



Newfield Production Company

CASTLE PEAK STATE 43-16, WEST POINT FEDERAL 4A-18-9-16,
FEDERAL 13-18-9-16, FEDERAL 7-20-9-16, FEDERAL 11-20-9-16,

FEDERAL 15-20-9-16, FEDERAL 15-22-9-16,
FEDERAL 9-24-9-16, FEDERAL 13-24-9-16

Cause No. UIC-387

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail legals@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 SITLA
Salt Lake City, UT 84145 675 E 500 S Ste 500
via e-mail naclegal@mediaoneutah.com Salt Lake City, UT 84102-2818

Vernal Office Newfield Production CompanyBureau of Land Management Rt 3 Box 3630
170 South 500 East Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Dírector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

February 21, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.goy OIL, GAS &



From: Cindy Kleinfelter <classifieds@ubstandard.com>

To: <jsweet@utah.gov>

Date: 2/23/2012 12:02 PM
Subject: Legal Notice

It will be published Feb. 28, 2012.
Thank you.



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

February 21, 2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-387

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 . TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



9Ë(/292BeanSweet - Proof for Puþ)ic Notice Page

From: "Stowe, Ken" <kstowe@mediaoneutah.com>
To: <jsweet@utah.gov>

Date: 2/23/2012 12:36 PM
Subject: Proof for Public Notice
Attachments: OrderConf.pdf

AD# 770992
Run SL Trib & Des News 2/27/12
Cost $250.28
Please advise of any changes or reply with OK to publish
Thank You



Remit to: P.O. Box 70400581:eñatt£akegribune MEDIN
_

Deseret NeWS West Valley City, UT 84170

Order Confirmation for Ad #0000770992-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING Ad Content Proof Actual Size
PUBLICNOTICEClient Phone 801-538-5340

, Payor Phone 801-538-5340
BEF0ilE THEDIVISIGNOF OIL, GAS AND MINING

DEPARTMENTOF NATURALRESOURŒS
STA1E OF UTAHAccount# 9001402352 Payor Account 9001402352 Navn oEF Y ACTION

IN THE MATTEliOF THE APPLICATIONOF NEWFIELDPRODUC-Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO) Tw c
ED

A E ARR200
22 A

1
SALT LAKECITY, UT 84114 USA SALT LAKECITY, UT 84114 g* NIPc È$'mRAN

51T
DUCHESNECOUMTY,

1HE STATE OF UTAH TO ALL PERSONSINTERES1EDIN THEABOVEENIITLEDMATTER.
Notice is tereby given that the Division of Oil, Gas od Min-Ordered By Acct EXOC ing (the 'Divisied") is annuemang œ mformaladjedicativeFax 801-359-3940
proceedirg 70 consider the gplicoWoe of Newfield Prodte-Jean kstowe tier companyfor admimistrativeopprovai of te followingEMail earlenerussell@utah.gov
wens located in Decheste Comety, Utah, for cerversier 10Clos II imjectice wells:
Greater Mommert Bette lait:Total Amount $250.28 icsi ÎÍAËa'Ég"U°i°sswdmNE/4 SEþ, 5ecien

API 434)1 -30594Payment Amt $0.00 West Poi t Fedem! ¥-18-9-16 well located im NWBTear Sheets Proofs Affidavits (isy 214 camŒp 9 Sectt, Range 16 East

Federal 13-18-9-16 well located in SW 4 SW/4, SectionAmount Due $250.28 0 0 1 18, Tcwrship 95cc1h, Range 16 East
API 434)13-32999

Federal 7-20-9-16 well located in SW/4 NE/4, Section 20,Payment Method PO Number UIC 387 Township 9 5cuit, Range 16 Est
API 43-013-33106Confirmation Notes: M' rwed C in NEþ SW/4,Sectier 20,
API43-Ol3-32598Text: Jean Federal 15-20-9-16 well located im5W/4 SE/4, SecNem 20,Township9 South, Range 16 East
API 43-013-33105Ad Type Ad Size Color gg,' gg",gc in SW/4 5E/4, Secnce 22,

Legal Liner 2.0 X 73 Li <NONE> OeÍS9 16 well leaned im NEþ 5E/4, Section 24,Township 9 Secth, Range 16 Emt
API 43 013-33338Product Placement Position La we oc le swµ swµ, seem.

Salt Lake Tribune:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices Ëe re e I be condeded m accordacce wiß UtabAdnin. R649 , Adninistrative Precedures.Scheduled Date(s): 2/27/2012
Selemed zones in the Green River Formarms will be used forwater injedien. The maximumrequested telecien posseresand rates will be determined based en fra-Ture gradient in-Product Placement Position formatico submittedby Newfield Producien Company.Deseret News:: Legal Liner Notice -0998 Public Meeting/Hear-ing Notices $Ñ ' AT ciÑ*2$eT¾Êr

sû¾tiœ ci intervention with th Division withis fifm days fel-Scheduled Date(s): 2/27/2012
lowing publimtica of this actiœ.The Division's Presiding Offi-cer for the ocee is Brad Hill,PermttrinLamager,atProduct Placement Position ',,°È

s a sa4e s2Scri'e'r.orime'ffe?sltrib.com:: Legal Liner Notice -0998 Public Meeting/Hear-ing Notices 2°"w carÎe'rfel'im¾ en
rules. Protestants and/cr interveners should be prepared toScheduled Date(s): 2/27/2012
demomstrate at the tearing how this matter offec1šTheir in-
terests.Product Placement Position sŠÛv'y?dayofFebruary,2012.

DIVISION OF OIL, GAS & MININGutahlegals.com:: utahlegals.com utablegals.com
Scheduled Date(s): 2/27/2012 Permuries manager

770992 UPAXLP

2/23/201212:35:47PM



A State of Utah
ik /4' DEPARTMENT OF NATURAL RESOURCES

-- MICHAEL R. STYLER
GARY R.HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

July 11, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: West Point Federal 4A-18-9-16, Section 18, Township 9 South,
Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-33463

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 4,007 feet in the
West Point Federal 4A-18-9-16 well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Jþhn Rogers '

AssociateDirector

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County UTAH
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West NorthTemple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MINING

telephone(801) 538-5340 • facsimile(801) 359-3940 . TTY (801) 538-7458 •
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: West Point Federal 4A-18-9-16

Location: 18/9S/16E API: 43-013-33463

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government (BLM) is the mineral owner within the area of review
(AOR). Newfield and other various individuals hold the leases in the unit. Newfield has
provided a list of all surface, mineral and lease holders in the half-mile radius. Newfield is the
operator of the Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all
owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 322 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,038 feet. The cement bond log is somewhat
problematic but appears to demonstrate adequate bond in this well up to about 3,156 feet. A 2
7/8 inch tubing with a packer is proposed at 4,180 feet. Higher perforations will be opened at a
later date. A mechanical integrity test will be run on the well prior to injection. On the basis of
surface locations, there are 9 producing wells, 7 injection wells, 1 shut-in well (the proposed
injection well), and 1P/A well in the AOR. Two of the producing wells are a directionally drilled,
with a surface locations inside the AOR and bottom hole locations outside the AOR. There is
currently a directional well being drilled from a surface location outside the AOR to a bottom
hole location inside the AOR. Additionally, there is an approved surface location outside the
AOR from which a directional well will be drilled to a bottom hole location inside the AOR. All
of the existing wells have evidence of adequate casing and cement.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 1500 feet. Injection shall be limited to the
interval between 4,007 feet and 5,990 feet in the Green River Formation. Information submitted
by Newfield indicates that the fracture gradient for the 4A-18-9-16 well is 0.84 psilft., which was
the lowest reported fracture gradient for the injection zone. The resulting minimum fracture
pressure for the proposed injection interval is 1,913 psig. The requested maximum pressure is
1,913 psig. The anticipated average injection pressure is 1100 psig. Injection at this pressure
should not initiate any new fractures or propagate existing fractures in the adjacent confining
intervals. Any ground water present should be adequately



West Point Federal 4A-18-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date



RECEIVED: Aug. 13, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 W POINT FED 4A-18-9-16 (RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0714 FNL 0416 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /9 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/07/2012. On 08/08/2012 Chris Jensen with the
State of Utah DOGM was contacted concerning the initial MIT on the

above listed well. On 08/09/2012 the casing was pressured up to 1175
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /13 /2012

August 28, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well W POINT FED 4A-18-9-16 (RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0714 FNL 0416 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8 l9 /2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/07/2012. On 08/08/2012 Chris Jensen with the utah Division of

State of Utah DOGM was contacted concerning the initial MIT on the Oil, Gas and Mining

above listed well. On 08/09/2012 the casing was pressured up to 1175 Date: August 28, 2012
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 200 psig during the sy:
test. There was not a State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2012

RECEIVED: Aug. 13,



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date M_/ 01 i g Time 00 pm

Test Conducted by: /Wichef asm

Others Present:

Well Location: 14.* fo¾ FvbralL/AIttis API No: //3-0!3-33463

Tinig Casinq Pressure

0 min //1f Psi9

5 fl¶ psig

10 f(T psig

15 fj f psig

20 II7f 9 9

25 Igÿÿ psig

30 min Ji?T U 9

35 9 9

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: 7.¾ psig

Result: g Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number:



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

W POINT 4A-18-9-16
6/1/2012To 10/30/2012

6/29/2012 Day: 2 Host Well Gyro

NC #3 on 6/29/2012 - TIH w/ rods, RDMOSU. - Road rig to location. MIRUSU. Pump 60 bbis
water down csg @ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH
w/99- 3/4 guided rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump.
RU MS services to run gyro survey. RD MS services. SDFD. - Road rig to location. MIRUSU.
Pump 60 bbls water down csg @ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @
250. TOH w/99- 3/4 guided rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars,
rod pump. RU MS services to run gyro survey. RD MS services. SDFD. - TIH w/ old rod pump,
6- wt bars, 10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods.
Place bull plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING - TIH
w/ old rod pump, 6- wt bars, 10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4
ponys. Soft seat rods. Place bull plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP
DUE TO DRILLING - Road rig to location. MIRUSU. Pump 60 bbls water down csg @ 250. RD
pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH w/99- 3/4 guided rods, 115- 3/4
plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. RU MS services to run gyro
survey. RD MS services. SDFD. - Road rig to location. MIRUSU. Pump 60 bbls water down csg
@ 250. RD pumping unit. Flush tbg & rods w/ 40 bbls water @ 250. TOH w/99- 3/4 guided
rods, 115- 3/4 plain rods, 10 3/4 guided rods, 6- 1 1/2 wt bars, rod pump. RU MS services to
run gyro survey. RD MS services. SDFD. - TIH w/ old rod pump, 6- wt bars, 10- 3/4 guided,
115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods. Place bull plug on wellhead.
Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING - TIH w/ old rod pump, 6- wt bars,
10- 3/4 guided, 115- 3/4 slick, 99- 3/4 guided, 8' 6' 4'- 3/4 ponys. Soft seat rods. Place bull
plug on wellhead. Shut well in. RDMOSU. DID NOT PWOP DUE TO DRILLING Finalized
Daily Cost: $0
Cumulative Cost: $10,299

8/3/2012 Day: 1 Conversion

NC #3 on 8/3/2012 - MIRU NC#3, Hole In Tubing, L/D Rods. - MIRU NC3 @ 12:00PM, 1 Mile
Rig Move, OWU, P/U 3/4 Rod Off Rig, RIH Screw Into Rod String, L/D 2 Rods, Flush Tbg W/ 40
BW @ 250*, Soft Seat Pmp, Pmp 40 BW, Tbg Would Not Fill, Screw Into Rods & L/D, L/D Rod
String, 4',6',&8' 3/4 Pony, 99 3/4 4 Pers, 115 Slicks(10 Bad), 10 3/4 4 Pers, 6 Wt Bars, & 1
Rod Pmp, Flush 3 Times W/ 60 BW On Trip To Clean Rods, SWI. 7:00 PM CSDFN, 7:00PM-
7:30PM C/Tvl. - MIRU NC3 @ 12:00PM, 1 Mile Rig Move, OWU, P/U 3/4 Rod Off Rig, RIH
Screw Into Rod String, L/D 2 Rods, Flush Tbg W/ 40 BW @ 250*, Soft Seat Pmp, Pmp 40 BW,
Tbg Would Not Fill, Screw Into Rods & L/D, L/D Rod String, 4',6',&8' 3/4 Pony, 99 3/4 4 Pers,
115 Slicks(10 Bad), 10 3/4 4 Pers, 6 Wt Bars, & 1 Rod Pmp, Flush 3 Times W/ 60 BW On Trip
To Clean Rods, SWI. 7:00 PM CSDFN, 7:00PM-7:30PM C/Tvl.
Daily Cost: $0
Cumulative Cost: $4,839

8/6/2012 Day: 2 Conversion

NC #3 on 8/6/2012 - N/U BOPs, TOOH, Brake & Dope Each Conn W/ Lubon 404G, Psr Tst Tbg
To 3000psi, Good Tst, Change Oil In Rig. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, R/D Rod
Eqp, N/D W/H-D, N/U BOPs, R/U R/Flr, R/U Tbg Eqp, Work & Release T/A, Did Not Want To
Release, TOOH W/133 Tbg, Brake & Dope Each Conn W/ Lubon 404G, L/D 52]ts tbg, T/A, 1Jt,

http://www.inewfld.com/denver/SumActRpt.asp?RC=179887&API=4301333463&MinDa...



RECEIVED: Aug. 13, 2012

Sundry Number: 28832 API Well Number: 43013334630000Sundry Number: 28832 API Well Number: 43013334630000
Summary Rig Activity Page 2 of 2

S/N, 2]ts & N/C. Hole In Jt 34, P/U Guide Collar, XN Nipple, Tbg Sub, XO, Pkr, On/Off Tool,
S/N & TIH W/ 133 Jts Tbg, Tally Tbg, Pmp 15BW Pad, Drp S/Vive, Psr Tst Tbg To 3000psi. Tbg
Held 3000psi For One Hour(Good Test), SWI. Change Oil On Rig. 7:00PM CSDFN, 7:00PM-
7:30PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, R/D Rod Eqp, N/D W/H-D, N/U BOPs,
R/U R/Flr, R/U Tbg Eqp, Work & Release T/A, Did Not Want To Release, TOOH W/133 Tbg,
Brake & Dope Each Conn W/ Lubon 404G, L/D 52Jts tbg, T/A, 1Jt, S/N, 2Jts & N/C. Hole In Jt
34, P/U Guide Collar, XN Nipple, Tbg Sub, XO, Pkr, On/Off Tool, S/N & TIH W/ 133 Jts Tbg,
Tally Tbg, Pmp 15BW Pad, Drp S/Vlve, Psr Tst Tbg To 3000psi. Tbg Held 3000psi For One
Hour(Good Test), SWI. Change Oil On Rig. 7:00PM CSDFN, 7:00PM-7:30PM C/Tvl.
Daily Cost: $0
Cumulative Cost: $12,357

8/7/2012 Day: 3 Conversion

NC #3 on 8/7/2012 - Fish S/Vlve, Pmp Pkr Fluid, Tst Csg(Tst Good For One Hour), R/D & M/O
NC#3 @ 1:00PM. Final Report. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, L/D 1 Jt Tbg To Miss
Csg Collar, 132 Jts In Hole Total,R/U Snd Line W/ Fishing Tool, RIH & Fish S/Vlve, R/D Snd
Line, P/U 6' Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D, R/U Hot Oiler, Pmp
65BW W/ Pkr Fluid, N/D W/H-D, Lay Down W/H-D Flange W/ 6' Tbg Sub, P/U Injection Tree &
N/U, Fill Csg W/5 BW, Psr Tst Csg To1500psi, Held 1450psi For One Hour(Tst Good), 1:00PM
R/D & M/O NC#3. Well Ready For MIT, Final Report. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
L/D 1 Jt Tbg To Miss Csg Collar, 132 Jts In Hole Total,R/U Snd Line W/ Fishing Tool, RIH &
Fish S/Vlve, R/D Snd Line, P/U 6' Tbg Sub, R/D Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D,
R/U Hot Oiler, Pmp 65BW W/ Pkr Fluid, N/D W/H-D, Lay Down W/H-D Flange W/ 6' Tbg Sub,
P/U Injection Tree & N/U, Fill Csg W/5 BW, Psr Tst Csg To1500psi, Held 1450psi For One Hour
(Tst Good), 1:00PM R/D & M/O NC#3. Well Ready For MIT, Final Report.
Daily Cost: $0
Cumulative Cost: $104,068

8/13/2012 Day: 4 Conversion

Rigless on 8/13/2012 - Conduct initial MIT - On 08/08/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/09/2012
the casing was pressured up to 1175 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 200 psig during the test.
There was not a State representative available to witness the test. - On 08/08/2012 Chris
Jensen with the State of Utah DOGM was contacted concerning the initial MIT on the above
listed well. On 08/09/2012 the casing was pressured up to 1175 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tubing pressure
was 200 psig during the test. There was not a State representative available to witness the
test. Finalized
Daily Cost: $0
Cumulative Cost: $135,338

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=179887&API=4301333463&MinDa...



RECEIVED: Sep. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 W POINT FED 4A-18-9-16 (RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0714 FNL 0416 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /31 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 8:40 AM on
08/31/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /4 /2012

September 04, 2012

Sundry Number: 29474 API Well Number: 43013334630000Sundry Number: 29474 API Well Number: 43013334630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well W POINT FED 4A-18-9-16 (RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013334630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0714 FNL 0416 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 18 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/31/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 8:40 AM on Accepted by the
08/31/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/4/2012

RECEIVED: Sep. 04,



West Point Federal 4A-18-9-16
Spud Date: 12-14-06
Put on Production:2-14-07

GL: ' KB: ' Injection Wellbore
Diagram

SURFACE CASING
. FPAo 1 8

CSG SIZE: 8-5/8"
Cementtop @150, 02-08-07 5793-5800' Frac CP4 sands as follows:

GRADE:1-55 '
• •

20011#20/40 sand in 307 bbis Lightnin817
frac fluid Tresied@avg pmss of 2259 psiWElGErr: 24# CasingShoe@322' I wlavg rainof23 7 BPM ISIP 2240 psi Calc

LENGTH: 7 jts (310 22') flush;5791 gal Actus! flush: 5334 gal
DEPTHLANDED 322 OT KB 02-08.07 5621-5630' Frac CPI samis as follows:

41051# 20/40sand in 403 bbis Lightning17HOLE SIZE:12-1/4"
frac fluid Treated@avg press of 1939 psi

CEMENTDATA: 160 sxs Class"G' cmt, est 7 bbis cmtto surf. rate of23 7 BPM ISh 5216® i Cale

02-08-07 5126-5134' Frac A l sands asfollows:
40299#20/40 sand in 387 bbIs Lightning17
frac fluid Treated@avg press of 2l04 psi
w/avg rate of 24 BPM ISIP 3240psi CalcPRODUCTION CASING flush:5124gal Actualflush:4662gal

CSG SlZE 5-1/2.·
02-08-07 4758-4765' Frac D2 sands as fo!Iows:

40453#20/40 sand in 380 bbis Lightning 17GRADE:1-55
frac fluid Treaind@avg press of 1065w/WEIGKr 15 5# avg raie of24 3 BPM ISIP 1944 psi Calc
flush;4756 gal Actual flush:4284 galLENGrH: 141 jis (6024 60')

02-08-07 459M61l' Frac DSI sands as feMows:DEFTH LANDED:6037 85' KB
34437#20/40 sand in 378 bbis Lightning 17HOLESIZE: 7-7/8.
frac fluid Treated@avg pressof 2000 w/
avg raieof 14 3 BPM ISIP 2200psi CalcCEMENTDATA: 300 sxs Prem LiteH mixed& 450 sus 50/50POZ flush:4594gal Actualflush: 4116 gal

CEMENTTOP AT: 150' 02-09-07 4230-4239' Frac GB6 sands as follows:
50386# 20/40 sand in 416 bbIsLightning 17
frac fluid Treated@avg press of 1773 w/
avgrateof245BPM ISIP2010psi Calc
flush;4228 gal Actual flush: 4158 gal

08/28/07 Pump Change Rod & 13g detail updatedTUBING
osio7/12 converttoIn¡ectionwellSIZEAGRADE/WT: 2-7/8" / J-55 /6 5#
08/09/12 Convenion MFF Finalized - updatetbgNO OF JOINTS: 132 jls (4166 7') detail

SEATINGNIPPLE:2-7/8" (! 10')

SN LANDEDAT:4178 T KB
ONIOFFTOOL AT:4179 8'
PACKERCE @4184 7\'

XO AT:4188 4'

TBGPUP 2-3/8" AT;4188 9'
X/N2-3/8" AT4193 O'
TOTALFI1tlNG LENGTH: EØl @4195 KB · Packer@4185

- Efr@4195'
PERFORATION RECORÇ)

423&4239 01-25-07 5793-5800' 4JSPF 28holes
02-08-07 5621-5630' 4 JSPF 36 holes45%-4611
02-08-07 5126-5134' 4]SPF 32holes

4758-4765 02-08-07 475&4765' 4 JSPF 28 holes
02-08-07 4596-461I' 4JSPF 60holes
02-08-07 4230-4239' 4 JSPF 36 holes

5126-5134

5621-5630

- 5793-5800

NEWFIELD

PBTD@5990'West point Federal 4A-18-9-16
TD @6050'

714' FNL& 416' FWL
NW/NW Section 18-T9S-R16E

Duchesne Co, Utah
API # 43-013-33463: Lease # UTU-74390

I CN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-387

Operator: Newfield Production Company

Well: West Point Federal 4A-18-9-16

Location: Section 18, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-33463

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on July 11, 2012.

2. Maximum Allowable Injection Pressure: 1,913 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,007' - 5,990')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: Ÿ 4 9 - J<1 1
Jo ogers Date
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton

UTAHDuchesne Coun" DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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